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bridinajums 

VienTgas garnantijas HP precem un 
pakalpojumiem ir izklastTtas tiesas 
garantijas pazinojumos, kas piegadati 
kopa ar sTm precem un 
pakalpojumiem. Nekas no seit mineta 
nevar tikt uzskatTts par papildus 
garantiju nodrosinosu faktoru. HP nav 
atbildlgs par seit atrodamajam 
tehniskajam, redakcionalajam kjodam 
vai izlaidumiem. 

Hewlett-Packard Company nav 
atbildlga par nejausiem vai 
izrietosiem bojajumiem, kas rodas vai 
ir saistTti ar sT dokumenta un taja 
aprakstTtas programmas materiala 
izmantosanu vai darblbu. 

Piezlme: NormatTva informacija ir 
atrodama sTs rokasgramatas nodaja 
"Tehniska informacija". 
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Daudzviet sadu vienlbu kopesana ir 
nelikumTga. Ja jums rodas saubas, 
vispirms sazinieties ar likumTgu 
parstavi. 

• ValdTbas papTri un dokumenti: 

- Pases 

- Imigracijas papTri 

- Atseviski dienesta papTri 

- Identifikacijas nozTmes, kartes 
vai zTmotnes 

• ValdTbas markejumi: 

- Pastmarkas 

- Partikas markejumi 

• ValdTbas iestades izmantoti ceki 
un dokumenti 

• PapTra valGta, cejojumu ceki vai 
maksajumu uzdevumi 

• NoguldTjumu izzinas 

• Ar autortiesTbam aizsargati darbi 



informacija par droslbu 

Bridinajums! Lai 

noverstu ugunsgreku vai 
strdvas trieciena 
briesmas, nenovietojiet 
so preci lietu vai jebkada 
veida mitruma. 

Lai samazinatu risku savainoties uguns 
vai elektnbas trieciena rezultata, 
izmantojot so preci, vienmer sekojiet 
pamata drosTbas nosacTjumiem. 

Bridinajums! lespejama 
s trieciena briesmas 

Izlasiet un izprotiet visus 
uzstadTsanas plakata 
noradTjumus. 

2 Pievienojot ierTci pie stravas 
avota, izmantojiet tikai iezemetu 
elektnbas kontaktligzdu. Ja jus 
nezinat, vai kontaktligzda ir 
iezemeta, sazinieties ar 
kvalificetu elektriki. 

3 leverojiet visus uz izstradajuma 
atzTmetos bndinajumus un 
noradTjumus. 

4 Pirms izstradajuma tTrTsanas, 
atvienojiet to no sienas 
kontaktligzdas. 

5 Neuzstadiet un neizmantojiet so 
izstraddjumu tuvu udenim vai, 
kad esat slapji. 

6 IerTci uzstadiet stabili uz 
nekustTgas virsmas. 

7 Izstradajums jauzstada vieta, kur 
neviens nevar uzkapt uz kabeja 
vai paklupt pret to un kur kabelis 
netiks sabojats. 

8 Ja ience nedarbojas normali, 
skatieties Traucejummeklesanas 
palTdzTbu interneta. 

9 lerTce nav nevienas dajas, ko var 
apkopt lietotajs. Uzticiet apkopi 
kvalificetam apkopes 
personalam. 

10 Izmantojiet IerTci labi 
ventilejamas telpas. 
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sanemiet 

Si lietotaja rokasgramata satur informaciju par jusu HP Officejet izmantosanu, 
ka arl sniedz papildus traucejummeklesanas palldzlbu instalacijas procesam. 
Rokasgramata satur informaciju arl par to, ka pasutTt krajumus un piederumus, 
tehniskas specifikacijas, atbalstu un garantijas informaciju. 

Zemak redzamd tabula sniedz papildus informaciju par jusu HP Officejet. 



palldzlba 


apraksts 


Uzstadlsanas Plakdts 


Uzstadlsanas Plakdts sniedz norddljumus jusu HP Officejet uzstadlsanai 
un konfiguresanai. Parliecinieties, ka izmantojat pareizos noradljumus 
savai operetdjsistemai (Windows vai Macintosh). 


HP Image Zone 
palldzlba 


HP Image Zone Help (HP Image Zone palldzlba) sniedz detalizetu 
informaciju par jusu HP Officejet programmaturas izmantosanu. 
Windows lietotajiem: Izvelieties HP Director (HP virzosa ierice), un 
noklikskiniet Help (palldzlba). 

Macintosh lietotajiem: Izvelieties HP Director (HP virzosa ierice), 
noklikskiniet Help (palldzlba), un tad noklikskiniet hp image zone help 
(hp image zone palldzlba). 

Piezlme: HP Image Zone Help (HP Image Zone palldzlba) nav 
pieejama, ja programmaturas instalesanas laika jus izvelejaties 
Minimum Install (minimala instalesana). 


Traucejummeklesanas 
palldzlba 


Lai piekjutu traucejummeklesanas informacijai: 

Windows lietotajiem: HP Director (HP virzosa jd ierlce), noklikskiniet Help 
(palldzlba). Atveriet traucejummeklesanas gramatu, kas atrodasHP Image 

Ve^r\e* H<^ n fHP Imnnp Ve^r\e* nn Tn7Tnri] tnn Q^Koii^t vi<?nnr^iriQ 

l—KJ\ IC 1 1 CI II II 1 1 1 1 C l—\J\ IC UVJIIUZ-IUVJI^ 1 \A \-\ 1 1 CI VIoUVJI C Uo 

traucejummeklesanas noradljumiem, ka arl traucejummeklesanas 
palldzlbai tiesi jusu HP Officejet. Traucejummeklesanu var apskatlt, 
izmantojot Help (palldzlba) taustinu, kas parados uz daziem kjumju 
zinojumiem, ka arl sis rokasgramatas traucejummeklesanas nodajci 
lappuse 145. 

Macintosh lietotajiem: Atveriet Apple Help Viewer, noklikskiniet hp image 
zone troubleshooting (hp image zone traucejummeklesana), tad 
noklikskiniet hp officejet 4200 series. 

PiezTme: HP Image Zone Help (HP Image Zone traucejummeklesana) 
nav pieejama, ja programmaturas instalesanas laika jus izvelejaties 
Minimum Install (minimala instalesana). 


Palldzlba internets un 
tehniskais atbalsts 


Ja jums ir pieejams internets, jus varat sanemt palldzlbu HP majas lapa: 

www.hp.com/ support 
Majas lapa ir sniegtas atbildes arl uz biezak uzdotajiem jautajumiem. 




palldzlba 


apraksts 


Datne Lasimani 
(Readme) 


Pec programmaturas instalacijas jus varat pieklut Lasimani failiem (ja tad i 
ir) gan HP Officejet 4200 Series CD-ROM formata, gan HP Officejet 
4200 Series programmu mape. Lasimani fails satur jaunako informaciju, 
kas neparadas saja lietotaja rokasgrdmatd vai interneta. 


Dialoglodzina 
palldzlba (tikai 
Windows) 


Pa redzets Windows: Informacijai par specifisku iezlmi var piekjut kada no 
siem veidiem: 

• Uzklikskiniet ar labo taustinu uz iezlmes. 

• Izvelieties iezlmi un nospiediet Fl. 

• Izvelieties ? labaja stun augsa, tad noklikskiniet uz iezlmes. 
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Jusu HP Officejet ir gatavs lietosanai, tiklldz jus velaties, jo daudzas jusu 
HP Officejet funkcijas var izmantot, neiesledzot datoru. Tadus uzdevumus ka 
faksa nosutlsana vai dokumenta vai fotografijas kopesana var veikt atri un 
vienkarsi, izmantojot jusu HP Officejet prieksejo paneli. 

Padoms: Jus ar savu HP Officejet spejat izdarlt vairak, izmantojot 
HP Director (HP virzosa ierlce), kas tika instaleta jusu datora 
sakotnejas uzstadlsanas laika. HP Director (HP virzosa ierlce) 
sniedz uzlabotu faksa, kopesanas un skenesanas funkcionalitati, 
ka arl traucejummeklesanas padomus un palldzlbu internetd. 
Pa pi Id us informaciju par HP Director (HP virzosa ierlce) 
izmantosanu skatlt izmantojot hp director (hp virzosa ierlce) 
programmaturu, jus ar savu hp officejet spesiet izdarlt vairak. 
lappuse 8. 

Saja nodalci apskatlti sadi temati: 

* hp officejet no pirma acu uzmetiena lappuse 4 

• priekseja panela par skats lappuse 5 

• izvelnes parskats lappuse 8 

* izmantojot hp director (hp virzosa ierlce) programmaturu, jus ar savu 
hp officejet spesiet izdarlt vairak. lappuse 8 
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iezlme 


noluks 
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Automatiska dokumentu padeves mehanisma padeve 


2 


Automatiskais dokumentu padeves mehanisms 


3 


Dokumenta vadotnes 


4 


Prieksejais panelis 


5 


Drukas slldramja piekjuves durtinas 


6 


PapTra padeve 


7 


PapTra padeves pagarinatajs 


8 


PapTra vadotnes 


9 


Dokumenta uztverejs 


10 


Dokumenta uztvereja pagarinatajs 


11 


Klausule (tikai klausules modelis) 
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iezlme 


noluks 


11 


Stravas savienotajs 


12 


1-LINE ports 


13 


2-EXT ports 


14 


USB ports 


15 


Klausules ports (tikai HP Officejet 4250 Series) 


16 


Aizmugurejas tlrlsanas durtinas 


17 


Piekjuves izcilnis aizmugurejas tlrlsanas durtinas 
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iezlme 


nolOks 


1 


Answer Mode (atbildes rezims): Ir pieejami cetri atbildesanas 
uzstddljumi: faksa (Fax) rezims, telefona (Tel) rezims, faksa un 
telefona (FaxTel) rezims (pieejams tikai HP Officejet 4250 Series) un 
automatiska atbildetaja (AnswerMachine) rezims. So uzstadljumu 

iTcLriirir/^ii imi ic cLritlt nthilrloc co7lmn iiTctnrlTcrinn nnni ic<=> ATI 

IZ.ol\U IU 1 U|U 1 1 lUo olSUIII UIUIIUC3 IC^MIIU UOIUUI3UMU lUppUoC . 


2 


Fax Resolution (faksa izskirtspeja): Izvelieties izskirtspeju, kada tiks 
nosutlts fakss. 


3 


Redial/Pause (izsaukuma atkartosana/pauze): Atkartot zvanu uz 
tikko zvanlto faksa numuru. lespejams izmantot pauzes ieslegsanai 
telefona numura ievadlsanas laikci. 


4 


Speed Dial (dtra sastadisana): Izvelieties ieprogrammeto atras 
sastadlsanas numuru. Lai atrastu vajadzlgo citras sastadlsanas 
faksa numuru, izmantojiet Speed Dial (atra sastadisana) taustinu, 

Km tinnQ \/n i tniictinii mimiiniQ rn-if^KQ^iri r^n n<=» T 

UUIMMUj VUI IUUoMMU IIUIIIUIUo Ulldxot U kJUIIdl. 




Xtntnc 1 inht I G.tn\ir\\(\rt inrlikntf>i"cV PrSrin \/ni HP i)ffi/~^i^t ir ipc ontc 
«jiuiuo liuiii loiuvuiviu ii iuii\uivji si . i\uuu vui i ir v_/MH-t; cm ii it;oit;uio, 

izslegts vai aiznemts. 


A 
\j 


Attention 1 innt mnrlinriii imn mrhKtftni"cV Mnrnrin 117 k nririinii QfrivnU i 

rAI Id II IVJI 1 LIUIII IUI lUlllvllUlllvl 1 1 1 vl 1 IX vl l\Jl J] • 1 NUIUUU UZ. IS.I UUU 1 1 IU olUVUMI. 


7 


Front Panel Display (priekseja panela displejs): Rada izvelnes, 

i^t^iKi imi iq ctrivok' n un V fimiii nrrzinoii imi k 

ICICIIVUIIIUo^ old VUlxlU Ull IxlUIIIIU KJVJZ- 1 1 \\J U 1 1 1 Uo . 
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Flash (zibsnis): Atceliet faksu un iesledziet nepartraukto signalu. To 
var izmantot, lai atbildetu zvana gaidlsanai (tikai klausules modelis). 


9 


Photo Fit to Page (fotografijas ietilpinasana lappuse): Sag la ba jot 

fotografijas proporcijas, mainiet tas kopijas izmeru, lai ietilpinatu 
pilna izmera lappuses apdrukajamaja zona. 


10 


Setup (uzstadisana): Dod iespeju piekjut izvelnes sistemas 
atskaitem, atras sastadlsanas uzstadljumiem, faksa uzstadljumiem, 

rlH^m 1 1 n r^riok'Qror'TKri m 

1 1 l\l CM 1 1 Ull hJl ICIxol UL 1 KJKJ III. 


11 


Fax (fakss): Izvelieties faksa funkciju. Atkartoti nospiezot Fax (fakss) 
taustinu, jus varesiet parskatlt Fax menu (faksa izvelne) uzstddljumus. 


12 


Scan (skenet): Izvelieties skenesanas funkciju. Atkartoti nospiezot 
Scan (skenet) taustinu, jus varesiet parskatlt Scan menu (skenesanas 
izvelne) uzstadljumus. 


13 


Copy (kopet): Izvelieties kopesanas funkciju. Atkartoti nospiezot 
Copy (kopet) taustinu, jus varesiet parskatlt Copy menu (kopesanas 

i"7\/^ n^l i i"7ctririTii i mi ic 

IZ.VtMllt2J UZ-ol UU 1 U 1 1 1 Uo . 


14 


Start Black (sakt melnbaltu), Start Color (sakt krasainu): Saciet 

mp nhn tii \/n i Urpicn i ni i fn L'Qn ^npcnnriQ vni c lanpcn nnQ Hnrhii 

1 1 ICI 1 1 KJU 1 1 U VUI MUjUMIU IUISoU, KUUCjUI IUo VUI OlxCM ICoUl IUj UUI kJ u . 


15 


Cancel (atcelt): Apturiet darbu, izejiet no izvelnes vai citras 
sastadlsanas izvelnes. 


16 


Right Arrow (laba bultina): palieliniet vertlbas vai virzieties uz 
prieksu uzstadljumos priekseja panela displeja. 
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iezlme 


nolOks 


17 


OK: Izvelieties priekseja paneja displeja pasreiz redzamo izvelnes 
uzstddljumu. Izmantojiet, lai atbildetu ieteikumiem priekseja paneja 

\J loUIC u . 


18 


Left Arrow (kreisd bultina) : Samaziniet vertlbas vai virzieties 
atpakal uzstadljumos priekseja paneja displeja. 


19 


On (ieslegts): Sniedz iespeju ieslegt vai izslegt jusu HP Officejet. 
Brldindjums! Kad HP Officejet ir izslegts, ierlcei tiek piegddcits 

r\\ i no [p c £i 1 p± I/"Iti c k'ri ctrrix/nc nni i ri "7 1 1 m c ni r~\ i nTr^ri r^rirtmi il^ti i 

l\J\\ McllClj tMtJIVI 1 loKU ollU VUo UUUUZ.UIMO. LUI kJIIIIIUU kJUIIIUUI\IU 

strdvas padevi HP Officejet, atvienojiet barosanas kabeli. 


20 


Keypad (taustini): levadiet faksa numurus, vertlbas vai tekstu. 


21 


One-Touch Speed Dial (viena pieskariena atra sastadisana): Sniedz 
iespeju atri ievadlt faksa numuru, piespiezot viena pieskariena 
taustinu atrajai sastadlsanai. Katrs no 5 viena pieskariena 
taustiniem atrajai sastadlsanai ietver 2 numurus un atbilst pirmajiem 
10 numuriem, kas ievadlti atras sastadlsanas uzstadlsanas laikci. 
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nodaja 1 

izvelnes pdrskats 

Si informacija sniedz atras uzzinas par augseja llmena izvelnem, kas parados 
HP Officejet priekseja paneja displeja. 



Copy (Kopesana) 

Number of Copies (Kopiju 
ska its) 

Copy Quality (Kopesanas 
kvalitate) 

Lighter/Darker (Gaisaks/ 
Turn sci ks) 

Reduce/Enlarge (Samazinat/ 
Palielinat) 

Paper Type (PapTra veids) 
Copy Paper Size (Kopesanas 
paplra izmers) 
Enhancements (Uzlabojumi) 
Set New Defaults (Uzstadlt 
jaunas noklusetas vertlbas) 



Scan (Skenet) 

HP Image Zone 

Piezlme: Sis izvelnes saturs ir 
atkarlgs no iespejamo 
skenesanas sanemeju skaita 
jusu datora. 



Fax (Fakss) 

Phone Number 

(Talruna numurs) 

Backup Fax Reception 

(Sanemta faksa saglabasana) 

Lighter/Darker 

(Go isa ks/Tu msa ks) 

How to Fax (Ka nosutlt faksu) 

Set New Defaults (Uzstadlt 

jaunas noklusetas vertlbas) 



Setup (Uzstadlsana) 

1 : Print Report (Drukat atskaiti) 

2: Speed Dial Setup (Atras 

numura sastadlsanas 

uzstadljumi) 

3: Basic Fax Setup 

(Faksa pamata uzstadljumi) 

4: Advanced Fax Setup 

(Faksa papildus uzstadljumi) 

5: Tools (Rlki) 

6: Preferences (Prieksroclbas) 



izmantojot hp director (hp virzosa ierlce) programmaturu, jus 
ar savu hp officejet spesiet izdarlt vairak. 

Kad uzstadlsanas laika jusu datora pirmoreiz tiek instaleta HP Officejet 
programmatura, HP Director (HP virzosa ierlce) tika instaleta automatiski. 

PiezTme: Ja jus, uzstadot savu HP Officejet, izvelejaties Minimum Install 
(minimala instalacija), jus nespesiet piekjut HP Director (HP virzosa ierlce) 
un HP Image Zone programmaturai. 



Jusu HP Officejet funkcionalitati var atri un vienkarsi paplasinat. Rokasgramata 
jus redzesiet sadus ramjus, kas sniedz padomus par attieclgo temu un 
informaciju jusu projektiem. 

Sajci nodajci apskatlti sadi temati: 

* atveriet hp director (hp virzosa ierlce) (Windows lietotajiem) lappuse 9 

* atveriet hp director (hp virzosa ierlce) (Macintosh lietotajiem) lappuse 1 0 
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atveriet hp director (hp virzosa ierlce) (Windows lietotajiem) 

1 Izpildiet vienu no sTm darblbam: 

- Divreiz noklikskiniet HP Director ikonu uz darbvirsmas. 

- Windows uzdevumjosla noklikskiniet Start (sdkt), noradiet Programs 
(programmas) vai All Programs (XP) (visas programmas (XP vide)), 
noradiet HP, tad izvelieties HP Director (HP virzosa ierlce). 

2 Lai redzetu instaletas HP ierlces, Select Device (izvelieties ierici) rami 
noklikskiniet. 

3 Izvelieties Officejet 4200 Series. 

4 HP Director (HP virzosa ierlce) parada tikai tas ikonas, kas ir piemerotas 
izveletajai ierlcei. 

PiezTme: Apaksa redzamais HP Director (HP virzosas ierlces) attels jusu 
datora var izskatlties savadaks. HP Director (HP virzosa ierlce) tiek 
pielagots izveletajai HP ierlcei. Ja jusu ierlce nav aprlkota ar attieclgo 
iezTmi, tas ikona netiks paradlta HP Director (HP virzosa ierlce) jusu datora. 

Padoms: Ja HP Director (HP virzosa ierlce) jusu datora paradas 
kada ikona, iespejams, ka programmaturas instalesanas laika ir 
radusies kjuda. Lai to izlabotu, iz ma ntojot Windows Control Panel 
(kontroles panel is), pilnlba atinstalejiet HP Director (HP virzosas 
ierlces) programmaturu, un tad atkdrtoti instalejiet HP Director 
(HP virzosa ierlce). 



1 



\ 




s I hKofficejet 4200 series T | 
S^rtus^ Settings^ Helpl 




Scan Scan Send 

picture Document a Fax 



Make HP Image 
Copies Zone 
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Support Creative HP Software 

Ideas Shopping Update 



Hide Second Row 

Click on this button and hide 
second row buttons. 
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iezTme 


noluks 


1 


Scan Picture (attela skenesana): izmantojot so iezTmi, jus 
varat skenet attelu un to apskatlt HP Image Zone. 


2 


Scan Document (dokumentu skenesana): izmantojiet so 
iezTmi, lai skenetu tekstu un to apskatltu izveletajd teksta 
labosanas prog ram ma. 



lietotaja rokasgramata 



9 



iezlme 


nolOks 


3 


Send a Fax (faksa sutlsana): izmantojiet so iezlrni, lai 
atvertu faksa dialoglodzinu, kura jus varat ievadlt attieclgo 
informdciju un tad nosutlt faksu. 


4 


Make Copies (kopesana): Izmantojiet so iezlrni, lai pieklutu 
Copy (kopesana) dialoglodzinam, kura jus varat izveleties 
kopesanas kvalitati, kopiju skaitu, krasu, izmeru un sakt 

IxUUcoUl IU. 


5 


Status (stdvoklis): Izmantojiet so iezlrni, lai apskatltu jusu 

HP (} f rifc»ic»t nncrPi7Pin ctrix/rw i 
i ir w 1 1 i^cici uuoiciz.c u oHJVt~Jis.li. 


6 


Select Device (izveleties ierici): Izmantojiet so iezlrni, lai no 
instaletajam HP ierTcem izveletos to, kuru velaties izmantot. 


7 


Settings (uzstadijumi): Izmantojiet so iezlrni, lai apskatltu 
vai mainltu jusu HP Officejet uzstadljumus, piemeram, 
drukas, skenesanas, kopesanas vai faksa uzstadljumus. 


8 


Help (palldzlba): Izmantojiet so iezlrni, lai pieklutu 
HP Image Zone Help (Image Zone palldzlba), kas sniedz 
programmaturas palldzlbu, ierlces apskatu, 
traucejummeklesanas informaciju jusu HP Officejet un 
Tpasu palldzlbu HP Officejet. 


9 


HP Image Zone: Izmantojiet so iezlrni, lai apskatltu 
HP Image Zone, kura jus varat apskatlt un koriget attelus, 
drukcit dazada izmera fotogrdfijas, izveidot un drukat 
fotoalbumu, parsutlt attelus, izmantojot e-pastu vai 

i ntf^rnf^ti i \/n i i-zvoirir^t mi i timf^Hiii i k'onrmnk'tHiQk'i iq 

1 MICl 1 ICI U ; VUI IZ. VCIUUI 1 1 1 U II 1 1 1 ICU 1 U (\\J\ \ 1 kJKJ l\l \J 1 ol\Uo . 


10 


Spiediet so bultinu, lai apskatltu padomus rlkiem, kas 
paskaidro katru HP Director (HP vizosd ierlce) opciju. 


11 


Software Update (programmaturas atjauninasana): 

Izmantojiet so iezlrni, lai apskatltu programmaturas 

ntini i n i nri 1 1 1 m i ic cn\/n m HP (^ffi^^i^t 

U 1 U U 1 1 1 1 IU U 1 1 1 Uo oUVLJIII 1 IT V^l 1 IL.C CI . 


12 


HP Shopping (iepirksanas HP): Izmantojiet so iezlrni, lai 
iegddcitos HP preces. 


13 


Creative Ideas (radosas idejas): Izmantojiet so iezlrni, lai 
uzzindtu par radosiem veidiem, ka izmantot savu 
HP Officejet. 


14 


Support (atbalsts): Izmantojiet so iezlrni, lai dotos uz precu 
atbalsta interneta majas lapu. 



atveriet hp director (hp virzosa ierlce) (Macintosh lietotajiem) 

Atkarlba no ta, kuru Macintosh OS jus izmantojat, lai palaistu vai pieklutu 
HP Director (HP virzosa ierlce), izmantojiet vienu no slm metodem. 
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hp officejet parskats 

izmantojot Macintosh OS X, atveriet hp director (hp virzosa ierTce) 

Ja jus izmantojat Macintosh OS X, HP Director (HP virzosa ierTce) tiek palaista 
automatiski HP Image Zone programmaturas instalesanas laika, un jusu ierlces 
''Dock' 7 josla izveido HP Director (HP virzosa ierTce) ikonu. Jus varat piekjut 
ierlces iespejam, izmantojot HP Director (HP virosa ierTce) izvelni, kas ir 
sasaistTta ar HP Director ikonu. 

Padoms: Ja velaties, lai HP Director (HP virzosa ierTce) tiek 
palaista automatiski ikreiz, kad iesledzat savu Macintosh datoru, 
jus varat mainTt so uzstadTjumu HP Director Preferences 
(prieksroabas) izvelne. 

Lai apskatTtu HP Director (HP virzosa ierTce) izvelni: 

► "Dock" josla noklikskiniet savas ierTces HP Director (HP virzosa ierTce) ikonu. 
Paradas HP Director (HP virzosa ierTce) izvelne. 

PiezTme: Ja jus uzstadat vairak neka vienu HP ierTci, katrai iencei ''Dock' 7 
josla paradas sava HP Director (HP virzosa ierTce) ikona. Piemeram, ja jus 
esat uzstadTjusi HP skeneri un HP Officejet, "Dock" josla paradTsies divas 
HP Director (HP virzosa ierTce) ikonas - viena katrai iencei. Tomer, ja jus 
uzstadat divas vienadas ierTces (piemeram, divas HP Officejet ierTces), 
"Dock" josla paradTsies tikai viena HP Director (HP virzosa ierTce) ikona, kas 
parstav visas sT veida ierTces. 




officejet 4200 series ► 

Device Tasks 

©Scan Picture 

^ Scan document 

El Make Copies 

%_ Send Fax 



Manage and Share 

£ HP Gallery 

More Applications 

HP on the Web 

HP Help 
Settings 



- 

-6 




iezTme 


noluks 


1 


Scan Picture (attela skenesana): izmantojiet so iezTmi, lai skenetu 
attelu un to apskatTtu HP Gallery. 


2 


Scan document (dokumentu skenesana): izmantojiet so iezTmi, 
lai skenetu tekstu un to apskatTtu izveletaja teksta labosanas 
prog ram ma. 


3 


Make Copies (kopesana): izmantojiet so iezTmi, lai kopetu 
melnbaltus vai krasainus materialus. 
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iezlme 


noluks 


4 


Send Fax (faksa sutTsana): izmantojiet so iezTmi, lai atvertu faksa 
dialoglodzinu, kurd jus varat ievadlt attieclgo informdciju un tad 


5 


HP Gallery: izmantojiet so iezTmi, lai HP Gallery apskatltu un 

kTM'in^'h i ntt^ hie 


6 


More Applications (vairdk pielietojumu): lietojiet so iezTmi, lai 

Hntorri i"7v3 3toQ r'\\\ iq if^toii imi iq 

UUIUIU IlvcIcIUo \_IIUo kJld ICIU Ul 1 lUo. 


7 


HP on the Web (HP internetd): Izmantojiet so iezTmi, lai pieklutu 

HP i ntf^rn^tn mriinc nnm 
i ir 1 1 iicm i icmu imu Uo iuuui. 


8 


HP Help (HP palldzlba): izmantojiet so iezTmi, lai izveletos 
palTdzTbu jusu HP Officejet. 


9 


Settings (uzstddijumi): izmantojiet so iezTmi, lai mainTtu ierTces 
uzstddTjumus. 



izmantojot Macintosh OS 9, atveriet hp photo and imaging director (fotografiju 
un attelu virzosd ierice) 

Macintosh OS 9 vide HP Director (HP virzosd ience) tiek palaista automatiski 
HP Image Zone programmaturas instalesanas laika un HP Director paradas uz 
darbvirsmas ka aizstajejvdrds. Lai palaistu HP Director (HP virzosd ience), 
izmantojiet vienu no sTm metodem. 

► Darbvirsmd divreiz noklikskiniet HP Director (HP virzosa ierice) 

aizstdjvdrdu. 

► Divreiz noklikskiniet HP Director (HP virzosd ierice), kas atrodas 
Applications : Hewlett-Packard: HP Photo and Imaging Software: 
HP Director mape. 

HP Director (HP virzosd ience) pardda tikai tos taustinus, kas attiecas uz izveleto 
ierTci. Papildus informdciju skatTt hp image zone help, kas tika piegdddta kopd 
ar jusu programmaturu. 

Sis attels pardda dazas no iezTmem, ko sniedz HP Director Macintosh OS 9 
vide. Isus noteiktu iezTmju paskaidrojumus var apskatTt legendd. 

PiezTme: Apaksd redzamais HP Director (HP virzosds ierTces) attels jusu 
datord var izskatTties citdds. HP Director (HP virzosd ience) tiek pieldgota 
izveletajai HP iencei. Ja jusu ience nav apnkota ar attiecTgo iezTmi, tds 
ikona netiks parddTta HP Director (HP virzosd ience) jusu datord. Dazas 
HP ierTces papildus var rddTt taustinus, kas nav redzami zemdk. 
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HP Director 



Select Device: 
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Scan Picture Scan document 



Make Copies Send Fax 



Settings... ▼ 



HP Gallery 



iezlme 


noluks 


1 


Scan Picture (attela skenesana): izmantojiet so iezlrni, lai 
skenetu attelu un to apskatltu HP Gallery. 


2 


Scan document (dokumentu skenesana): izmantojiet so iezlrni, 
lai skenetu tekstu un to apskatltu izveletaja teksta labosanas 
prog ram ma. 


3 


Select Device (izveleties ienci): lietojiet so izvelkamo sarakstu, 
lai izveletos, kuru HP ierlci gribat izmantot. 


4 


Make Copies (Kopesana): izmantojiet so iezlrni, lai kopetu 
melnbaltus vai krasainus materialus. 


5 


Send Fax (faksa sutisana): izmantojiet so iezlrni, lai atvertu 
faksa dialoglodzinu, kura jus varat ievadlt attieclgo informaciju 
un tad nosutlt faksu. 


6 


HP Gallery: izmantojiet so iezlrni, lai HP Gallery apskatltu un 
korigetu attelus. 


7 


Settings (uzstddljumi): lietojiet so izvelkamo sarakstu, lai 
nodrosinatu piekjuvi ierlces uzstadljumiem. 
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hp officejet 4200 series 



paplra un originalu ievietosana 



HP Officejet 4200 Series jums sniedz iespeju sava HP Officejet ievietot dazadu 
veidu un izmeru paplrus, ieskaitot vestules, fotopaplru un aploksnes. Lai 
HP Officejet sniegtu visaugstakas kvalitates kopijas, jus varat ma i nit paplra tipu 
un izmeru uzstadljumus. 



nodala apskatiti sadi temati: 


(5* 


atveriet un aizveriet savu hp officejet lappuse 1 5 


lieciet o 
pc 


papTri drukasanai un kopesanai lappuse 1 7 


paplra ievietosana lappuse 1 9 


rigii 
ipln 


uzstddiet paplra veidu lappuse 23 




paplra izmera uzstadlsana lappuse 24 


u» 
c 


iestregumu noversana lappuse 25 




originala ievietosana lappuse 26 





atveriet un aizveriet savu hp officejet 

HP Officejet paplra paplates ir iespejams aizvert, tadejadi taupot vietu jusu 
birojci. Seit apskatlta dokumentu paplates atversana un aizversana, dokumentu 
uztverejs un dokumentu padeve. 

Padoms: Ka redzams apaksejd attela, pat ja dokumentu padeve 
un dokumentu uztverejs ir aizverti, tomer ir iespejams automatiski 
sanemt faksus. 



Saja nodaja apskatitie temati: 

• paplra padeves atversana un aizversana lappuse 1 5 

* dokumentu padeves un dokumentu uztvereja atversana un aizversana 

lappuse 1 6 

paplra padeves atversana un aizversana 

Lai jusu HP Officejet varetu veikt drukasanas, kopesanas un faksa darbus, 
paplra padevei jabut atvertai un taja ir jaievieto paplrs. 
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1 Atveriet papira padeves durtinas. 




2 Atlociet papira padevi. 




3 Papira paplates pagarinatajs ir jaatloka tikai tad, ja, izmantojot Draft (atra 
izdruka) vai Fast (atrs) rezlmu, paplrs netrapa papira paplate. Citadi 
papira paplates pagarinatajs var izraislt iestregsanu. 




dokumentu padeves un dokumentu uztvereja atversana un aizversana 

Lai varetu kopet, nosutlt faksus un skenet, dokumentu padevei un dokumentu 
uztverejam ir jabut atvertiem. Ja tie tomer ir aizverti, jus varat drukat un sanemt 
faksus. 

1 Atveriet dokumentu padevi, to pacejot. 




hp officejet 4200 series 



papira un originalu ievietosana 



2 Nolaidiet dokumentu uztvereju un atlociret dokumentu uztvereja 
pagarinataju. 




PiezTme: Pirms dokumentu padevies aizversanas ir jaaizver dokumentu 
uztverejs. 

paplri drukasanai un kopesanai 

Savd HP Officejet jus varat izmantot daudzu veidu un izmeru paplrus. Lai 
sasniegtu vislabdko drukasanas un kopesanas kvalitdti, apskatiet sos ieteikumus. 
Mainot papira veidus un izmerus, neaizmirstiet nomainlt arl uzstddljumus. 

Sajd nodajd apskatltie temati: 

• ieteicamie paplri lappuse 1 7 

• nevelamie paplri lappuse 1 8 

ieteicamie paplri 

Sie paplru veidi un izmeri ir ieteicami drukasanas un kopesanas darbiem. 
papira veidi 

Ja velaties sasniegt vislabdko drukasanas kvalitdti, mes iesakdm izmantot 
HP paplrus. Izmantojot parak pldnu gludas fakturas vai pcirak elastlgu paplru, 
var veidoties papira iestregumi. Drukajot attelus uz raupjas fakturas papira vai 
tintes neuznemlga papira, tie var izsmereties, izplust vai netikt pilnlba uzdrukdti. 
Papildus informdciju par HP paplriem skatlt musu mcijas lapa: 

www.hp.com/ support 

• HP augstakas kvalitdtes paplrs ar pdrkldjumu ir paredzets drukasanai ar 
augstu izskirtspeju. Gludci, mateta apdare to padara ideali piemerotu jusu 
Ipasajiem dokumentiem. 

• HP spilgti baltais paplrs garante kontrastainas krasas un asu tekstu. Tas ir 
pietiekosi biezs abpusejai krasu drukai, kas to padara ideali piemerotu 
apkartrakstiem, atskaitem un bukletiem. 

• HP augstakas kvalitdtes fotopaplrs, glancets vai matets un HP glancets vai 
matets augstakas kvalitdtes fotopaplrs plus, ir lieliskas kvalitdtes glanceti 
vai mateti foto-paplri. Tie atstdj Istu fotogrdfiju iespaidu un tos var novietot 
zem stikla vai ielikt albumd. Fotopaplri dtri nozust un ir noturlgi pret pirkstu 
nospiedumiem un traipiem. Glancets HP augstakas kvalitdtes fotopaplrs 



lietotaja rokasgramata 



17 



nodala 2 



plus un glancets vai matets HP augstakas kvalitates fotopaplrs plus ir 
pieejami 10 x 15 cm fotografiju izmera (ar malcim) un ir paredzeti 
fotografiju drukdsanai, izmantojot jusu HP Officejet. 

• HP augstakas kvalitates Inkjet caurspTdlga pleve jusu prezentacijas padara 
spilgtakas un vel iespaidlgdkas. Pleve ir viegli lietojama, atri zustosa un 
nerada traipus. 

• HP matetas apsveikumu kartltes, HP glancetas apsveikumu kartltes, 
zilonkaula krdsas, pussalodtas HP apsveikumu kartltes a r fakturu un 
baltds, pussalodtas HP apsveikumu kartltes pieddvd jums iespeju pasiem 
izgatavot apsveikumu kartltes. 

• Abpusejai izmantosanai paredzetais glancetais HP brosuru un bukletu paplrs 
vai matetais HP brosuru un bukletu paplrs ir glancets vai matets no abam 
pusem. Tas ir lieliski piemerots fotografiju reprodukciju, atskaisu vaku attelu, 
Tpasu prezentdciju materidlu, brosuru, vestulu un kalenddru izgatavosanai 

papTru izmeri drukdsanai 

Talak seko drukasanai pieejamie paplra izmeri. 



izmera grupa 


Tpasais izmers 


pilna izmera lappuses 


vestules (letter), A4, legalais (legal) 


mazakas lappuses 


lietvedlbas (executive), B5, A5, A6 


fotopaplrs 


vestuju (letter), A4, 1 0, 1 6 x 1 5,24 cm ar 
noplesanai paredzeto llnija 


kartltes 


7,62 x 1 2,7 cm, 1 0, 1 6 x 1 5,24 cm, Hagaki, 1 2,7 
x 20,32 cm, A6 


aploksnes 


#10 un DL 



paplru izmeri kopesanai 

Jus varat kopet uz pilna izmera vienkarsa paplra (vestules (letter), legala (legal) 
un A4), fotopaplra un caurspldlgds pleves. 

nevelamie paplri 

Drukdsanai mes neiesakdm izmantot sos paplrus: 
Paplri ar izgriezumiem un caurumiem. 

Materialus ar Joti raupju fakturu, piemeram linu. lespejams, ka apdruka 
nebus vienmerlga un tinte izpludls. 

Jusu HP Officejet nepiemeroti Tpasi gludi, spldlgi paplri un paplri ar 
parklajumu. Tie jusu HP Officejet var radlt iestregumu vai neuznemt tinti. 

Daudzdajlgus paplrus (piemeram divu vai trls ka rtu formas). Tie var 
saburzlties vai iestregt. Drosi vien izsmeresies arl tinte. 

Aploksnes ar skavam vai izgriezumiem. 
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Kopesanai mes neiesakam izmantot sos paplrus: 

• PapTri ar iegriezumiem un caurumiem. 

• Paplrus, kas nav HP augstakas kvalitates fotopaplrs plus. 

• Aploksnes. 

• Caurspldlgas pleves, kas nav HP augstakas kvalitates caurspldlga pleve 
vai augstakas kvalitates caurspldlga pleve plus. 

• Daudzdajlgas formas vai markejumus. 

papira ievietosana 

Seit aprakstlts, ka drukasanas un kopesanas papira padeve ievietot dazadu 
izmeru un veidu paplrus. 

Sajci nodaja apskatltie temati: 

• pilna izmera paplru ievietosana lappuse 1 9 

• aploksnu ievietosana lappuse 20 

• ievietojiet 10 x 15 cm fotopapTru ar noplesanai paredzeto Imiju 

lappuse 21 

• pastkartlsu, indeksu vai Hagaki kartlsu ievietosana lappuse 22 

• citu veidu papira ievietosana papira padeve lappuse 22 

pilna izmera paplru ievietosana 

Seit aprakstlts, ka papira padeve ievietot vestules, legala un A4 izmera paplru. 
levietojot noteiktu veidu paplrus un aploksnes, ir jaievero Ipasi noradljumi. Pec 
iepazlsanas ar slm darblbdm, skatiet aploksnu ievietosana lappuse 20, 
ievietojiet 10 x 15 cm fotopapTru ar noplesanai paredzeto Imiju lappuse 21 un 
citu veidu papira ievietosana papira padeve lappuse 22. 

Lai sasniegtu labakus rezultatus, mainot papira veidu un izmeru, katrreiz 
noregulejiet arl papira uzstadljumus. Pa pi Id us informaciju skatlt kopesanas 
papira veida uzstadlsana lappuse 24. 

Padoms: Lai palldzetu noverst papira pllsanu, saburzlsanos un 
nepiejautu sturu saloclsanos, visus apdrukajamos materialus 
glabajiet aiztaisdma maisa gujus. Ja apdrukajamie materiali 
netiek pareizi uzglabati, lielas temperaturas vai mitruma izmainas 
var izraislt to deformesanos un jusu HP Officejet ar tiem nevares 
kvalitatlvi stradat. 

1 Atveriet papira padeves durtinas un atlokiet papira padevi. Skatlt papira 
padeves atversana un aizversana lappuse 1 5. 

2 Ja tas jau ir nolaists, atlociet uz augsu dokumentu uztvereju. 

3 Izbldiet papira vadotni lldz pasam galam. 

4 Lai izlldzinatu papira malas, ar papira kaudzi viegli uzsitiet pa taisnu 
virsmu un parliecinieties, ka visi paplri ir viena izmera un veida. 

5 Paplru Iso malu ievietojiet papira padeve lldz atdurei (ar apdrukajamo 
pusi uz leju). Lai nesalocltu paplru parliecinieties, ka jus to neievietojat 
parak talu vai nespiezat parak stipri. Ja jus izmantojat veidlapas, tas 
jaievieto ar augsdaju pa prieksu. 



lietotaja rokasgramata 
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6 Bidiet papira vadotni, hdz ta atduras pret papira malu. Parliecinieties, ka 
paplru kaudze ir ievietota gulus un ietilpst zem papira vadotnes izcijna. 




aploksnu ievietosana 

Seit aprakstlts, ka jusu HP Officejet ievietot aploksnes. Papira padeve jus varat 
ievietot vienu vai vairakas aploksnes. Labakam rezultdtam padomdjiet par 
uzllmju izmantosanu atpakajadreses noradlsanai. Neizmantojiet spldlgas 
aploksnes, aploksnes ar iespiedumiem un aploksnes ar skavam vai izgriezumiem. 

Padoms: Detalizetu informaciju par teksta formatiem aploksnu 
drukdsanai skatiet tekstu apstrades programmaturas palldzlba. 

1 No papira padeves iznemiet visus paplrus. 

2 levietojiet vienu vai vairakas aploksnes (aploksnes atlokam jabut atlocltam 
uz kreiso pusi) papira padeves labaja puse. lestumiet aploksni uz prieksu 
lldz galam. 
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3 Pie aploksnu malas piebldiet papira vadotni (ar papira vadotni nesalociet 
aploksnes). Parliecinieties, ka aploksnes ietilpst zem papira vadotnes izcijna. 

ievietojiet 1 0 x 1 5 cm fotopaplru ar noplesanai paredzeto llniju 

Seit aprakstlts, ka jusu HP Officejet ievietot 1 0 x 1 5 cm fotopaplru ar noplesanai 
paredzeto llniju. Neizmantojiet 10 x 15 cm fotopaplru bez noplesanai 
paredzetas llnijas. 

PiezTme: Jus nevarat nokopet vai nosutlt pa faksu maza izmera paplru. 

PiezTme: Labaku rezultatu sasniegsanai izmantojiet ieteicamo 10 x 15 cm 
fotopaplru ar noplesanai paredzetajam llnijam. Papildus informaciju skatlt 
ieteicamie paplri lappuse 1 7. Labaku rezultatu iegusanai pirms drukasanas 
uzstadiet papira veidu un izmeru. Papildu informaciju skatlt kopesanas 
papira veida uzstadisana lappuse 24 un papira izmera uzstadisana 
lappuse 24. Lai drukatu bildes vislabdkaja kvalitate, izmantojiet fotokasetni. 
Papildus informaciju skatlt fotografiju drukas kasetnes izmantosana 
lappuse 92. 

Padoms: Visus apdrukajamos materialus glaba jiet aiztaisama 
maisci, lai noverstu papira pllsanu, saburzlsanos un nepiejautu 
sturu saloclsanos. Ja apdrukajamie materiali netiek pareizi 
uzglabdti, lielas temperaturas vai mitruma izmainas var izraislt to 
deformesanos un jusu HP Officejet ar tiem nevares kvalitatlvi 
stradat. 

1 No papira padeves iznemiet visus paplrus. 

2 Papira padeves labaja puse ievietojiet fotopapTra kaudzes Tso malu lldz 
atdurei, ar glanceto (apdrukajamo) pusi uz leju un noplesanai 
paredzetajam llnijam uz jusu pusi. 




Pie fotopapTra kaudzes malas piebldiet papira vadotnes (ar papira 
vadotnem nesalociet fotopaplru). Parliecinieties, ka fotopaplra kaudze 
ietilpst zem papira vadotnes izcijna. 
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pastkartlsu, indeksu vai Hagaki kartlsu ievietosana 

Seit aprakstlta apdrukasanai paredzetu pastkartlsu, indeksa kartlsu vai Hagaki 
kartlsu ievietosana jusu HP Officejet. 

PiezTme: Jus nevarat nokopet vai nosutlt pa faksu maza izmera paplru. 

1 No paplra padeves iznemiet visus paplrus. 

2 lebldiet kartlsu kaudzi ar apdrukajamo pusi uz leju, paplra padeves 
labaja puse tik dziji, lldz ta atduras. Kartlsu garo malu novietojiet pie 
paplra padeves garas malas. 




3 Pavirziet papira vadotni pie kartinu kaudzes. Parliecinieties, ka kartinu 
kaudze ietilpst zem paplra vadotnes izcijna. 

citu veidu paplra ievietosana paplra padeve 

Pievienota tabula sniedz noradljums par citu veidu paplru un caurspldlgo plevju 
ievietosanu paplra padeve. Lai sasniegtu labakus rezultatus, mainot paplra 
veidu vai izmeru, katrreiz noregulejiet arl paplra veida uzstadljumu. Papildus 
informaciju skatTt kopesanas papira veida uzstadisana lappuse 24. 



papirs 



padomi 



HP papiri 



HP augstakas kvalitates papirs: Neapdrukajamaja 
paplra puse atrodiet peleko bultinu un ievietojiet 
paplru ar bultinu uz augsu. 

HP augstakas kvalitates Inkjet caurspTdlga pleve: 
Ievietojiet plevi ta, lai caurspTdlga balta llnija (ar 
bultinam un HP logotipu) ir versta uz augsu un 
ievietota pa prieksu. 

HP apsveikumu kartlsu papirs, glancetais 
HPapsveikumu kartlsu papirs vai HP apsveikumu 
kartltes ar fakturu: lldz paplra padeves galam 
ievietojiet mazu apsveikumu kartlsu kaudzlti ar 
apdrukajamo pusi uz leju. 
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paplrs 


padomi 


Uzllmes 
(darbojas tikai 
drukajot) 


• Vienmer izmantojiet vestulu vai A4 izmera uzllmju 
loksnes, kas paredzetas izmantosanai ar HP inkjet 
precem (piemeram, Avery Inkjet uzllmes) un 
parliecinieties, ka uzllmes nav vecdkas par diviem 
gadiem. 

• Parliecinieties, ka lappuses nav salipusas kopa. 

• Papira padeve virs parasta papira ievietojiet uzllmju 
loksnes ar apdrukajamo pusi uz leju. Nelieciet tikai 
vienu uzllmju loksni. 



uzstadiet papira veidu 

Ikreiz, kad mainat papira veidus, parliecinieties, ka jus savam HP Officejet 
uzstadat pareizo papira veidu. 

papira veidu uzstadljumu kopesanai 

Izvelieties Paper Type (papira veids) uzstadljumu, kas sakrlt ar izmantojama 
papira vai caurspldlgas pleves veidu. Lai iegutu kvalitatlvakas kopijas, 
izmantojiet saraksta redzamos papira veidus. 



paplrs 


priekseja paneja 
uzstadijums 


Kopetaja paplrs vai veidlapa 


Plain (parasta is) 


Cita veida parasta is paplrs 


Plain (parastais) 


HPaugstakas kvalitates paplrs 


Plain (parastais) 


HP spilgti baltais paplrs 


Plain (parastais) 


Cits Inkjet paplrs 


Plain (parastais) 


HP augstakas kvalitates fotopaplrs 


Photo (fotografijas) 


HP augstakas kvalitates fotopaplrs plus 


Photo (fotografijas) 


Cita veida fotopaplrs^ 


Photo (fotografijas) 


HPaugstakas kvalitates Inkjet caurspldlga pleve 


Transparency 
(caurspldlgums) 


Cita veida caurspldlga is paplrs 


Transparency 
(caurspldlgums) 


Ipasais paplrs 


Plain (parastais) 


matetas HP apsveikumu kartltes ar cetrdajlgu 
locljumu 


Plain (parastais) 


glancetas HP apsveikumu kartltes ar skersliekumu 


Plain (parastais) 


HP apsveikumu kartltes ar taustamu fakturu 


Plain (parastais) 


glancets HP profesionalais brosGru un bukletu paplrs 


Photo (fotografijas) 
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paplrs 


oriekseia oanela 




uzstadijums 


matets HP profesionalais brosuru un bukletu paplrs 


Plain (Parastais) 


1 Ne visi fotopapiri ir izmantojami. 



kopesanas paplra veida uzstadlsana 

Seit aprakstlta Copy (kopet) opcijas uzstadlsana jusu HP Officejet. Izvelieties 
Paper Type (paplra veids) uzstadljumu, kas sakrlt ar izmantojamo paplra vai 
caurspldlgas pleves veidu. 

Piezime: Sis darblbas paredzetas kopesanai; drukajot no datora, paplra 
veida Tpaslbas ir jauzstada programmatura, no kuras jus drukajat, Print 
(drukat) vai Page Setup (lappuses uzstadljumi) dialoglodzina. 

1 Spiediet Copy (kopet) taustinu, lldz displeja paradas Paper Type (paplra 
veids). 

2 Spiediet ► , lldz paradas velamais paplra veids. 

3 Lai izveletos displeja redzamo paplra veidu, nospiediet OK. 

Piezime: Divas minutes pec darba beigam sis uzstadijums atgriezas pie 
nokluseta uzstadljuma vertlbas. Informaciju par nokluseta uzstadljuma 
nomainu skatlt noklusetu kopesanas uzstadljumu nomaina lappuse 28. 

paplra izmera uzstadlsana 

Seit aprakstlts, ka jusu HP Officejet uzstadlt paplra izmeru. Drukasanas 
programmatura izvelieties Paper Size (paplra izmers) un Paper Size (paplra 
izmers) uzstadljumu kopesanai vai faksa darbiem, kas sakrlt ar izmantotas 
caurspldlgas pleves izmeru. 

Saja nodaja apskatltie temati: 

* paplra izmera uzstadijums kopesanai lappuse 24 

• paplra izmera uzstadijums faksa sanemsanai lappuse 25 

paplra izmera uzstadijums kopesanai 

Kopijas var izgatavot tikai uz vestules (letter), A4 vai legala (legal) izmera 
papTriem. 

Piezime: Divas minutes pec darba beigam sis uzstadijums atgriezas pie 
nokluseta uzstadljuma vertlbas. Informaciju par nokluseta kopesanas 
uzstadljuma nomainu skatlt noklusetu kopesanas uzstadljumu nomaina 
lappuse 28. 

1 Spiediet Copy (kopet) taustinu, lldz displeja paradas Copy Paper Size 
(kopesanas paplra izmers). 

2 Spiediet ► , lldz paradas velamais paplra izmers. 

3 Lai izveletos displeja redzamo paplra izmeru, nospiediet OK. 
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paplra izmera uzstadljums faksa sanemsanai 

Jus varat izveleties faksu sanemsanas paplra izmeru. Izveletajam paplra 
izmeram ir jaatbilst paplra padeve ievietota paplra izmeram. Faksus var drukdt 
tikai uz vestules (letter), A4 vai legala (legal) izmera paplriem. 

Piezlme: Ja faksa sanemsanas laika paplra padeve ir ievietots nepareiza 
izmera paplrs, fakss netiks izdrukdts. Lai so faksu izdrukdtu, ievietojiet 
vestules (letter), A4 vai legdlo (legal) paplru, un nospiediet OK. 

1 Nospiediet Setup (uzstadlsana). 

2 Vispirms nospiediet 3, tad 4. 

Tadejadi jus izvelaties Basic Fax Setup (faksa pamatuzstadljumi) un tad 
Fax Paper Size (faksa paplra izvelne). 

3 Lai izveletos opciju, spied iet ► , tad OK. 

iestregumu noversana 

Lai palldzetu noverst iestregumus, sekojiet siem noradljumiem: 

• Ievietojiet visus apdrukajamos materialus aiztaisamd maisa, tadejadi 
noversot paplra deformesanos vai saburzlsanos. 

• No izejas papldtes regulari iznemiet izdrukatos paplrus. 

• Parliecinieties, ka automatiskajd dokumentu padeves mehanisma un 
paplra padeve ievietotie apdrukajamie materiali ir novietoti gujus, un ka to 
ma las nav salodtas vai saplestas 

• Automatiskaja dokumentu padeves mehanisma vai paplra padeve 
nejauciet kopa dazadus paplra veidus un izmerus. Automatiskajd 
dokumentu padeves mehanisma vai paplra padeve vienmer ievietojiet 
vienu paplra veidu un izmeru. 

• Novietojiet paplra vadotnes ciesi pie visa veida apdrukajamiem materialiem 
gan automatiskajd dokumentu padeves mehanisma, gan paplra padeve 
Parliecinieties, ka paplra vadotnes nesaloka apdrukdjamo materidlu. 

• Nelietojiet speku, lai iestumtu apdrukdjamo materidlu pdrdk dziji paplra 
padeve. 

• Izmantojiet jusu HP Officejet piemerotos paplra veidus. 
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originala ievietosana 

PapTra padeve ievietoto originalu var kopet, nosutlt pa faksu vai skenet. Seit 
aprakstlts, ka ievietot origindlus jusu HP Officejet automatiskajd dokumentu 
padeves mehanisma. 

PiezTme: Dokumentu padeves mehanisma var ievietot lldz pat 20 paplra 
loksnes. 

1 Dokumentu padeve originals ir jaievieto vidu, ar virspusi uz leju un ar 
augsejo malu pa prieksu. 

Padoms: Mazus originalus vienmer ievietojiet vertikala stavokll, 
ar Tsako malu pret HP Officejet padevi. 




2 Bidiet dokumentu vadotnes uz ieksu, hdz tas atduras pret originala malam. 

Padoms: Parliecinieties, ka dokumentu uztvereja pagarinatajs ir 
atlodts. 

3 Priekseja panel! nospiediet Copy (kopet), Scan (skenet) vai Fax (fakss). 

PiezTme: Ja velaties mainTt Copy (kopet) vai Fax (fakss) uzstadljumu, vai arl 
Scan (skenet) sanemeju, vairakkart nospiediet Copy (kopet), Fax (fakss)vai 
Scan (skenet) taustinu, lldz priekseja panela displeja paradas velamais 
uzstadljums vai sanemejs. Paradoties velamajam uzstddljumam, nospiediet 
► , lai uzstadltu velamo vertlbu (piemeram, paplra izmeru) un tad 
nospiediet OK, lai izveletos uzstadljumu vai sanemeju. 

4 Darba uzsaksanai priekseja panel! nospiediet Start Black (sdkt melnbaltu) 
vai Start Color (sakt krdsainu). 

Papildus informaciju par fotografiju originalu kopesanu skatlt fotogrdfijas 
kopesana uz lappuses pilna izmera lappuse 31 . 
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parskats 



HP Officejet jums sniedz iespeju iegut melnbaltas un krasainas augstas kvalitates 
kopijas, izmantojot parasto paplru, fotopaplru un caurspldlgos materialus. Jus varat 
samazinat vai palielinat originala izmeru, kopiju piemerojot jebkura izmera 
paplram, ka arl mainlt kopijas krasas bllvumu un izmantot Tpasas iezlmes, kas 
palldz kopet fotogrdfijas augstci kvalitdte, tds palielinot lldz pilnam lapas izmeram 

Saja nodaja apskatlti sadi temati: 

* parskats lappuse 27 

* divu lappusu melnbalta dokumenta kopesana lappuse 29 

* viena originala vairdku kopiju izgatavosana lappuse 30 

* fotogrdfijas kopesana uz lappuses pilna izmera lappuse 3 1 

* legala izmera dokumenta kopesana uz vestules (Letter) izmera papTra 

lappuse 33 

* izbalejusu origindlu kopesana lappuse 33 

* vairakkarteji pa faksu sutita dokumenta kopesana lappuse 34 

* uzlabojiet gaisas zonas sava kopija lappuse 36 

* kopesanas partrauksana lappuse 36 



Jus varat veikt kopesanu, izmantojot HP Officejet prieksejo paneli vai HP Director 
(HP virzosa ierlce) programmaturu jusu datora. Daudzas kopesanas iezlmes ir 
pieejamas, izmantojot jebkuru no slm metodem. Un tomer jus redzesiet, ka 
programmaturas izmantosana sniedz vienkarsaku piekjuvi Tpasam kopesanas 
iespejam. 

Sajci sadajci uzzinasiet, ka jus varat veikt parastas kopesanas funkcijas, 
izmantojot tikai HP Officejet prieksejo paneli. Par kopesanas uzdevumu 
veiksanu, izmantojot HP Director (HP virzosa ierlce), plasaku informaciju 
iegusiet, skatot ekrana HP Image Zone palldzlbu, kas ir pievienota jusu 
programmaturai. 

Sajci nodajci apskatltie temati: 

* kopesanas atruma vai kvalitates kapinasana lappuse 28 

* noklusetu kopesanas uzstadijumu nomaina lappuse 28 

kopesanas iezlmes, izmantojot prieksejo paneli 

1 lelieciet originalu un priekseja panel! nospiediet Copy (kopet) taustinu. 
Prieksejd panel! parad!sies pirma Copy (kopet) izvelnes opcija. 

2 Lai iepaz!tos ar izvelnes opcijdm, atkartoti spiediet Copy (kopet). 

3 Uz prieksejd paneja displeja paradoties opcijai, kuru velaties maimt, 
nospiezot taustinus i un ► jus pieklusiet opcijas uzstad!jumiem. 
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PiezTme: Lai mainltu daudzas opcijas, pec katra uzstadljuma izmainas 
nospiediet OK. 

4 Nospiediet Start Black (sdkt melnbaltu) vai Start Color (sdkt krdsainu). 

kopesanas atruma vai kvalitates kapinasana 

HP Officejet piedava trls opcijas, kas ietekme kopesanas citrumu un kvalitati. 

• Normal (normali) sniedz augstu kvalitati un ir ieteicamais uzstadljums 
vairumam kopesanas darbu. Normal (normali) kope atrak par Best (labakais). 

• Ar uzstadljumu Fast (atri) kopetajs strada atrak, nekci ar uzstadljumu 
Normal (normali). Teksta kvalitate ir salldzinama ar uzstadljuma Normal 
(normali) rezultatu, bet attelu kvalitate var but sliktaka. Fast (atri) 
uzstadljums samazina drukas kasetnu nomainas biezumu, jo tas patere 
mazak tinti. 

• Best (labakais) uzstadljums nodrosina augstaku kvalitati kopijdm, 
izmantojot jebkada vaida paplru, ka arl izsledz dazkart bllvdkas lappuses 
vietas redzamo svltru paradlsanos. Best (labakais) uzstadljums kope ilgak 
par citiem uzstadljumiem. 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. Papildus informaciju skatlt origindla ievietosana. 

2 Spiediet Copy (kopet), lldz displeja augseja rinda paradas uzraksts Copy 
Quality (kopesanas kvalitate). 

Copy Quality (kopesanas kvalitate) izvelne ir pieejamas sadas opcijas: 

Copy Menu 
(Kopesanas izvelne) 

Number of Copies 
(Kopiju ska its) 
Copy Quality 
(Kopesanas kvalitate) 

Lighter/ Darker (Gaisaks/ 
Tumsaks) 
Reduce/Enlarge 
(Samazinat/Palielinat) 
Paper Type (PapTra veids) 
Copy Paper Size 
(PapTra izmers kopijai) 
Enhancements (Uzlabojumi) 
Set New Defaults (Uzstadlt 
jaunas noklusetas vertlbas) 

3 Spiediet ► , lldz paradas velamas kvalitates uzstadljums. 

4 Nospiediet Start Black (sdkt melnbaltu) vai Start Color (sdkt krdsainu). 

noklusetu kopesanas uzstadljumu nomaina 

Mainot kopesanas uzstadljumu no priekseja paneja vai HP Director (HP virzosa 
ierlce), tie darbojas tikai attieclbd uz konkreto kopesanas darbu. Lai kopesanas 
uzstadljumu piemerotu visiem kopesanas darbiem, jums tie jasaglaba ka 
noklusetie uzstadljumi. 




Copy Quality 
(Kopesanas 
kvalitate) 

Normal 
(Normali) 
Fast (Atri) 
Best (Labakais) 
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kopesanas iezimju izmantosana 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. Papildus informaciju skatlt originala ievietosana 
lappuse 26. 

2 Izmainu veiksana opcijam Copy (kopet) izvelne. 

3 Spiediet Copy (kopet), lldz displeja augseja rinda paradas uzraksts Set 
New Defaults (uzstadlt jaunas noklusetas vertlbas). 



Copy Menu 
(Kopesanas izvelne) 

Number of Copies 
(Kopiju ska its) 
Copy Quality 
(Kopesanas kvalitate) 
Lighter/ Darker 
(Ga isa ks/Tu msa ks) 
Reduce/Enlarge 
(Samazinat/Palielinat) 
Paper Type (PapTra veids) 
Copy Paper Size 
(PapTra izmers kopijai) 
Enhancements (Uzlabojumi) 
Set New Defaults (Uzstadlt 
jaunas noklusetas vertlbas) 

4 Spiediet ► , lldz paradds uzraksts Yes (ja). 

5 Lai veiktu kopesanu, izmantojot jaunas noklusetas vertlbas, nospiediet Start 
Black (sakt melnbaltu) vai Start Color (sakt krasainu) vai OK, lai saglabatu 
uzstadljumus pirms kopesanas. 



Seit definetie uzstddljumi saglabdjas tikai HP Officejet ierlce. Tie nemaina 
uzstadljumus programmatura. Ja kopesanas uzstadljumu kontrolei jus 
izmantojat HP Director (HP virzosa ierlce) programmaturu, visbiezdk lietotie 
uzstadljumi jums jauzstada HP Copy (kopet) dialoglodzina ka noklusetas 
vertlbas. Papildus informaciju skatlt ekrana hp image zone palldzlba, ko jus 
sanemat lldz ar programmaturu. 



divu lappusu melnbalta dokumenta kopesana 

Izmantojot HP Officejet, jus varat izgatavot vienas vai vairdku lappusu 
dokumenta krasainu vai melnbaltu kopiju. Saja piemerd HP Officejet izmanto, 
lai izgatavotu divu lappusu melnbalta originala kopiju. 



lietotaja rokasgramata 
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1 Saka rtojiet originalus ta, lai pirma lappuse atrastos augsa. 

2 Dokumentu padeve originalus ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. Papildus informaciju skatlt originala ievietosana 
lappuse 26. 

3 Nospiediet Copy (kopet). 

4 Nospiediet Start Black (sakt melnbaltu). 

viena originala vairdku kopiju izgatavosana 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. Papildus informaciju skatlt originala ievietosana 
lappuse 26. 

2 Spiediet Copy (kopet), lldz displeja augseja rinda paradas uzraksts 
Number of Copies (kopiju skaits). 

3 Lai ievadltu kopiju skaitu (an lldz maksimalajam), nospiediet ► vai 
izmantojiet numuru taustinus. 

(Maksimalais kopiju skaits ir atkarlgs no modeja.) 

Padoms: Ja jus turat nospiestu kadu no taustiniem ar bultinu, 
skaits ik reizi pieaug par 5 kopijam, tadejadi vienkarsojot lielu 
kopiju skaitu uzstadlsanu. 

4 Nospiediet Start Black (sdkt melnbaltu) vai Start Color (sdkt krdsainu). 

Ja dokumentu padeve jus ievietojat liela apjoma originalu, HP Officejet 
izgatavos vairakas pirmas lappuses kopijas pirms otras lappuses 
kopesanas. Skirosana un skavosana jums bus javeic pasiem. 
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kopescmas iezimju izmantosana 

fotografijas kopesana uz lappuses pilna izmera 

Ja velaties, lai jusu fotografijas originals tiek kopets to automatiski palielinot, tad 
lai tas ietilptu paplra padeve ievietota paplra apdrukajamaja zona, izmantojiet 
Photo Fit to Page (fotografijas ietilpinasana lappuse). 

Photo Fit to Page (fotografijas ietilpinasana lappuse) palielina tikai standarta 
izmeru fotografijas. Fotografiju standarta izmeri ir sadi: 

• 9 x 13 cm 

• 10 x 15 cm 

• 1 3 x 1 8 cm 

• 15x20 cm 

• 25 x 25 cm 

Originaliem ar nestandarta izmera tekstu vai fotografijam, izmantojiet Reduce/ 
Enlarge (samazinat/palielinat). 

Padoms: jGs varat optimizet HP Officejet fotografiju un kopiju 
kvalitati, iegadajoties fotografiju drukas kasetni. Iznemiet melnas 
tintes kasetni un tas vieta ievietojiet fotografiju drukas kasetni. 
(leteikumus pareizai uzglabasanai skatTt izmantojiet drukas 
kasetnes aizsargu lappuse 92.) Uzstadot trlskrasu drukas kasetni 
un fotografiju drukas kasetni, jums ir pieejama sesu tinsu sistema, 
kas jutami paaugstinas fotografiju kvalitati. Ja velaties drukat 
vienkarsus teksta dokumentus, ievietojiet atpakaj melnas tintes 
kasetni. 

Papildus informaciju skatTt drukas kasetnu pasutlsana lappuse 81 . 




1 Dokumentu padeve fotografija ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. Papildus informaciju skatTt originala ievietosana 
lappuse 26. 

Ievietojiet fotografiju dokumentu padeves centra un piebldiet papTra 
vadotnes. 



lietotaja rokasgramata 
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nodaja 3 




2 Papira padeve ievietots vestules (Letter) vai A4 izmera papirs. 

3 Nospiediet Photo Fit to Page (fotografijas ietilpinasana lappuse). 

Displeja paradas uzraksts ''Only full-size paper supported" ("atbalsta tikai 
pilna izmera papTru"). HP Officejet atbalsta tikai vestules (Letter), A4 un 
legalizeta (Legal) izmera papTru. 

Displeja augseja rinda paradas uzraksts Paper Type (papira veids). 



Paper Type 
(Papira veids) 

Plain Paper 
(Parastais papirs) 
Photo Paper 
(FotopapTrs) 



Nospiediet ► , hdz paradas attiecigais uzraksts Plain Paper 
(parastais papirs) vai Photo Paper (fotopaplrs). 

Nospiediet Start Black (sakt melnbaltu). 

Piezlme: Lai ietilpinatu originalu pilna izmera lappuse, nemainot origindla 
proporcijas, HP Officejet lapas malas var atstat atskirlga izmera baltas 
apmales. 
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kopesanas iezimju izmantosana 

legdla izmera dokumenta kopesana uz vestules (Letter) 
izmera paplra 

1 Dokumentu padeve legalais dokuments ir jaievieto ar virspusi uz leju un ar 
augsejo malu pa prieksu. Papildus informaciju skatlt origindla ievietosana 
lappuse 26. 

2 Spiediet Copy (kopet), lldz displeja augseja rinda paradas uzraksts 
Reduce/Enlarge (samazinasana/ palielinasana). 

Reduce/Enlarge (samazinasana/palielinasana) izvelne ir pieejamas 
sddas opcijas. 



Copy Menu 
(Kopesanas izvelne) 

Number of Copies 
(Kopiju ska its) 
Copy Quality 
(Kopesanas kvalitate) 
Lighter/ Darker 
(Go isa ks/Tu msa ks) 
Reduce/Enlarge 
(Samazinat/Palielinat) 
Paper Type (Paplra veids) 
Copy Paper Size 
(Paplra izmers kopijai) 
Enhancements (Uzlabojumi) 
Set New Defaults (Uzstadlt 
jaunas noklusetas vertlbas) 



Reduce/Enlarge 
(Samazinat/ 
Palielinat) 

Actual Size 
(Faktiskais izmers) 
Custom 100% 
(Pielagots 1 00%) 
Full Page91%(Pilna 
izmera lappuse 91%) 
Legal (legalais 
izmers) > 72% 



3 Spiediet, ► hdz paradas uzraksts Legal (legalais izmers) > 72%. 

4 Nospiediet Start Black (sakt melnbaltu) vai Start Color (sakt krasainu). 

Attela (apaksa) attelots, ka HP Officejet samazinat jusu originala izmeru, 
lai tas ietilptu vestules paplra apdrukajama zona. 



1 



izbalejusu originalu kopesana 

Izmantojiet Lighter/Darker (gaisdks/tumsciks), lai padarltu kopijas gaisdkas vai 
tumsakas. 



lietotaja rokasgramata 
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1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. Papildus informaciju skatTt origindla ievietosana 
lappuse 26. 

2 Spied iet Copy (kopet), lldz displeja augseja rinda paradds uzraksts 
Lighter/ Darker (gaisdks/ tumsdks) . 

Prieksejd panela displeja apllsu veida uz skalas paradds Lighter/Darker 
(gaisdks/tumsdks) vertlbu diapazons. 

3 Lai kopija butu tumsdka, nospiediet ► . 
PiezTme: Lai kopija kjutu gaisdka, jdnospiez i . 

4 Nospiediet Start Color (sakt krasainu) vai Start Black (sakt melnbaltu). 

vairdkkdrteji pa faksu sutlta dokumenta kopesana 

Enhancements (uzlabojumi) iezTme automdtiski noregule teksta dokumentu 
kvalitati, padarot melnci teksta malas asakas vai uzlabo krcisas fotografiju 
gaisajds vietcis, kas citkart var izskatlties baltas. 

Text (teksta) uzlabosana ir nokluseta opcija. Lai melna teksta malas padarltu 
asakas, izmantojietText (teksta) uzlabosanu. Izmantojiet Photo (fotografijas), lai 
uzlabotu krasas jusu fotografiju gaisajas vietas un Mixed (jaukts), ja jusu 
origindla ir gan fotografijas, gan teksts; izmantojotNone (neviens) visi 
uzlabojumi izslegsies. 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. Papildus informaciju skatTt origindla ievietosana 
lappuse 26. 

2 Spiediet Copy (kopet), lldz displeja augseja rindd paradds uzraksts 
Enhancements (uzlabojumi). 

Enhancements (uzlabojumi) izvelne ir pieejamas sddas opcijas: 



Copy Menu 
(Kopesanas izvelne) 

Number of Copies 
(Kopiju ska its) 
Copy Quality 
(Kopesanas kvalitdte) 
Lighter/Darker 
(Go isa ks/Tu msd ks) 
Reduce/Enlarge 
(Samazindt/Palielindt) 
Paper Type (PapTra veids) 
Copy Paper Size 
(PapTra izmers kopija i) 
Enhancements (Uzlabojumi) 
Set New Defaults (UzstddTt 
jaunas noklusetds vertTbas) 



Enhancements 
(Uzlabojumi) 

/Text (Teksts) 
Photo (Fotografijas) 
Mixed (Jaukts) 
None (Nekdds) 



34 



hp officejet 4200 series 



kopescmas iezimju izmantosana 

3 Spiediet ► , lldz parados uzraksts Text (teksts). 

4 Nospiediet Start Black (sakt melnbaltu) vai Start Color (sakt krasainu). 

Padoms: Ja paradas kcids no talak minetajiem defektiem, 
izsledziet Text (teksts) uzlabojumu, ta vieta izveloties Photo 
(fotografijas) vai None (neviens): 

- Ap tekstu jusu kopija ir paradljusies izkliedeti krdsaini punktini 

- Lieli, melni burtveidoli izskatas notraiplti (nevis gludi) 

- Sauri, krdsaini objekti vai llnijas vietcim ir melnas 

- Gaisas vai mereni pelekas zonas paradas graudainas vai baltas 
horizontalas svltras 



lietotaja rokasgramata 
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uzlabojiet gaisas zonas sava kopija 

Gaiso krasu uzlabosanai, kas citkart var izskatlties baltas, izmantojiet Photo 
(fotografiju) uzlabojumus. Jus varat izmantot Photo (fotogrdfi ju) uzlabojumu, lai 
likvidetu vai samazinatu defektus, kas var rasties kopejot ar Text (teksta) 
uzlabojumiem: 

• Ap tekstu jusu kopija ir paradljusies izkliedeti krasaini punktini 

• Lieli, melni burtveidoli izskatas notraiplti (nevis gludi) 

• Sauri, krasaini objekti vai llnijas vietam ir melnas 

• Gaisas vai mereni pelekas zonas paradas graudainas vai baltas 
horizontals svltras 

1 Dokumentu padeve fotografija ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. Papildus informaciju skatTt originala ievietosana 
lappuse 26. 

2 Spiediet Copy (kopet), lldz displeja augseja rinda paradas uzraksts 
Enhancements (uzlabojumi). 

Enhancements (uzlabojumi) izvelne ir pieejamas sadas opcijas: 



Copy Menu 
(Kopesanas izvelne) 

Number of Copies 
(Kopiju ska its) 
Copy Quality 
(Kopesanas kvalitate) 
Lighter/Darker 
(Ga isa ks/Tu msa ks) 
Reduce/Enlarge 
(Samazinat/Palielinat) 
Paper Type (PapTra veids) 
Copy Paper Size 
(PapTra izmers kopijai) . 
Enhancements (Uzlabojumi) ' 
Set New Defaults (Uzstadlt 
jaunas noklusetas vertlbas) 



Enhancements 
(Uzlabojumi) 

Text (Teksts) 
Photo (Fotografijas) 
Mixed (Jaukts) 
None (Nekads) 



3 Spiediet ► , lidz paradas uzraksts Photo (fotografijas). 

4 Nospiediet Start Color (sakt krasainu) vai Start Black (sakt melnbaltu). 

kopesanas partrauksana 

► Lai partrauktu kopesanu, prieksejd panel! nospiediet Cancel (atcelt). 
HP Officejet nekavejoties partrauks drukasanu un atbrlvot paplru. 
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skenesanas iezTmju izmantosana 



Skenesana ir attelu un teksta parversana elektroniska formata, kas paredzets 
jusu datoram. Jus varat skenet fotografijas un teksta dokumentus. 

Ta ka skenets attels vai teksts ir elektroniska formata, jus tos varat apstradat 
teksta vai attelu apstrades programmaturas. Jus varat: 

• Skenet jusu bernu bildes un nosutlt tas saviem radiniekiem, izveidot 
fotografisku jusu majas vai biroja inventarizaciju vai izveidot elektronisku 
albumu. 

Skenet rakstltu tekstu un ievietot to teksta apstrades prog ram ma, lai to citetu 
sava atskaite, tadejadi iztiekot bez parrakstTsanas. 

Lai izmantotu skenesanas iespejas, jusu HP Officejet un datoram jabut 
savienotiem un ieslegtiem. Pirms skenesanas HP Officejet programmaturai jabut 
instaletai un jadarbojas jusu datora. Lai parliecinatos, ka HP Officejet 
programmatura jusu Windows operetajsistema ir atverta, meklejiet hp officejet 
4200 series ikonu sistemas josla, ekrcina labaja puse apaksci, blakus laikam. 
Macintosh tipa datoros HP Officejet programmatura ir vienmer atverta. 

Skenesanu jus varat sakt no datora vai no sava HP Officejet. Saja sadaja 
aprakstlts, ka skenet tikai no jusu HP Officejet prieksejd paneja. 

Papildus informaciju par to, ka skenet no datora un ka noregulet, mainlt izmeru, 
pagriezt, apgriezt un padarlt skenejamos attelus asakus, skatiet ekrana 
hp image zone palldzlba, ko jus sanemdt lldz ar programmaturu. 

PiezTme: Augstas izskirtspejas skenesanai (600 dpi vai augstak) ir 
nepieciesams daudz atminas uz cieta diska. Ja cietaja diska nav pietiekosi 
daudz brlvas atminas, jusu sistemas darblba var iestregt. 

Saja nodajci apskatlti sadi temati: 

• originala skenesana lappuse 38 

• skenesanas partrauksana lappuse 38 



nodaja 4 

originala skenesana 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. SkatTt originala ievietosana. 

2 Nospiediet Scan (skenet). 

Paradas Scan (skenet) izvelne, kurci redzami jusu pasreizejie sanemeji. 
Noklusetais uzstadljums ir tas, kuru jus izvelejaties pedeja reize, kad 
izmantojat so izvelni. 

3 Izvelieties sanemeju, spiezot taustinus i vai ► , vai vairakkart spiezot 
Scan (skenet) taustinu. 

4 Nospiediet Start Black (sakt melnbaltu) vai Start Color (sakt krasainu). 

skenesanas partrauksana 

► Lai partrauktu skenesanu, priekseja panel! nospiediet Cancel (atcelt). 
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faksa iezTmju izmantosana 



Izmantojot HP Officejet, jus varat nosutlt un sanemt pat krasainus faksus. 
Uzstadot atras sastadlsanas sarakstu, jus varat atri un vienkarsi nosutltu faksus 
uz biezi izmantojamiem numuriem. Faksa priekseja panel! jus varat uzstadlt 
daudzas faksa opcijas, piemeram, izskirtspeju. 

Saja nodala apskatlti sadi temati: 

• faksa sutlsana lappuse 40 

* atbildes rezTma uzstadlsana lappuse 47 

• faksa sanemsana lappuse 50 

• pievienotas klausules izmantosana (tikai hp officejet 4250 series) 

lappuse 54 

* faksa galvenes uzstadlsana lappuse 55 

* teksta ievadisana, izmantojot prieksejo paneli lappuse 56 

• drukat atskaites lappuse 58 

* numura atras sastadlsanas uzstadlsana lappuse 62 

* faksa izskirtspejas un gaisaks/tumsaks uzstadljumu maina lappuse 65 

• faksa opciju uzstadlsana lappuse 68 

* atmina noglabato faksu atkartota izdrukasana lappuse 76 

• partraukt faksa darbu lappuse 76 

Lai pilnlba izmantotu sava HP Officejet iezlmes, jums vajadzetu apgut 
HP Director (HP virzosa ierlce), ko jus sanemat kopa ar ierlci. Izmantojot 
HP Director (HP virzosa ierlce), jus varat veikt sos uzdevumus un vel citus, kas 
nav pieejami no HP Officejet priekseja paneja. Papildus informaciju skatTt 
ekrana hp image zone palldzlba, kas ir pievienota programmaturai. 



faksa sutTsana 

Izmantojot HP Officejet prieksejo paneli, jus varat nosutlt melnbaltus un 
krasainus faksus. 

Sajci nodala apskatlti sadi temati: 

* faksa apstiprinajuma ieslegsana lappuse 40 

* vienkarsa faksa sutTsana lappuse 41 

* krasaina vai fotografijas faksa nosutisana lappuse 42 

* faksa nosutisana, izmantojot atro sastadlsanu lappuse 42 

* faksa nosutisana, izmantojot izsaukuma atkartosanu lappuse 43 

* faksa ieplanota sutTsana lappuse 43 

* ieplanota faksa atcelsana lappuse 45 

* faksa sutTsana no atminas lappuse 45 

* faksa nosutisana izmantojot pdrraudzltu savienojumu lappuse 46 

* manuala faksa nosutisana no telefona lappuse 46 

faksa apstiprinajuma ieslegsana 

Ja jums ir nepieciesams izdrukats apstiprinajums par jusu faksu veiksmTgu 
nosutTsanu, sekojiet siem noradljumiem pirms faksa sutlsanas. 

Noklusetais faksa apstiprinajuma uzstadljums ir Every Error (katra klume). Tas 
nozlme, ka jusu HP Officejet izdruka atskaiti tikai tad, ja faksa sanemsanas vai 
nosutlsanas laika radusies problema. Pec katras darblbas priekseja paneja 
displeja TslaicTgi paradds apstiprinajums lapas veiksmTgai nosutlsanai. Lai pec 
katra faksa sutTjuma sanemtu izdrukatu apstiprinajumu, sekojiet siem 
noradljumiem. Papildus informaciju skatlt atskaisu automdtiska drukdsana 
lappuse 58. 

1 Nospiediet Setup (uzstadlsana). 

2 Vispirms nospiediet 1, tad 1. 

Tadejadi jus izvelaties Print Report (drukat atskaiti) un tad Automatic 
Reports Setup (automatisko atskaisu uzstadlsana). 
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faksa iezimju izmantosana 



Print Report (drukat atskaiti) 
1 : Automatic Reports Setup 
(automatisko atskaisu \ 
uzstadlsana) 

2: Last Transaction (pedeja 
darblba) 

3: Fax Log (faksa zurnals) 
4: Speed Dial List (atras 
sastadlsanas saraksts) 
5: Self-Test Report (pastesta 
atskaite) 

6: Caller ID Report (numura 
noteiceja atskaite)* 
7: Junk Fax Report (lieko 
faksu atskaite) * 

* Nav pieejams visas valstls/ 
regionos. Ja numura noteiksanas 
pakalpojumu jusu valstl/regiona 
nesniedz, Print Report (drukat 
atskaiti) izvelne si vienlba 
neparadlsies. 



3 Spiediet ► , hdz displeja otraja linija paradas uzraksts Every Fax (katrs 
fakss), tad nospiediet OK. 

HP Officejet pec katra faksa nosutlsanas izdrukas apstiprinajuma atskaiti 
ar informaciju par veiksmlgu vai nenotikusu sutTjumu. 
Papildu informaciju par atskaisu drukasanu skatlt sadaja drukat atskaites 
lappuse 58. 

vienkarsa faksa sutlsana 

Saja sadaja aprakstlts, ka no prieksejd paneja nosutlt vienkarsu melnbaltu faksu. 

Ja velaties nosutlt krasainu faksu vai fotografiju, skatiet krdsaina vai fotografijas 
faksa nosutlsana lappuse 42. 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. 

Papildus informaciju skatlt originala ievietosana lappuse 26. 

2 Nospiediet Fax (fakss). 

Displeja augseja rinda paradas uzraksts Phone Number (telefona numurs). 

3 Izmantojot numuru taustinus, ievadiet faksa numuru. 

4 Nospiediet Start Black (sakt melnbaltu). 



Automatic Reports Setup 
(automatisko atskaisu 
uzstadlsana) 

K Every Error (katra kjume) 
Send Error (nosutlsanas 
kjume) 
Receive Error (sanemsanas 
kjume) 
Every Fax (katrs fakss) 
Send Only (tikai nosutlsana) 
Off (izslegts) 



lietotaja rokasgramata 
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Padoms: Lai nosutltu faksu, jums janospiez Start (sakt). Nospiezot 
OK jus piekjusiet izvelnei. 



Vai jus zinajat, ka izmantojot HP Director (HP virzosa ierlce), ko jus sanemat 
kopa ar HP Officejet, varat nosutlt faksu no sava datora? Bez tam jus varat 
izveidot un pievienot datora radltu titullapu, ko nosutlt kopa ar jusu faksu. Tas 
ir vienkarsi! Papildus informaciju skatlt ekrana hp image zone palldzlba, ko 
jus sanemat kopa ar programmaturu. 

krasaina vai fotografijas faksa nosOtlsana 

No sava HP Officejet faksa jus varat nosutlt krasainu originalu vai fotogrdfiju. Ja 
jusu HP Officejet konstates, ka sanemeja fakss sanem tikai melnbaltus faksus, 
HP Officejet nosutls melnbaltu faksu. 

Krasu faksa sutTsanai mes iesakam izmantot tikai krasainus originalus. 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. 

Papildus informaciju skatlt originala ievietosana lappuse 26. 

2 Nospiediet Fax (fakss). 

Displeja augseja rinda paradds uzraksts Phone Number (telefona numurs). 

3 Izmantojot ciparu taustinus, ievadiet faksa numuru. 

Padoms: Lai faksa numura ievadltu atstarpi, nospiediet Redial/ 
Pause (izsaukuma atkartosana/pauze). 

4 Ja jus sutat fotografiju, nomainiet izskirtspeju uz Photo (fotogrdfija). 
Informaciju par izskirtspejas nomainlsanu skatlt faksa izskirtspejas maina 
lappuse 65. 

5 Nospiediet Start Color (sakt krasainu). 

PiezTme: Ja sanemeja fakss atbalsta tikai melnbaltu izdruku, HP Officejet 
automatiski nosutls melnbaltu faksu. Tullt pec faksa sutTsanas paradds zina 
par melnbalta faksa nosutlsanu. Pazinojuma izdzesanai nospiediet OK. 



Vai jus zinajat, ka izmantojot HP Director (HP virzosa ierlce), ko sanemat kopa 
ar HP Officejet, varat nosutlt faksu no sava datora? Bez tam jus varat izveidot 
un pievienot datora radltu titullapu, ko nosutlt kopa ar jusu faksu. Tas ir 
vienkarsi! Papildus informaciju skatlt ekrana hp image zone palldzlba, kas ir 
pievienota programmaturai. 

faksa nosOtlsana, izmantojot atro sastadlsanu 

Nospiezot Speed Dial (atra sastadlsana) vai viena pieskariena atras 
sastadlsanas taustinu, jus varat atri nosutlt faksu no priekseja paneja. 

Speed Dials (atra sastadlsana) neparadlsies, pirms nebusiet to uzstadljusi. 
Papildus informaciju skatlt numura atras sastadlsanas uzstadisana lappuse 62. 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. 

Papildus informaciju skatlt originala ievietosana lappuse 26. 

2 Nospiediet Fax (fakss). 
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Displeja augseja rinda paradas uzraksts Phone Number (telefona numurs). 

3 Izpildiet vienu no sekojosajam darblbam: 

- Spiediet Speed Dial (dtrd sastadisana), lldz displeja augseja rinda 
paradas attiedgais atras sastadlsanas ieraksts. Jus varat apskatlt atras 
sastadlsanas ierakstus, spiezot i vai ► . 

- Nospiediet Speed Dial (atra sastadisana) un tad, izmantojot priekseja 
paneja taustinus, ievadiet atras sastadlsanas ieraksta kodu. 

- Nospiediet viena pieskariena atras sastadlsanas taustinu. Nospiediet 
to vienreiz, lai piekjutu pirmajam atras sastadlsanas ierakstam un 
divreiz piekjusanai otrajam ierakstam, kas pieskirts sim taustinam. 

Padoms: Jus sev varat izdrukdt atras sastadlsanas ierakstu sarakstu. 
Informaciju skatTt atskaisu manudla drukasana lappuse 60. 

4 Nospiediet Start Black (sdkt melnbaltu) vai Start Color (sdkt krdsainu). 

PiezTme: Atras sastadlsanas grupai jus varat nosutlt tikai melnbaltu faksu. 
Fakss tiek noglabats atmina un tiek izsaukts grupas atras izsauksanas 
pirmais numurs. Pec savienosanas fakss tiek nosutlts, tad tiek izsaukts 
nakosais numurs, pec tarn nakosais un ta talak. Ja numurs ir aiznemts vai 
neatbild, HP Officejet seko Busy Redial (atkartot izsaukumu aiznemta llnija) 
un No Answer Redial (sastadlt velreiz, ja nav atbildes) uzstadljumiem. Ja 
savienojums nav iespejams, tiek izsaukts nakosais atras sastadlsanas 
grupas numurs un informacijai tiek izdrukata atskaite. 



Izmantojot datora HP Director (HP virzosa ierlce), jus varat citri un vienkarsi 
uzstddlt atras sastadlsanas ierakstus. Papildus informaciju skatTt ekrana 
hp image zone palldzlba, ko jus sanemat kopci ar programmaturu. 

faksa nosutlsana, izmantojot izsaukuma atkartosanu 

Izmantojot Redial/Pause (izsaukuma atkartosana/pauze) taustinu, jus varat 
nosutlt faksu uz pedejo sastadlto faksa numuru. 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. 

Papildus informaciju skatTt originala ievietosana lappuse 26. 

2 Nospiediet Redial/Pause (izsaukuma atkartosana/pauze). 
Displeja paradas pedejais sastadltais numurs. 

3 Nospiediet Start Black (sdkt melnbaltu) vai Start Color (sdkt krdsainu). 

faksa iepldnota sutTsana 

Melnbaltu faksu jus varat ieplanot nosutlt ta ja pat dienci velak (piemeram, kad 
telefona llnijas ir mazak aiznemtas vai laika, kura tarifs par telefona 
izmantosanu ir zemaks). leplanojot faksa sutlsanu, dokumentu padeve jabut 
ievietotam originalam. 

leplanotaja laika jusu iekdrta automatiski nosutls faksu, tiklldz savienojums bus 
iespejams. 

PiezTme: Lai ieplanotu faksa nosutlsanu velak, izmantojiet prieksejo paneli. 
Ja jus izmatojat klausuli (tikai HP Officejet 4250 Series), fakss tiek nosutlts 
nekavejoties. 
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Viena reize jus varat ieplanot tikai viena faksa nosutisanu. Tomer, ja an ir 
ieplanota faksa sutTsana, jus varat turpi nat sutTt faksus. 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. 

Papildus informaciju skatlt origindla ievietosana lappuse 26. 

2 Nospiediet Fax (fakss). 

Displeja augseja rinda paradas uzraksts Phone Number (telefona numurs). 

3 Izmantojot ciparu taustinus ievadiet faksa numuru, nospiediet viena 
pieskariena atras izsauksanas taustinu vai spied iet Speed Dial (dtrd 
sastddlsana), lldz paradas vajadzlgais atras sastadlsanas ieraksts. 
Papildu informaciju par atro numura sastddlsanu skatlt numura atras 
sastadisanas uzstadisana lappuse 62. 

Padoms: Lai faksa numura ievadltu atstarpi, nospiediet Redial/ 
Pause (izsaukuma atkartosana/pauze). 

4 Spiediet Fax (fakss), lldz displeja augseja rinda paradas uzraksts How to 
Fax (ka nosutit faksu). 

5 Spiediet ► , lldz displeja augseja rinda paradas uzraksts Send Fax Later 
(faksu nosutit veld k), tad nospiediet OK. 

6 Izmantojot ciparu taustinus, ievadiet Send Time (sutlsanas laiks). 

7 Paradoties ieteikumam, nospiediet 1, lai izveletos AM (priekspusdiend) vai 
2, lai izveletos PM (pecpusdiend). 

8 Nospiediet Start Black (sdkt melnbaltu). 

PiezTme: Ja jus nospiedlsiet Start Color (sakt krasainu), fakss tiks nosutlts 
melnbalts un displeja paradlsies zinojums. 

HP Officejet noskene dokumentu un noglaba to atmina, lai nosutltu 
iepldnotajd laika. leplanotais laiks paradas prieksejd panela displeja. 
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ieplanota faksa atcelsana 

Jus varat atcelt gan ieplanoto faksu, gan faksu, kas tiek sutTts paslaik. Ja jus esat 
ieplanojusi faksa sutTsanu, prieksejd paneja displeja paradds iepldnotais laiks. 

► Displeja paradoties ieplanota jam laikam, vispirms nospiediet Cancel 
(atcelt), tad 1 . 

faksa sutlsana no atminas 

Jusu HP Officejet melnbaltu faksu pirms sutTsanas var ieskenet un noglabat 
atmina. Si iezTme ir erta tad, ja faksa numurs, uz kuru jus zvanat, ir aiznemts vai 
TslaicTgi nav pieejams. HP Officejet originalus noskene, noglaba atmina un, 
tiklldz tas iespejams, nosuta. Tiklldz lappuses ir noskenetas, jus varat originalus 
uzreiz iznemt no HP Officejet. 

Piezlme: Lai faksu nosutltu no atminas, izmantojiet prieksejo paneli. 
Izmatojot klausuli (tikai HP Officejet 4250 Series), fakss tiek nosutlts 
nekavejoties. 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. 

Papildus informaciju skatlt originala ievietosana lappuse 26. 

2 Nospiediet Fax (fakss). 

Displeja augseja rinda paradds uzraksts Phone Number (telefona numurs). 

3 Izmantojot numuru taustinus ievadiet faksa numuru, nospiediet viena 
pieskariena atras izsauksanas taustinu, vai spiediet Speed Dial (dtrd 
sastadlsana) lldz paradas vajadzlgais atras sastadlsanas ieraksts. 
Papildu informaciju par atro numura sastddlsanu skatlt numura atras 
sastadlsanas uzstadisana lappuse 62. 

Padoms: Lai faksa numura ievadltu atstarpi, nospiediet Redial/ 
Pause (izsaukuma atkartosana/pauze). 

4 Spiediet Fax (fakss) lldz displeja augseja rinda paradds uzraksts How to 
Fax (ka nosutlt faksu). 

5 Spiediet ► lldz displeja augseja rinda paradds uzraksts Fax from Memory 
(sutlt faksu no atminas). 

6 Nospiediet Start Black (sakt melnbaltu). 

PiezTme: Ja jus nospiezat Start Color (sdkt krdsainu), fakss tiek nosutlts 
melnbalts un uz displeja paradds zina. 

HP Officejet noskene originalus, noglaba tos atmina un nosuta tiklldz 
sanemeja fakss ir pieejams. 
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faksa nosutTsana izmantojot parraudzltu savienojumu 

ParraudzTts savienojums jums sniedz iespeju ievadlt numuru, izmantojot prieksejo 
paneli, gluzi ka izmantojot parastu telefonu. Si iezlme ir izdevlga, ja zvanTsanas 
izmaksu segsanai velaties izmantot zvanTsanas kartlti. Ta ir noderlga arl tad, 
kad jums, atbildot tonu izsaukumiem numura ievadlsanas laika, ir jauztur 
noteikts ievadlsanas atrums. 

Atkarlba no ta, kads ir jusu ierlces modelis, jus varat sutTt parskatTta izsaukuma 
faksu no priekseja panela, vai izmantojot pievienoto klausuli (tikai HP Officejet 
4250 Series). 

lai nosutitu faksu, izmantojot pdrskdtTto izsaukumu no priekseja panela 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. 

Papildus informaciju skatlt origindla ievietosana lappuse 26. 

2 Nospiediet Start Black (sdkt melnbaltu) vai Start Color (sdkt krdsainu). 

3 levadiet numuru, izmantojot priekseja paneja taustinus, tiklldz jus izdzirdat 
nepartraukto signalu. Jus variet izmantot arl atro numura sastadlsanu. 
Papildu informaciju par numura atras sastddlsanas izmantosanu skatlt 
faksa nosutTsana, izmantojot dtro sastadlsanu lappuse 42. 

4 Sekojiet visiem ierosinajumiem, kas var paradlties. 

Jusu fakss ir nosutlts, tiklldz atbild sanemeja faksa aparats. 

lai no klausules nosutitu pdrraudzTta savienojuma faksu 
(tikai hp officejet 4250 series) 

PiezTme: Si procedura attiecas uz HP Officejet 4250 Series. Ja jums ir 
HP Officejet 4210 Series, noradljumus skatiet iepriekseja sadala. 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. 

Papildus informaciju skatlt origindla ievietosana lappuse 26. 

2 Paceliet pievienoto klausuli. 

3 levadiet numuru, izmantojot priekseja paneja taustinus, tiklldz jus izdzirdat 
nepartraukto signalu. Jus variet izmantot arl atro numura sastadlsanu. 
Papildu informaciju par numura atras sastddlsanas izmantosanu skatlt 
faksa nosutTsana, izmantojot dtro sastadlsanu lappuse 42. 

4 Sekojiet visiem ierosinajumiem, kas var paradlties. 

5 Nospiediet Start Black (sdkt melnbaltu) vai Start Color (sdkt krdsainu). 

Jusu fakss ir nosutlts, tiklldz atbild sanemeja faksa aparats. 

manudla faksa nosutTsana no telefona 

Manuala faksa sutTsana jums sniedz iespeju pirms faksa nosutlsanas zvanTt un 
parunat ar sanemeju. Tas ir noderlgi, ja pirms sutTsanas velaties informet 
sanemeju par faksa sutTsanu. 

Manuali jus varat nosutlt faksu, izmatojot telefonu, kas nepastarpinati pievienots 
jusu HP Officejet vai izmantojot pievienoto klausuli (tikai HP Officejet 4250 Series). 
Telefonam jabut pievienotam pie "2-EXT" porta HP Officejet aizmugure. 

PiezTme: Informaciju par HP Officejet uzstadlsanu kopa ar jusu telefonu 
skatiet faksa uzstddTsana lappuse 1 25. 
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lai manuali nosutTtu faksu no pievienoto telefona 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. 

Papildus informaciju skatlt origindla ievietosana lappuse 26. 

2 Sastadiet numuru, izmantojot pie jusu HP Officejet pieslegta telefona 
taustinus. 

Piezime: Numura sastddlsanai jums jaizmanto telefona taustini. 
Neizmantojiet HP Officejet prieksejd panela taustinus. 

3 Izpildiet vienu no sTm darblbam: 

- Ja pec numura sastadlsanas jus dzirdat faksa tonus, trls sekunzu laika 
nospiediet Start Black (sakt melnbaltu) vai Start Color (sakt krasainu). 

- Ja sanemejs atbild uz zvanu, paludziet vinam pec faksa tonu 
atskanesanas nospiest vina faksa aparata Start (sakt) taustinu. 
Parliecinieties, ka nospiezat Start Black (sakt melnbaltu) vai Start Color 
(sakt krasainu) uz HP Officejet, pirms sanemejs nospiez savu Start 
(sakt) taustinu. 

4 Gaidiet faksa tonus un tad nolieciet klausuli. 

lai faksu nosutTtu manuali, izmantojot pievienoto klausuli (tikai modelim ar klausuli) 

Piezime: Si procedura attiecas uz HP Officejet 4250 Series ar pievienoto 
klausuli. Ja jums ir HP Officejet 42 1 0 Series, noradljumus skatiet iepriekseja 
sadaja. 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. 

Papildus informaciju skatlt origindla ievietosana lappuse 26. 

2 Paceliet pie HP Officejet pievienoto klausuli un sastadiet numuru, 
izmantojot prieksejd paneja taustinus. 

3 Izpildiet vienu no slm darblbdm: 

- Ja pec numura sastadlsanas jus dzirdat faksa tonus, trls sekunzu laika 
nospiediet Start Black (sakt melnbaltu) vai Start Color (sakt krasainu). 

- Ja sanemejs atbild uz zvanu, paludziet vinam pec faksa tonu 
atskanesanas nospiest vina faksa aparata Start (sakt) taustinu. 
Parliecinieties, ka nospiezat Start Black (sakt melnu) vai Start Color 
(sakt krasainu) uz HP Officejet, pirms sanemejs nospiez savu Start 
(sakt) taustinu. 

4 Gaidiet faksa tonus un tad nolieciet klausuli. 

atbildes rezlma uzstadlsana 

Noklusetais uzstadljums liek jusuHP Officejet automatiski atbildet uz zvaniem un 
sanemt faksus. Jus varat mainlt Answer Mode (atbildes rezTmu), sanemot faksus 
automatiski vai manuali, atkarlba no aprlkojuma un pakalpojumu (ja tadi ir) 
veidiem, kuriem ir kopeja telefona llnija ar HP Officejet. Si nodaja paskaidro 
daudzos atbilzu veidus uz faksa zvaniem. 

Loti ieteicams Answer Mode (atbildes rezTmu) uzstadlt, izmantojot prieksejo 
paneli, nevis HP Director (HP virzosa ierlce). 
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PiezTme: Informdciju par jusu biroja aprlkojuma uzstadlsanu kopd ar 
HP Officejet skatiet faksa uzstadisana lappuse 1 25. 

lai mainltu atbildes rezlmu no priekseja panela 

► Spied iet Answer Mode (atbildes rezlms), lldz vela ma is atbildes rezTms 
paradas displeja. 

Izveletais Answer Mode (atbildes rezTms) uzstddljums paradas uz displeja 
un klust par nokluseto uzstddljumu. 

Lai noteiktu, kuru Answer Mode (atbildes rezTms) uzstadljumu jums vajadzetu 
izmantot, skatiet sekojoso tabulu. No tabulas pirmas slejas izvelieties jusu 
birojam atbilstoso aprlkojuma un pakalpojumu kombindciju. Tad otrajd sleja 
sameklejiet attieclgo uzstddljumu. Tresajd slejd ir aprakstlts, kd HP Officejet 
atbildes uz iendkosajiem zvaniem. 



aprlkojums/ pakalpojumi, 
kas tiks pieslegti faksa llnijai 


ieteicamais 
atbildes rezlma 
uzstadljums 


apraksts 


Nekdds. 

(Jums ir atseviska faksa llnija, 
kurd nepiendk balss zvani.) 


Fax (fakss) 


HP Officejet uz iendkosajiem zvaniem 
atbildes automdtiski, izmantojot Rings to 
Answer (zvani lldz atbildei) uzstddljumu. 
SkatTt pirms atbildes zvanu uzstadisana 
lappuse 50. 


Balss un faksa telefona llnija ir 
kopeja ar HP Officejet 
4250 Series 

(klausules modelis) un jums 
nav automdtiskd atbildetdja. 


FaxTel 

(fakss, telefons) 

(Sis rezTms 
attiecas tikai uz 
HP Officejet 
4250 Series.) 


HP Officejet uz iendkosajiem zvaniem 
atbildes automdtiski, izmantojot Rings to 
Answer (zvani lldz atbildei) uzstddljumu. 
SkatTt pirms atbildes zvanu uzstadisana 
lappuse 50. 

Ja piendk faksa zvans, HP Officejet sanems 

faksu. Ja iendkosais ir balss zvans, 

HP Officejet zvanTs Tpasi norddot, ka iendk 

II 1 1 ' - 1 v 

balss zvans. Uz lenakoso zvanu jums 
vajadzes atbildet, izmantojot pievienoto 
klausuli. 

Piezlme: Ja HP Officejet konstate, ka 
iendkosais ir balss zvans, HP Officejet 
zvanTs arTpasu zvana signdlu. Citi tds 
pasas Imijas telefoni nezvanTs vispdr. 
Uz iendkoso zvanu jums vajadzes 
atbildet, izmantojot pievienoto 
klausuli. 

Uz balss zvaniem nevajadzetu 
atbildet no citiem Imijas telefoniem. 
lence nespes noteikt, ka jus paceldt 
kddu citu telefonu un turpinds zvanTt. 
Lai pdrtrauktu zvanTsanu, jums uz 
HP Officejet vajadzes nospiest Cancel 
(atcelt). 



48 



hp officejet 4200 series 



faksa iezimju izmantosana 



aprlkojums/ pakalpojumi, 
kas tiks pieslegti faksa linijai 


ieteicamais 
atbildes rezTma 
uzstadljums 


apraksts 


Balss un faksa llnija ir kopeja 
vai nu ar HP Officejet 
4210 Series vai HP Officejet 
4250 Series. 


Tel (telefons) 


HP Officejet uz zvaniem neatbildes 
automatiski. Faksi jums bus japienem 
manuali, nospiezot Start Black (sakt 
melnbaltu) vai Start Color (sakt krasainu). 
Informaciju par faksa manualu sanemsanu 
skatiet faksa sanemsana lappuse 50. 
So uzstadljumu jus varat izmantot, ja 
vairums ienakoso zvanu ir balss zvani un 
faksus jums jasanem reti. 


Jusu telefonpakalpojumu 
sniedzeja nodrosinats balss 
pasta pakalpojums. 


Tel (telefons) 


HP Officejet uz zvaniem neatbildes 
automatiski. Faksi jums bus japienem 
manuali, nospiezot Start Black (sakt 
melnbaltu) vai Start Color (sakt krasainu). 
Informaciju par faksu manualu sanemsanu 
skatiet faksa sanemsana lappuse 50. 


Automatiskais atbildetajs un 
kopeja balss un faksa llnija. 


AnswerMachine 

(automatiskais 

atbildetajs) 


HP Officejet uz zvaniem neatbildes 
automatiski. Uz zvanu atbildes 
automatiskais atbildetajs un HP Officejet 
parraudzTs llniju. Ja tiks konstateti faksa 
toni, HP Officejet sanems faksu. Ja ne, 
automatiskais atbildetajs ierakstls ienakoso 
zinu. 

PiezTme: Sis uzstadljums ir ieteicamas 
tad, ja jums ir automatiskais 
atbildetajs. Parliecinieties, ka 
automatiskais atbildetajs un 
HP Officejet ir pareizi saslegti. 
Informaciju skatTt faksa uzstddlsana 
lappuse 1 25. 






Dazadu zvanu signalu 
pakalpojums. 


Fax (fakss) 


HP Officejet automatiski atbild uz visiem 
ienakosajiem zvaniem. 
Parliecinieties, ka jusu telefonpakalpojuma 
sniedzeja uzstddlta zvanu shema sakrlt ar 
Answer Ring Pattern (atbildes zvanu 
shema)uzstadljumu HP Officejet. Papildus 
informaciju skatTt atbildes zvanu shemas 
maina (balss/faksa zvanu izskirsana) 
lappuse 71 . 



lietotaja rokasgramata 



49 



nodaja 5 

faksa sanemsana 

Noklusetais uzstadljums liek jusuHP Officejet automatiski sanemt un izdrukat 
faksus. 

Atkarlba no jusu Answer Mode (atbildes rezlrns) uzstadljuma, HP Officejet 
faksus var sanemt automatiski vai manuali. Papildus informaciju par Answer 
Mode (atbildes rezlrns) skatlt atbildes rezlma uzstadlsana lappuse 47. 

Piezime: Ja jus Answer Mode (atbildes rezlrns) uzstadat uz Tel (telefons), 
jums faksi jasanem manuali un pasam jaatbild uz ienakosajiem faksa 
zvaniem. Ja ir uzstadlts Fax (fakss), FaxTel (fakss, telefons) vai 
AnswerMachine (automatiskais atbildetajs), faksus jus varat sanemt gan 
automatiski, gan manuali. 

Manuali faksus jus varat sanemt no: 

• Telefona, kas nepastarpinati pievienots pie HP Officejet (pie "2-EXT" porta) 

• Telefona, kuram ir kopeja llnija ar HP Officejet, bet kurs nav tiesi pieslegs 
pie ta. 

• Prieksejais panelis 

• Pievienota klausule (tikai klausules modelis) 
Informaciju par faksu sanemsanu skatlties sodas sadalas. 
Saja nodaja apskatltie temati: 

• pirms atbildes zvanu uzstadlsana lappuse 50 

• faksa manudla sanemsana no telefona lappuse 5 1 

• faksa manuala sanemsana no priekseja panela lappuse 52 

• faksa manudla sanemsana, izmantojot klausuli (tikai hp officejet 
4250 series) lappuse 53 

• faksa registreta sanemsana lappuse 53 

pirms atbildes zvanu uzstadlsana 

Jus varat noteikt, cik zvaniem jaatskan, pirms jusu HP Officejet automatiski 
atbildes uz zvanu. Noklusetais uzstadljums ir 2 zvani (atkarlba no valsts/ 
regiona). 

Piezime: Sis uzstadljums darbojas tikai tad, ja jus Answer Mode (atbildes 
rezlrns) uzstadljumu iestatat uz Fax (fakss) vai FaxTel 9fakss, telefons). 

1 Nospiediet Setup (uzstadlsana). 

2 Vispirms nospiediet 3, tad 3. 

Tadejadi jus izvelaties Basic Fax Setup (faksa pamata uzstadljumi) un tad 
Rings to Answer (zvani lldz atbildei). 
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Basic Fax Setup (faksa 
pamatuzstadijumi) 

1 : Date and Time (datums un 
laiks) 

2: Fax Header (faksa galvene) 
3: Rings to Answer (zvani lidz 
atbildei) 

4: Fax Paper Size (faksa paplra 
izmers) 

5: Tone or Pulse Dialing (tonu 
vai impulsu numura sastddlsana) 
6: Ring Volume (zvanu skajums) 
7: Phone Line Monitor Volume 
(talruna llnijas tona skajums) 
8: Fax Forwarding Black Only 
(tikai melnbaltu faksu 
parsutTsana) 



3 Izmantojot taustinus, ievadiet piemeroto zvanu skaitu lidz atbildei. 

4 Lai pienemtu uzstadljumu, nospiediet OK. 

faksa manudla sanemsana no telefona 

Jus varat manuali sanemt faksus no telefona, kas ir: 

• Nepastarpinati pieslegts pie HP Officejet (izmantojot "2-EXT" portu) 

• Pieslegts pie tas pat telefona llnijas, pie kuras HP Officejet, bet nav 
savienots ar to (ierlci). 

PiezTme: Ja jus velaties faksus sanemt manuali, izmantojot pievienoto 
klausuli (tikai klausules modelis), skatiet faksa manudla sanemsana, 
izmantojot klausuli (tikai hp officejet 4250 series) lappuse 53. 

1 No automatiska dokumentu padeves mehanisma iznemiet visus originalus. 

2 Lai HP Officejet automatiski neatbildetu uz ienakosajiem zvaniem, 
uzstadiet Answer Mode (atbildes rezims) uz Tel. (telefons). Vai uzstadiet 
Rings to Answer (zvani lidz atbildei) uzstadljumu ar lielu zvanu skaitu, 
tadejadi iegustot laiku atbildet uz ienakoso zvanu, pirms to izdara 

HP Officejet. 

Papildus informaciju par Answer Mode (atbildes rezims) uzstadlsanu skatTt 
atbildes rezima uzstddisana lappuse 47. Informaciju par Rings to Answer 
(zvani lidz atbildei) zvanu skaita uzstadlsanu skatTt pirms atbildes zvanu 
uzstadTsana lappuse 50. 
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3 Lai faksu no telefona sanemtu manuali, izvelieties vienu variantu: 

- Ja jusu telefons ir pieslegts pie HP Officejet un jus dzirdat faksa tonus, 
nospiediet Start Black (sakt melnbaltu) vai Start Color (sakt krasainu). 

- Ja jusu telefons ir pieslegts pie HP Officejet, (bet atrodas uz kopejas 
telefona llnijas) un jus dzirdat faksa sutTsanas tonus, uz sava telefona 
nospiediet 12 3. 

- Ja jus runajat ar sutTtaju pa telefonu, kas pieslegts pie HP Officejet, 
paludziet vinam nospiest Start (sakt) uz sava faksa a pa rata. Tiklldz 
atskan faksa sutTsanas toni, nospiediet Start Black (sakt melnbaltu) vai 
Start Color (sakt krasainu). 

4 Pagaidiet, lldz atskanes HP Officejet sutTtie atbildes toni un tad nolieciet 
telefona klausuli. 

HP Officejet sanems faksu. 

faksa manuala sanemsana no prieksejd panela 

Faksus jus varat sanemt, izmantojot prieksejo paneli. 

1 No automatiskas dokumentu padeves iznemiet visus originalus. 

2 Lai HP Officejet automatiski neatbildetu uz ienakosajiem zvaniem, 
uzstadiet Answer Mode (atbildes rezims) uz Tel. (telefons). Vai uzstadiet 
Rings to Answer (zvani lldz atbildei) uzstadljumu ar lielu zvanu skaitu, 
tadejadi iegustot laiku atbildet uz ienakoso zvanu, pirms to izdara 

HP Officejet. 

Informaciju par Answer Mode (atbildes rezims) uzstadlsanu skatTt atbildes 
rezima uzstadisana lappuse 47. Informaciju par Rings to Answer (zvani 
lldz atbildei) zvanu skaita uzstadlsanu skatTt pirms atbildes zvanu 
uzstadisana lappuse 50. 

3 Kad jusu HP Officejet zvana, nospiediet Start Black (sakt melnbaltu) vai 
Start Color (sakt krasainu). 

HP Officejet sanems faksu. 
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faksa manudla sanemsana, izmantojot klausuli (tikai hp officejet 4250 series) 

Izmantojot pievienoto klausuli, faksus jus varat sanemt manuali. 

Piezlme: Si sadala attiecas tikai uz HP Officejet 4250 Series modeliem ar 
pievienoto klausuli. Ja jums nav pievienotas klausules, skatiet faksa manudla 
sanemsana no telefona lappuse 51 vai faksa manudla sanemsana no 
prieksejd panela lappuse 52. 

1 No automatiska dokumentu padeves mehanisma iznemiet visus origindlus. 

2 Lai HP Officejet automatiski neatbildetu uz ienakosajiem zvaniem, 
uzstadiet Answer Mode (atbildes rezims) uz Tel. (telefons). Vai uzstadiet 
Rings to Answer (zvani lidz atbildei) uzstadljumu ar lielu zvanu skaitu, 
tadejadi iegustot laiku atbildet uz ienakoso zvanu, pirms to izdara 

HP Officejet. 

Informaciju par Answer Mode (atbildes rezims) uzstadlsanu skatlt atbildes 
rezTma uzstddisana lappuse 47. Informaciju par Rings to Answer (zvani 
lidz atbildei) zvanu skaita uzstadlsanu skatlt pirms atbildes zvanu 
uzstddisana lappuse 50. 

3 Lai no telefona faksu sanemtu manuali, izvelieties vienu darblbu: 

- Ja HP Officejet zvana, paceliet pievienoto klausuli. Tiklldz atskan faksa 
sutTsanas toni, nospiediet Start Black (sdkt melnbaltu) vai Start Color 
(sdkt krdsainu), pec tarn nospiediet 2. 

- Runajot ar sutTtaju pievienotaja klausule, paludziet vinam vispirms 
nospiest Start (sakt) uz sava faksa a pa rata. Tiklldz atskan faksa 
sutTsanas toni, nospiediet Start Black (sdkt melnbaltu) vai Start Color 
(sdkt krdsainu). 

4 Pagaidiet, lidz atskanes HP Officejet sutTtie atbildes toni un tad nolieciet 
telefona klausuli. 

HP Officejet sanems faksu. 

faksa registreta sanemsana 

Registresana Jauj jusu HP Officejet piedavat sutTtaja faksam nosutlsanai 
paredzeto faksu. Izmantojot Poll to Receive (registreta sanemsana) iezlmi, 
HP Officejet piezvana noradltajam faksa aparatam un pieprasa faksa 
sanemsanu. Noradltajd faksa aparata ir jabut ieslegtai registresanai un 
sutlsanai paredzetajam faksam. 

1 Nospiediet Fax (fakss). 

Displeja augseja rinda paradas uzraksts Phone Number (telefona numurs). 

2 levadiet otra faksa aparata faksa numuru. 

3 Spiediet Fax (fakss), lidz displeja augseja rinda paradas uzraksts How to 
Fax (kd nosutit faksu). 

4 Spiediet ► , lidz displeja augseja rinda paradas uzraksts Poll to Receive 
(sanemsana registreta). 

5 Nospiediet Start Black (sdkt melnbaltu) vai Start Color (sdkt krdsainu). 
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pievienotds klausules izmantosana 
(tikai hp officejet 4250 series) 

Pievienoto klausuli jus varat izmantot, lai atbildetu uz ienakosajiem zvaniem, 
piezvanTtu, sanemtu un nosutltu faksus. HP Officejet veicot citus darbus, 
piemeram, kopesanu, skenesanu vai drukdsanu, telefona zvaniem jus varat 
izmantot pievienoto klausuli. 

PiezTme: Telefona zvaniem jus nevaresiet izmantot klausuli laika, kad 
HP Officejet suta vai sanem faksus. Ja jus pacejat klausuli faksa sutTsanas 
laika, jus nedzirdesiet nepdrtraukto signalu. Pirms izmantot klausuli 
pagaidiet, kamer HP Officejet beidz faksa sutTsanu vai sanemsanu. 

Izmantojiet so nodaju tikai tad, ja jums ir HP Officejet 4250 Series (ar pievienoto 
klausuli). 

Saja nodala apskatlti sadi temati: 

• atbilde uz ienakosajiem zvaniem, izmantojot pievienoto klausuli 

lappuse 54 

• zvanlsana, izmantojot klausuli lappuse 54 

• faksu sanemsana, izmantojot klausuli lappuse 55 

• faksu sutTsana, izmantojot klausuli lappuse 55 

• klausules skaluma noregulesana lappuse 55 

atbilde uz ienakosajiem zvaniem, izmantojot pievienoto klausuli 

► Paceliet pievienoto klausuli. 

PiezTme: Ja jus paslaik runajat pa telefonu un jums pienak vel viens zvans, 
lai atbildetu zvanu gaidlsanai, nospiediet Flash (zibsnis). Zvanu gaidlsana 
ir pakalpojums, kas visur nav pieejams. Papildus informdcijai sazinieties ar 
savu telefonpakalpojumu sniedzeju. 

zvanlsana, izmantojot klausuli 

Izmantojot pievienoto klausuli, jus varat piezvamt. Numuru atrai sastadlsanai jus 
varat izmantot Redial (numura atkartosana), Speed Dial (dtra numura 
sastadlsana) vai viena pieskariena citras sastadlsanas taustinu. 

1 Paceliet pievienoto klausuli. 

2 Izpildiet vienu no slm darblbdm: 

- Sastadiet numuru, izmantojot ciparu taustinus. 

- Lai ievadltu pedejo sastadlto numuru, nospiediet Redial (numura 
atkartosana). 

- Spiediet Speed Dial (atra sastadlsana), lldz displeja augseja rinda 
parddds velamais individualais atras sastadlsanas ieraksts 
(neizvelieties grupas citras sastadlsanas ierakstu) un nospiediet OK. 
Jus varat apskatlt atras sastadlsanas ierakstus spiezot i vai ► , vai no 
priekseja paneja ievadot atras sastadlsanas ieraksta kodu. 

- Nospiediet viena pieskariena atras sastadlsanas taustinu, tad OK. 
Nospiediet to vienreiz, lai piekjutu pirmajam atras sastadlsanas 
ieraksta m, un divreiz, lai piekjutu otrajam ieraksta m, kas pieskirts sim 
taustinam. 
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faksu sanemsana, izmantojot klausuli 

► Informaciju par faksu sanemsanu, izmantojot klausuli, skatlt faksa manudla 
sanemsana, izmantojot klausuli (tikai hp officejet 4250 series) lappuse 53. 

faksu sutlsana, izmantojot klausuli 

► Informaciju par faksu sutTsanu, izmantojot klausuli, skatlt lai faksu nosutltu 
manuali, izmantojot pievienoto klausuli (tikai modelim ar klausuli) 

lappuse 47. 

klausules skajuma noregulesana 

Klausules skalumu jus varat noregulet no Normal (normals) lldz Loud (skajs). 

1 Paceliet pievienoto klausuli. 

2 Lai samazinatu skajumu, nospiediet i vai ► , lai palielinatu skajumu. 

Piezlme: Jus varat noregulet arl zvana un nepartraukta signala skalumu. 
Papildu informaciju skatlt zvanu skajuma noregulesana un tdlruna llnijas 
tona skajuma noregulesana. 

faksa galvenes uzstadlsana 

Faksa galvene ir katra nosutlta faksa augsdaja uzdrukats jusu vards un faksa 
numurs. Mes iesakam faksa galveni uzstddlt, izmantojot Fax Setup Wizard 
(faksa uzstadlsanas pallgs) HP Image Zone programmaturas instalesanas laika, 
bet jus to varat arl uzstadlt, izmantojot prieksejo paneli. 

Daudzas valstls/regionos faksa galvene ir obligata likuma praslba. 

Piezime: Ungarija abonenta identifikacijas kodu (faksa galveni) var 
nomainTt tikai attieclgi pilnvarota persona. Lai iegutu papildus informaciju, 
sazinieties ar savu pilnvaroto HP izplatltaju. 

1 Nospiediet Setup (uzstadlsana). 

2 Vispirms nospiediet 3, tad 2. 

Tadejadi jus izvelaties Basic Fax Setup (faksa pamata uzstadljumi) un tad 
Fax Header (faksa galvene). 

3 Pec uzaicinajuma ievadiet savu vardu vai uznemuma nosaukumu. 
Informaciju par teksta ievadlsanu no priekseja panela skatlt teksta 
ievadlsana, izmantojot prieksejo paneli lappuse 56. 

4 Nospiediet OK. 

5 Izmantojot numuru taustinus, ievadiet savu faksa numuru. 

6 Nospiediet OK. 

lespejams, ka bus vienkarsak ievadlt faksa galveni, izmantojot HP Director (HP 
virzosa ierlce), ko jus instalejat kopci ar savu HP Officejet. Bez faksa galvenes 
informacijas ievadlsanas jus varat ievadlt arl titullapas informaciju. So 
informaciju izmantos, ja jus no datora sutTsiet faksu un pievienosiet titullapu. 
Papildus informaciju skatlt ekrana hp image zone palldzlba, ko jus sanemat 
kopa ar programmaturu. 
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teksta ievadlsana, izmantojot prieksejo paneli 

Sis saraksts sniedz padomus teksta ievadlsana, izmantojot priekseja paneja 
taustinus. 

• Spiediet taustinu ciparus, kuri atbilst varda burtiem. 
( l \ Burti A, B un C atbilst ciparam 2 un ta talak. 

UbcJ 

• Lai apskatitu pieejamos simbolus, spiediet taustinu vairakas reizes. 

Piemeram, lai ievadltu j k I J K L 5 
so simbolu: 

Taustins ar ciparu 5 1 2 3 4 5 6 7 
jums janospiez (reizes): 

PiezTme: Atkarlba no jusu valodas un valsts/regiona, iespejams, ka ir 
pieejami papildus simboli. 

• Pec nepieciesama burta paradlsanas Jaujiet kursoram pavirzlties uz la bo 
pusi vai nospiediet ► . Nospiediet ciparu, kurs atbilst varda nakosajam 
burtam. Spiediet taustinu vairakas reizes, lldz paradas nepieciesamais 
burts. Varda pirmais burts automatiski tiek pdrveidots par lielo burtu. 
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Padoms: Pec divam sekundem kursors automatiski pavirzlsies uz 
labo pusi. 

• Lai ievietotu atstarpi, nospiediet Space (#) (atstarpe (#) vai ► . 

• Lai ievadltu trls sekunzu pauzi, nospiediet Redial/Pause (izsaukuma 
atkartosana/ pauze) . 

• Lai ievadltu simbolu, piemeram *, vairakkart nospiediet Symbols (*) 
(simboli (*)) un jGs varesiet apskatlt simbolu sarakstu. Saja tabula ir 
redzami pieejamie simboli. 



pieejamie 
simboli: 


apraksts: 


pieejami, ievadot: 


* 


Sniedz Dual Tone Multiple- 
frequency (DIMr) tonus, ko 
apzlme ar zvaigznlti. 


faksa galvene, atras 

■ - l-v • I , • r i 

sastadisanas leraksti, taksa 
vai telefona numuri un 
parraudzTta savienojuma 
ieraksti 




Izmantojot automatisko numura 

1 i in /~^ff M i 

izsaukumu, HP Otticejet numuru 
seclbci ievieto trls sekunzu pauzi. 


faksa galvene, atras 

i - l-v • 1 , • 

sastadisanas ieraksti un 
faksa vai telefona numuri 


0 


Ertakai numuru nolaslsanai, lai 

i i i-i • - 
atdahtu, piemeram, rajonu 

kodus, parada labo vai kreiso 

iekavu. Sie simboli neietekme 

numura izsaukumu. 


faksa galvene, atras 

l- l-v • 1 ■• 

sastadisanas ieraksti un 
faksa vai telefona numuri 


w 


Izmantojot automatisko numura 
izsaukumu, W simbols pirms 
izsaukuma turpinasanas liek 
HP Officejet sagaidlt 
nepartraukto signalu. 


faksa galvene, atras 
sastadisanas ieraksti un 
faksa vai telefona numuri 


R 


Automatisko numura 
izsaukuma lai ka R darbojas 
tapat ka Flash (zibsnis) taustins. 


faksa galvene, atras 
sastadisanas ieraksti un 
faksa vai telefona numuri 


+ 


Faksa galvene ievieto "plus" 
simbolu. 


faksa galvene 



• Ja esat kjudijies, kjudas labosanai nospiediet i un tad ievadiet pareizo 
ierakstu. 

• Lai teksta ierakstu pec ievadlsanas saglabatu atmina, nospiediet OK. 
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drukdt atskaites 

Savam HP Officejet jus varat uzstadlt automatisku drukas kjudu atskaisu un 
apstiprinajuma atskaisu (par sutTtajiem un sanemtajiem faksiem) drukdsanu. 
Nepieciesamlbas gadljuma sistemas atskaites jus varat izdrukat arl manuali; sis 
atskaites sniedz derlgu sistemas informdciju par HP Officejet. 

Noklusetais uzstadljums paredz, ka jusu HP Officejet izdruka atskaiti tikai tad, 
ja faksa sanemsanas vai nosutlsanas laika radas problema. Pec katras darblbas 
priekseja paneja displeja TslaicTgi paradas apstiprinajums veiksmlgai faksa 
nosutlsanai. 

Saja nodajci apskatlti sadi temati: 

• atskaisu automatiska drukasana lappuse 58 

* atskaisu manuala drukasana lappuse 60 

atskaisu automatiska drukasana 

Sis uzstadljums Jauj konfiguret jusu HP Officejet, lai tas automatiski druka kjumju 
un apstiprinajumu atskaites. 

PiezTme: Ja jums ir nepieciesams izdrukdts apstiprinajums tarn, ka jusu faksi 
ir veiksmTgi nosutlti, ieverojiet sos noradljumus pirms faksa sutTsanas. 

1 Nospiediet Setup (uzstadTsana). 

2 Vispirms nospiediet 1, tad 1. 

Ta izvelaties Print Report (drukat atskaiti) un tad Automatic Reports Setup 
(automatisko atskaisu uzstadTsana). 



Print Report (drukat atskaiti) 
1 : Automatic Reports Setup - 
(automatisko atskaisu 
uzstadTsana) 

2: Last Transaction (pedeja 
darblba) 

3: Fax Log (faksa zurnals) 
4: Speed Dial List (atras 
sastadlsanas saraksts) 
5: Self-Test Report (pastesta 
atskaite) 

6: Caller ID Report (numura 
noteiceja atskaite)* 
7: Junk Fax Report (lieko 
faksu atskaite) * 

* Nav pieejams visas valstls/ 
regionos. Ja numura noteiksanas 
pakalpojumu jusu valstl/regiona 
nepiedava, Print Report (drukat 
atskaiti) izvelne si vienlba 
neparadlsies. 



Automatic Reports Setup 
(automatisko atskaisu 
uzstadTsana) 

Every Error (katra kjume) 
Send Error (nosutlsanas 
klume) 

Receive Error (sanemsanas 
klume) 

Every Fax (katrs fakss) 
Send Only (tikai nosutlsana) 
Off (izslegts) 
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3 Spiediet ► , lai apskatltu atskaisu veidus: 

- Every Error (katra kjume): izdruka atskaiti, ja rodas kada faksa kjume 
(noklusetais uzstadljums). 

- Send Error (nosutTsanas klume): izdruka atskaiti, ja sutTsanas laika 
rodas kjume. 

- Receive Error (sanemsanas klume): izdruka atskaiti, ja sanemsanas 
laika rodas klume. 

- Every Fax (katrs fakss): izdruka apstiprinajumu katru reizi, kad tiek 
nosutlts vai sanemts fakss. 

- Send Only (tikai nosutlsana): izdruka atskaiti pec katra faksa 
nosutTsanas. 

- Off (izslegts): faksa atskaites netiek drukatas. 

PiezTme: Ja jus izvelaties Send Only (tikai nosutlsana), jus sanemsiet 
atskaites arl par klumem, ja tcidas notikusas. 

4 Lai izveletos atskaiti, nospiediet OK. 
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atskaisu manudla drukasana 

Jus varat manuali izdrukdt atskaites par savu HP Officejet, piemeram, pedeja 
sutTta faksa stavokli, atras sastadlsanas ierakstu sarakstu vai diagnostikas Self- 
Test Report (pastesta atskaite). 

1 Vispirms nospiediet Setup (uzstadlsana), tad 1. 

Ta jus izvelaties Print Report (drukat atskaiti). 



Print Report (drukat atskaiti) 

1 : Automatic Reports Setup 
(automatisko atskaisu 
uzstadlsana) 

2: Last Transaction (pedeja 
darblba) 

3: Fax Log (faksa zurnals) 
4: Speed Dial List (atras 
sastadlsanas saraksts) 
5: Self-Test Report (pastesta 
atskaite) 

6: Caller ID Report (numura 
noteiceja atskaite)* 
7: Junk Fax Report (lieko 
faksu atskaite)* 

* Nav pieejams visas valstls/ 
regionos. Ja numura noteiksanas 
pakalpojumu jusu valstl/regiona 
nepiedava, Print Report (drukat 
atskaiti) izvelne si vienlba 
neparadlsies. 



2 Spiediet ► , lai apskatitu atskaisu veidus: 

- Automatic Reports Setup (automatisko atskaisu uzstadlsana): druka 
automatiskas atskaites, informaciju skatlt atskaisu automdtiska 
drukasana lappuse 58. 

- Last Transaction (pedeja darblba): druka detalizetu informaciju par 
pedejo faksa darblbu. 

- Fax Log (faksa zurnals): druka faksa zurnalu, kura aprakstltas faksa 
pedejas 30 darblbas. 

- Speed Dial List (atras sastadlsanas saraksts): druka ieprogrammeto 
atras sastadlsanas sarakstu. 

- Self-Test Report (pastesta atskaite): druka atskaiti, kas jums palldzes 
noteikt drukasanas un izvietojuma problemas. Papildus informaciju 
skatlt pastesta atskaites izdrukasana lappuse 86. 

- Caller ID Report (numura noteiceja atskaite): druka zurnalu, kura 
uzskaitTti pedejo 30 sanemto zvanu numuri. Atskaite ir iekjauts telefona 
numurs, zvanu datums, laiks un zvamtaja vards (ja tas ir pieejams). 
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PiezTme: Numura noteiksanas pakalpojums nav pieejams visas valstTs/ 
regionos. Ja numura noteiksanas pakalpojumu jusu valstl/regiona 
nepiedava, Print Report (drukat atskaiti) izvelne si vienlba neparddlsies. 
Informaciju skatlt numura noteiceja izmantosana lappuse 74. 

- Junk Fax Report (lieko faksu atskaite): druka atskaiti par faksa 
numuriem, kurus jus esat blokejusi. Papildus informaciju skatlt lieko 
faksa numuru blokesana lappuse 74. 

3 Lai izveletos atskaiti, nospiediet OK. 
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numura atras sastadlsanas uzstadlsana 

Biezi izmantojamos faksa numurus jus varat uzstadlt ka atras sastadlsanas 
numurus. Izmantojot numura atras sastadlsanas taustinus priekseja panell, jus 
varat atri nosutlt faksus. Lai apskatltu numura citras sastadlsanas sarakstu un 
izveletos vajadzlgo ierakstu, jus varat nospiest Speed Dial (atra sastadlsana). 

Pirmie 1 0 citras sastadlsanas numuri automatiski tiek saglabdti 5 priekseja 
panela viena pieskariena citras sastadlsanas taustinos. Ja jus noglabajat vairak 
neka 5 atras sastadlsanas ierakstus, katram taustinam tiek paredzeti 2 atras 
sastadlsanas ieraksti. Lai parvietotos starp siem diviem numuriem, velreiz 
nospiediet viena pieskariena citras sastadlsanas taustinu. Piemeram, lai 
parvietotos starp 1 . un 6. atras sastadlsanas ierakstu, nospiediet pirmo viena 
pieskariena taustinu, lai parvietotos starp 2. un 7. ierakstu, nospiediet otro viena 
pieskariena taustinu un ta talak, lldz pat piektajam viena pieskariena taustinam. 
Papildu informaciju par viena pieskariena taustinu izmantosanu skatTt faksa 
nosutTsana, izmantojot atro sastadTsanu lappuse 42. 

Atras sastadlsanas uzstddljumu ievadlsanai mes iesakdm izmantot HP Director 
(HP virzosa ierlce), tomer jus varat izmantot an prieksejo paneli. 



Izmantojot datora HP Director (HP virzosa ierlce), jus varat atri un vienkarsi 
uzstadlt atras sastadlsanas ierakstus. Papildus informaciju skatTt ekrana 
hp image zone palldzlba, ko jus sanemat kopa ar programmaturu. 

Saja nodajci apskatltie temati: 

* individual atras sastadlsanas numuru izveidosana lappuse 62 

* sagrupetas atras sastadlsanas numuru izveidosana lappuse 63 

* atjauninat atras sastadlsanas numurus lappuse 64 

* atras sastadlsanas numuru izdzesana lappuse 65 

individudlu atras sastadlsanas numuru izveidosana 

Biezi izmantotiem faksa numuriem jus varat izveidot atras sastadlsana ierakstus. 

1 Nospiediet Setup (uzstadlsana). 

2 Vispirms nospiediet 2, tad 1. 

Tadejadi jus izvelaties Speed Dial Setup (numura atras sastadlsanas 
uzstddljumi), un tad Individual Speed Dial (individuals atras sastadlsanas 
numurs). 



Speed Dial Setup (numura 
atras sastadlsanas 
uzstadljumi) 
1 : Individual Speed Dial 
(individuals atras stadlsanas 
numurs) 

2: Group Speed Dial 
(sagrupeta atra sastadlsana) 
3: Delete Speed Dial (izdzest 
citras sastadlsanas numuru) 
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Displeja paradas pirmais neaiznemtais ieraksts numura atras sastadlsanas 
uzstadljuma. 

3 Lai izveletos displeja redzamo numura atras sastadlsanas ierakstu, 
nospiediet OK. 

Padoms: Lai izveletos citu tukso ierakstu, nospiediet i vai ► , un 
tad OK. 

4 levadiet ierakstam paredzeto faksa numuru un nospiediet OK. 
Faksa numura garums var but lldz 50 zlmem. 

Padoms: Lai faksa numura ievadltu atstarpi, nospiediet Redial/ 
Pause (izsaukuma atkartosana/pauze). 

5 levadiet vardu un nospiediet OK. 
Varda garums var but lldz 1 3 simboliem. 

Papildu informaciju par teksta ievadlsanu skatTt teksta ievadlsana, 
izmantojot prieksejo paneli lappuse 56. 

6 Paradoties Enter Another? (ievadTt vel vienu?), nospiediet 1 (Yes) (ja), ja 

velaties ievadlt vel vienu numuru vai 2 (No) (ne), ja velaties beigt 
uzstadlsanu. 

sagrupetas atras sastadlsanas numuru izveidosana 

Si iezlme jums sniedz iespeju izveidot 50 individualo citras sastadlsanas numuru 
grupas, kurcim ar vienu atras sastadlsanas taustina palldzlbu jus varat nosutlt 
melnbaltus faksus. 

Piezlme: Grupcim jus varat nosutlt tikai melnbaltus faksus; krasu un Very 
Fine (Joti labas) izskirtspejas faksus si iezlme neatbalsta. 

Grupai jus varat pievienot tikai ieprieks ievadltus atras sastadlsanas numurus. 
Turklat pievienot var tikai individualos citras sastadlsanas numurus; grupu nevar 
pievienot citai grupai. 

1 Nospiediet Setup (uzstadTsana). 

2 Vispirms nospiediet 2, tad 2. 

Tadejadi jus izvelaties Speed Dial Setup (numura citras sastadlsanas 
uzstadljumi), un tad Group Speed Dial (sagrupeta atra sastadlsana). 



Speed Dial Setup (numura 
atras sastadlsanas 
uzstadljumi) 

1 : Individual Speed Dial 
(individuals citras stadlsanas 
numurs) 

2: Group Speed Dial 
(sagrupeta atra sastadlsana) 

3: Delete Speed Dial (izdzest 
citras sastadlsanas numuru) 



Displeja paradas pirmais neaiznemtais numura atras sastadlsanas 
ieraksts. 



lietotaja rokasgramata 



63 



nodaja 5 

3 Lai izveletos displeja redzamo numura atras sastadlsanas ierakstu, 
nospiediet OK. 

Padoms: Lai izveletos citu tukso ierakstu, nospiediet i vai ► , un 
tad OK. 

4 Lai izveletos individudlo citras sastadlsanas numuru, kuru velaties pievienot 
grupai, nospiediet i vai ► . Izmantojot prieksejo paneli, jus varat ievadlt 
citras sastadlsanas kodu. 

5 Nospiediet OK. 

6 Paradoties Enter Another? (ievadlt vel vienu?), vel viena individuals citras 
sastadlsanas numura pievienosanai nospiediet 1 (Yes) (jd). 

7 Pec visu velamo numuru ievadlsanas nospiediet 2 (No) (ne). 

8 levadiet sagrupetas citras izsauksanas vardu un nospiediet OK. 
Vcirda garums var but lldz 1 3 simboliem. 

Papildu informaciju teksta ievadlsanai skatlt teksta ievadlsana, izmantojot 
prieksejo paneli lappuse 56. 

9 Paradoties Another Group? (vel vienu grupu?), nospiediet 1 (Yes) (jd), ja 

velaties ievadlt vel vienu citras sastadlsanas grupu vai 2 (No) (ne), ja 
velaties beigt uzstadlsanu. 

atjauninat atras sastadlsanas numurus 

Jus varat ma i nit individuals atras sastadlsanas ieraksta vardu vai telefona 
numuru. 

PiezTme: Ja individuals atras sastadlsanas numurs ir sagrupetas atras 
sastadlsanas daja, visas izmainas, ko veiksiet individualaja atras 
sastadlsanas numura, tiks piemerotas arl atras sastadlsanas grupai. 

1 Nospiediet Setup (uzstadTsana). 

2 Vispirms nospiediet 2, tad 1. 

Tadejadi jus izvelaties Speed Dial Setup (numura atras sastadlsanas 
uzstadljumi), un tad Individual Speed Dial (individuals atras sastadlsanas 
numurs). 

3 Lai apskatltu atras sastadlsanas numurus, spiediet i vai ► , lai izveletos 
velamo numuru spiediet OK. 

4 Paradoties faksa numuram, to var izdzest, nospiezot i . 

5 levadiet faksa numuru no jauna. 

Padoms: Lai faksa numura ievadltu atstarpi, nospiediet Redial/ 
Pause (izsaukuma atkartosana/pauze). 

6 Spiediet OK, lai saglabatu izveleto numuru. 

7 Ja jums jamaina vardu, izdzesiet to, nospiezot i un tad, izmantojot 
taustinus, ievadiet jauno vardu. 

8 Nospiediet OK. 

9 Lai atjaunotu vel vienu ierakstu, nospiediet 1 (Jd) vai 2 (Ne), lai beigtu 
atjaunosanu. 
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atras sastadlsanas numuru izdzesana 

Lai izdzestu individualo vai sagrupeto atras sastadlsanas ierakstu, vadieties pec 
siem noradljumiem. 

1 Nospiediet Setup (uzstadisana). 

2 Nospiediet 2, tad 3. 

Ta jus izvelaties Speed Dial Setup (numura atras sastadlsanas 
uzstadljumi), un tad Delete Speed Dial (atras sastadlsanas izdzesana). 

3 Spiediet ► , lldz parddds velamais atras sastadlsanas numurs, tad 
nospiediet OK. Lai izveletos numura atras sastadlsanas ierakstu izmantojot 
prieksejo paneli, jus varat ievadlt trls ciparu atras sastadlsanas kodu. 

faksa izskirtspejas un gaisdks/tumsdks uzstadijumu maina 

Sutamajiem dokumentiem jus varat mainlt faksa izskirtspeju un gaisdks/tumsdks 
uzstadijumu. 

PiezTme: Sie uzstadljumi neietekme kopesanas uzstddljumus. Kopesanas 
izskirtspeja un kontrasts tiek uzstddlti atseviski. Pie tarn tie uzstadljumi, ko 
jus maindt no priekseja paneja, neietekme no datora sutTtos faksus. 

Sajd nodajd apskatltie temati: 

• faksa izskirtspejas maina lappuse 65 

• gaisaks/tumsaks uzstadijumu maina lappuse 66 

• uzstadit jaunas noklusetas vertibas lappuse 67 

faksa izskirtspejas maina 

Fax Resolution (faksa izskirtspejas) uzstddljums ietekme melnbaltu faksa 
dokumentu sutTsanas dtrumu un kvalitdti. HP Officejet suta faksus visaugstdkajd 
kvalitdte, kdda pieejama sanemeja faksa aprdtam. Faksa izskirtspeju var mainlt 
tikai melnbaltajiem faksiem. Visi krdsainie faksi tiek sutTti, izmantojot Fine (laba) 
izskirtspeju. Ir pieejami sddi Fax Resolution (faksa izskirtspeja) uzstadljumi: 

• Fine (laba): sis ir noklusetais uzstddljums. Tas nodrosina augstas kvalitdtes 
tekstu un ir piemerots vairumam dokumentu. 

• Very Fine (]oti laba): sis uzstddljums jdizmanto, ja jus sutat dokumentus, 
kurd jdsaredz slkas detajas. Izveloties so uzstadijumu jums jdzina, ka faksa 
sutTsana aiznem vairdk laiku un jus varat nosutlt tikai melnbaltus faksus. 

• Photo (fotogrdfija): sis uzstddljums sniedz augstdko kvalitdti, un ir 
paredzets fotogrdfiju nosutlsanai pa faksu. Izveloties Photo (fotogrdfija) 
jums jdzina, ka faksa nosutlsana aiznem vairdk laika. Sutot fotogrdfijas, 
mes jums iesakdm izmantot Photo (fotogrdfija) uzstadijumu. 

• Standard (standarts): sis uzstddljums pieddvd mazdko pieejamo faksa 
nosutTsanas laiku un zemdko kvalitdti. 

1 Dokumentu padeve originals ir jdievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. 

Papildus informdciju skatTt origindla ievietosana lappuse 26. 

2 Spiediet Fax Resolution (faksa izskirtspeja), lldz parddds vajadzlgais 
izskirtspejas uzstddljums. 
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PiezTme: Izveletais Fax Resolution (faksa izskirtspeja) uzstadijums 
saglabdjas lldz ta nomainas brldim. 

Padoms: Fax Resolution (faksa izskirtspeja) uzstddljumu jus varat 
arl nomainlt, spiezot Fax, tad ar i vai ► sameklejot Fax 
Resolution (faksa izskirtspeja) un tad nospiezot OK. Lai samekletu 
velamo uzstadljumu, izmantojiet i vai ► un tad velreiz 
nospiediet OK. 

3 Izmantojot ciparu taustinus, ievadiet faksa numuru, nospiediet viena 
pieskariena atras izsauksanas taustinu, vai spied iet Speed Dial (dtrd 
sastddlsana), lldz paradds vajadzlgais atras sastadlsanas ieraksts. 

4 Nospiediet Start Black (sdkt melnbaltu). 

PiezTme: Ja jus nospiezat Start Color (sakt krasainu), fakss tiks nosutlts, 
izmantojot Fine (labs) uzstadljumu. 

gaisdks/tumsdks uzstadljumu maina 

Izmantojot so uzstadljumu, jus varat originala kopiju padarlt tumsaku vai 
gaisaku. Si iezlme ir noderlga, ja jus sutat izbalejusu, izpludusu vai ar roku 
rakstltu dokumentu. Mainot kontrastu, originalu jus varat padarlt gaisaku. 

Pec divam minutem izmainas tiek dzestas, un sak darboties noklusetais 
uzstadijums, iznemot gadljumu, ja jus sis izmainas noglabajat ka nokluseto 
uzstadljumu. Informaciju skatlt uzstddlt jaunas noklusetds vertlbas lappuse 67. 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. 

Papildus informaciju skatlt originala ievietosana lappuse 26. 

2 Nospiediet Fax (fakss). 

Displeja augseja rinda paradds uzraksts Phone Number (telefona numurs) 

3 Izmantojot numuru taustinus ievadiet faksa numuru, nospiediet viena 
pieskariena atras izsauksanas taustinu vai spied iet Speed Dial (dtrd 
sastddisana), lldz paradds vajadzlgais atras sastadlsanas ieraksts. 
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4 Spiediet Fax (fakss), lldz displeja augsejd rinda parados uzraksts Lighter/ 
Darker (gaisaks/tumsaks). 

Displeja vertlbu diapazons paradas uz skalas apllsu veidd. 

5 Lai faksu padantu gaisaku, nospiediet i , tumsaku - ► . 
Aplltis pdrvietosies pa labi vai pa kreisi. 

6 Nospiediet Start Black (sdkt melnbaltu) vai Start Color (sdkt krasainu). 

uzstadlt jaunas noklusetas vertlbas 

Izmantojot prieksejo paneli, jus varat mainlt Lighter/Darker (gaisaks/tumsaks) 
noklusetas vertlbas. 

1 Dokumentu padeve originals ir jaievieto ar virspusi uz leju un ar augsejo 
malu pa prieksu. 

Papildus informaciju skatlt originala ievietosana lappuse 26. 

2 Nospiediet Fax (fakss). 

Displeja augsejd rinda paradas uzraksts Phone Number (telefona numurs). 

3 Izmantojot numuru taustinus ievadiet faksa numuru, nospiediet viena 
pieskariena atras izsauksanas taustinu vai spiediet Speed Dial (dtrd 
sastddisana), lldz paradas vajadzlgais atras sastadlsanas ieraksts. 
Papildu informaciju par atro numura sastadlsanu skatlt numura dtrds 
sastadlsanas uzstddisana lappuse 62. 

4 Spiediet Fax (fakss), lldz displeja augseja rinda paradas uzraksts Lighter/ 
Darker (gaisaks/tumsaks). 

5 Veiciet velamas izmainas. 

6 Atkal spiediet Fax (fakss), lldz displeja augsejd rinda paradas uzraksts Set 
New Defaults (uzstadlt jaunas noklusetas vertlbas). 

7 Lai izveletos Yes (jd) spiediet ► . 

8 Nospiediet Start Black (sdkt melnbaltu) vai Start Color (sdkt krasainu). 

HP Officejet faksu sutTsanai izmantos jauno nokluseto uzstddljumu. 
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faksa opciju uzstadlsana 

Jus varat uzstadlt daudzas faksa opcijas, piemeram, automatiski HP Officejet 
atkdrtoto izsaukumu, ja numurs iraiznemts. Veicot izmainas sTm opcijdm, jaunais 
uzstadljums kjust par nokluseto vertlbu. Si sadaja sniedz informaciju par faksa 
opciju mainu. 

Sajd nodajd apskatltie temati: 

* datuma un laika uzstadlsana lappuse 68 

* faksu sanemsanas papTra izmera uzstadlsana lappuse 69 

* tonu vai impulsu numura izsauksana lappuse 69 

* zvanu skajuma noregulesana lappuse 69 

* talruna llnijas tona skajuma noregulesana lappuse 70 

* faksu pdrsutisana uz citu numuru lappuse 70 

* faksa parsutTsanas labosana vai atcelsana lappuse 70 

* atbildes zvanu shemas maina (balss/faksa zvanu izskirsana) lappuse 71 

* automatiski atkartot aiznemta vai neatbildosa numura izsauksanu 

lappuse 71 

* ienakoso zvanu automatiskas reducesanas uzstadlsana lappuse 72 

* klumju labosanas rezims lappuse 73 

* faksa atruma uzstadlsana lappuse 73 

* numura noteiceja izmantosana lappuse 74 

* lieko faksa numuru blokesana lappuse 74 

* sanemta faksa saglabasanas uzstadlsana lappuse 75 

datuma un laika uzstadlsana 

No prieksejd paneja jus varat uzstadlt datumu un laiku. Faksa sutTsanas laika 
faksa galvene tiek nofiksets arl datums un laiks. Datuma un laika formats ir 
atkarlgs no valodas un valsts/regiona uzstadljuma. 

1 Nospiediet Setup (uzstadlsana). 

2 Vispirms nospiediet 3, tad 1. 

Tadejadi jus izvelaties Basic Fax Setup (faksa pamata uzstadljumi) un tad 
Date and Time (datums un laiks). 

3 Spiezot attieclgos ciparu taustinus, ievadiet menesi, dienu un gadu (tikai 
pedejos divus ciparus). lespejams, ka jusu valsts/regiona uzstadljums 
piedavas datumu ievadlt savddcika kartlba. 

Apaksejais kursors atrodas zem pirma cipara un automatiski parvietojas uz 
prieksu katru reizi, kad jus nospiezat taustinu. Pec datuma pedeja cipara 
ievadlsanas automatiski paradds laika uzstadlsana. 

4 Ievadiet stundas un minutes. 

Ja jus izmantojat 1 2 stundu laika formatu, pec laika pedeja cipara 
ievadlsanas automatiski paradas AM/PM (priekspusdienas/ pecpusdienas) 
uzstadlsanas piedavajums. 

5 Ja paradds ieteikums, nospiediet 1, lai uzstadltu AM (priekspusdiena) vai 
2, lai uzstadltu PM (pecpusdiena). 

Priekseja paneja displejd paradds jaunais datuma un laika uzstadljums. 
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faksu sanemsanas paplra izmera uzstadlsana 

Jus varat izveleties faksu sanemsanas paplra izmeru. Izveletajam paplra izmeram 
ir jaatbilst paplra padeve ievietota paplra izmeram. Faksus var drukat tikai uz 
vestules (letter), A4 vai legala (legal) paplra (atkarlba no valsts/regiona). 

PiezTme: Ja paplra padeve ir ievietots nepareiza izmera paplrs, faksu 
nedrukas un displeja paradlsies kjumes zinojums. Lai so faksu izdrukatu, 
ievietojiet vestules (letter), A4 vai legalo (legal) paplru, un nospiediet OK. 

1 Nospiediet Setup (uzstadlsana). 

2 Vispirms nospiediet 3, tad 4. 

Tadejadi jus izvelaties Basic Fax Setup (faksa pamata uzstadljumi) un tad 
Fax Paper Size (faksa paplra izvelne). 

3 Lai izveletos opciju, spied iet ► , tad OK. 

tonu vai impulsu numura izsauksana 

Izsauksanas rezTmu var uzstadlt uz tonu vai impulsu numura izsauksanu. Vairums 
telefona sistemu darbojas ar abiem izsauksanas veidiem. Ja jus izmantojat 
publisko telefona sistemu vai privato PBX sistemu, kurai ir nepieciesama impulsu 
izsauksana, iespejams, jums bus jaizvelas Pulse Dialing (impulsu numura 
izsauksana). Noklusetais uzstadljums irTone Dialing (tonu numura izsauksana). 
Izmantojot impulsu numura izsauksanu, dazas no telefona sistemas iezlmem 
nebus pieejamas. Bez tarn, impulsu numura izsauksana aiznem vaircik laika. Ja 
neesat parliecinats, kuru uzstddljumu jus izmantojat, sazinieties ar savu 
telefonpakalpojumu sniedzeju. 

PiezTme: Ja jusu telefona sistemai nav nepieciesama impulsu numura 
izsauksana, mes iesakdm izmantot nokluseto uzstddljumu - Tone Dialing 
(tonu numura izsauksana). 

1 Nospiediet Setup (uzstadlsana). 

2 Vispirms nospiediet 3, tad 5. 

Tadejadi jus izvelaties Basic Fax Setup (faksa pamata uzstadljumi) un tad 
Tone or Pulse Dialing (tonu vai impulsu numura izsauksana). 

3 Lai izveletos Tone vai Pulse, nospiediet ► . 

4 Nospiediet OK. 

zvanu skajuma noregulesana 

HP Officejet ienakosa telefona vai faksa zvaniem var uzstadlt cetrus skajuma 
llmenus. Jus varat izveleties Off (izslegts), Low (zems), Medium (videjs) vai High 
(augsts). Noklusetais uzstadljums ir Medium (videjs). 

1 Nospiediet Setup (uzstadlsana). 

2 Vispirms nospiediet 3, tad 6. 

Tadejadi jus izvelaties Basic Fax Setup (faksa pamata uzstadljumi) un tad 
Ring Volume (zvanu skajums). 

3 Lai izveletos opciju, spied iet ► , tad OK. 
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talruna llnijas tona skaluma noregulesana 

Phone Line Monitor Volume (talruna llnijas tona skaluma) uzstadljums jums 
pieddvd noregulet nepdrtrauktd signala un faksa tonu skajumu. Jus varat 
izveleties Low (zems), Medium (videjs) vai High (augsts). Noklusetais 
uzstadljums ir Medium (videjs). 

1 Nospiediet Setup (uzstadlsana). 

2 Vispirms nospiediet 3, tad 7. 

Tadejadi jus izvelaties Basic Fax Setup (faksa pamata uzstadljumi) un tad 
Phone Line Monitor Volume (talruna llnijas tona skajums). 

3 Lai izveletos opciju, spied iet ► , tad OK. 

faksu pdrsutlsana uz citu numuru 

Fax Forwarding (faksa pdrsutlsana) iezlme sniedz iespeju sanemtos faksus 
pdrsutTt uz citu faksa numuru. Laikd, kad Fax Forwarding (faksa pdrsutlsana) ir 
ieslegta, jusu HP Officejet iendkosos faksus nedrukds. Ja sanemat krdsainu 
faksu, to pdrsutTs melnbaltu. 

1 Nospiediet Setup (uzstadlsana). 

2 Vispirms nospiediet 3, tad 8. 

Tadejadi jus izvelaties Basic Fax Setup (faksa pamata uzstadljumi) un tad 
Fax Forwarding Black Only (tikai melnbaltu faksu pdrsutlsana). 

3 Pec uzaicindjuma ievadiet faksa numuru, uz kuru jdpdrsuta faksi. 

4 Nospiediet OK. 

Displejd parddds Fax Forwarding (faksa pdrsutlsana). 

faksa parsutTsanas labosana vai atcelsana 

Ja faksa pdrsutlsana ir ieslegta, jus, iespejams, velesieties nomainTt faksa 
parsutTsanas numuru vai vispdr atcelt faksa pdrsutTsanu. Lai labotu vai izslegtu 
faksa pdrsutTsanu, sekojiet siem norddTjumiem. 

1 Nospiediet Setup (uzstadlsana). 

2 Vispirms nospiediet 3, tad 8. 

Tadejadi jus izvelaties Basic Fax Setup (faksa pamata uzstddTjumi) un tad 
Fax Forwarding Black Only (tikai melnbaltu faksu pdrsutTsana). 

3 Pec mirkja displejd parddds Forwarding is ON 1=Edit 2=Cancel 
(parsutlsana ir IESLEGTA 1=Labot 2 = Atcelt). Izpildiet vienu no 
iespejamdm darbTbdm: 

- Lai labotu faksa numuru, spiediet 1. Sekojiet norddTjumiem, kurus 
redzesiet prieksejd paneja displejd. 

- Lai atceltu Fax Forwarding (faksa parsutTsanu), spiediet 2. 

Padoms: Laikd, kad prieksejd paneja displejd redzat "Fax 
Forward ing" ("faksa pdrsutTsana"), jus to varat atcelt, nospiezot 
Cancel (atcelt) un 2. 
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atbildes zvanu shemas maina (balss/faksa zvanu izskirsana) 

Daudzi telefonpakalpojumu sniedzeji piedava balss/faksa zvanu izskirsanas 
pakalpojumu, kas sniedz iespeju izmantot vai rdkus telefona numurus, izmantojot 
vienu telefona llniju. Izmantojot so pakalpojumu, katram numuram bus atskirlga 
zvana shema, piemeram, viens, divi un trls zvani. 

Ja jus savu HP Officejet savienojat ar balss/faksa zvanu izskirsanas llniju, 
sazinieties ar savu telefonpakalpojumu sniedzeju, lai tas vienu zvana shemu 
paredz balss zvaniem un otru faksa zvaniem. Faksa numuram mes iesakam 
izmantot divus vai trls zvanus. Kad HP Officejet atkldj attieclgo zvanu shemu, tas 
atbild uz zvanu un sanem faksu. 

Ja jus neizmantojat so pakalpojumu, izmantojiet nokluseto uzstadljumu - All Rings 
(visi zvani). 

1 Parliecinieties, ka ir izvelets pareizais Answer Mode (atbildes rezlma) 
uzstadljums. Informaciju skatlt atbildes rezlma uzstadTsana lappuse 47. 

2 Nospiediet Setup (uzstadTsana). 

3 Vispirms nospiediet 4, tad 1. 

Tadejddi jus izvelaties Advanced Fax Setup (faksa papildus uzstadljumi) 
un tad Answer Ring Pattern (atbildes zvana shema). 

4 Spiediet ► , lai apskatltu sis opcijas: All Rings (visi zvani), Single Rings 
(viens zvans), Double Rings (divi zvani), Triple Rings (trls zvani) un Double 
& Triple (divi un trls zvani). 

5 Displeja parddoties zvanu shemai, ko jusu faksa numuram piesklris 
telefonpakalpojumu sniedzejs, nospiediet OK. 

Piezlme: Ja jus neizmantojat balss/faksa zvanu izskirsanas pakalpojumu, 
izmantojiet nokluseto uzstadljumu - All Rings (visi zvani). 

automdtiski atkartot aiznemta vai neatbildosa numura izsauksanu 

Jus savu HP Officejet varat uzstadlt, lai tas automatiski atkarto aiznemta vai 
neatbildosa numura izsauksanu. Busy Redial (aiznemta numura atkartosana) 
noklusetais uzstadljums ir Redial (atkartot). No Answer Redial (neatbildosa 
numura atkartosana) noklusetais uzstadljums ir No Redial (neatkartot). 

1 Nospiediet Setup (uzstadTsana). 

2 Izpildiet vienu no piedavatam darblbam: 

- Lai nomainltu Busy Redial (aiznemta numura atkartosana) uzstadljumu, 
nospiediet 4 un tad 2. 

Tadejddi jus izvelaties Advanced Fax Setup (faksa papildus 
uzstadljumi) un tad Busy Redial (aiznemta numura atkartosana). 

- Lai nomainltu No Answer Redial (neatbildosa numura atkartosana) 

uzstadljumu, nospiediet 4, un velreiz 3. 

Tadejddi jus izvelaties Advanced Fax Setup (faksa papildus 

uzstadljumi) un tad No Answer Redial (neatbildosa numura 

atkartosana). 
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Advanced Fax Setup (faksa 
papildus uzstadljumi) 

1 : Answer Ring Pattern 
(atbildes zvana shema) 
2: Busy Redial (aiznemta / 
numura atkartosana) 
3: No Answer Redial 

(neatbildosa numura 

atkartosana) 

4: Automatic Reduction 

(automatiska reducesana) 

5: Error Correction Mode 

(kjumju labosanas rezTms) 

6: Fax Speed (faksa atrums) 

7: Caller ID Mode (numura 

noteiceja rezTms)* 

8: Junk Fax Numbers (liekie 

faksa numuri)* 

9: Backup Fax Reception 

(sanemta faksa 

saglabasana)** 

* Nav pieejams visas valstls/ 

regionos. Ja numura noteiksanas 

pakalpojumu jusu valstl/regiona 

nepiedava, Print Report (drukat 

atskaiti) izvelne si vienlba 

neparadlsies. 

** Ja jusu valstl/regiona nav 
pieejams numura noteiksanas 
pakalpojums, Backup Fax 
Reception (sanemta faksa 
noglabasanas) numurs ir 7. 



Busy Redial (aiznemta 
numura atkartosana) 
Redial (atkdrtot zvanu) 

No Redial (neatkartot zvanu) 



No Answer Redial 
(neatbildosa numura 
atkartosana) 
No Redial (neatkartot zvanu) 

Redial (atkdrtot zvanu) 



3 Lai izveletos Redial (atkdrtot zvanu) vai No Redial (neatkartot zvanu), 

spied iet ► . 

4 Nospiediet OK. 

iendkoso zvanu automdtiskds reducesanas uzstddlsana 

Sis uzstadljums nosaka HP Officejet darblbu, ja ienakosais fakss nokluseta 
uzstddljuma paplra izmeram ir pcirak liels. Sis noklusetais uzstadljums samazina 
attela izmeru (ja tas iespejams), lai tas ietilptu viena lappuse. Ja si iezlme ir izslegta, 
pirmajd lappuse neietilpusl informacija tiek uzdrukata uz otras lappuses. Automatic 
Reduction (automatiska reducesana) ir noderlga, ja jGs sanemat liela izmera faksus, 
bet paplra padeve ir ievietots vestules (letter) izmera papTrs. 



3 
4 



Nospiediet Setup (uzstddlsana). 

Vispirms nospiediet 4, tad 4. 

Tadejadi jus izvelaties Advanced Fax Setup (faksa papildus uzstadljumi) 
un tad Automatic Reduction (automatiska reducesana). 

Lai izveletos On (ieslegts) vai Off (izslegts), spied iet ► . 

Nospiediet OK. 
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klumju labosanas rezTms 

Error Correction Mode (klumju labosanas rezTms) (ECM) likvide informacijas 
zudumus, atklajot kjumes, kas radusas sutTsanas laika un automatiski pieprasot 
kjudainas dalas atkartotu sutTsanu. Maksu par telefonu tas neietekme un, 
izmantojot labas telefona llnijas, var pat samazinat. Izmantojot nepietiekamas 
telefona llnijas, ECM palielina sutTsanas laiku un maksu par telefonu, bet 
informaciju nosuta daudz uzticamaka kvalitate. Izsledziet ECM (noklusetais 
uzstadljums ir "ieslegts") tikai tad, ja maksa par telefonu jutami palielinas un lai 
samazinatu izmaksas, jus esat gatavs pienemt sliktaku kvalitati. 

PiezTme: Ja jusu Fax Speed (faksa atruma) uzstadljums ir uzstadlts uz Fast 
(atrs) vai sutot krasainu faksu, ECM vienmer ir On (ieslegts). 

1 Nospiediet Setup (uzstadisana). 

2 Vispirms nospiediet 4, tad 5. 

Tadejadi jus izvelaties Advanced Fax Setup (faksa papildus uzstadljumi) 
un tad Error Correction Mode (kjumju labosanas rezTms). 

3 Lai izveletos On (ieslegts) vai Off (izslegts), spied iet ► . 

4 Nospiediet OK. 

faksa atruma uzstadisana 

Jus varat uzstadlt faksa atrumu, ar kadu jusu HP Officejet nosutls un sanems 
faksus no citiem faksa aparatiem. Nokluseta uzstadljuma atrums ir Fast (atrs). 

Dazos gadljumos var rasties nepieciesamlba uzstadlt lenaku faksa atrumu. 
Piemeram, izmantojot: 

• Interneta telefona pakalpojumu 
PBX sistemu 

• Fakss caur Interneta Protokolu (FolP) 

• ISDN pakalpojumu 

Ja jums rodas problemas sanemot un nosutot faksus, jus varat meginat uzstadlt 
faksa atrumu uz Medium (videjs) vai Slow (lens). Ja jus velaties sutTt faksu 
izsledzot ECM, jums jaizmanto Medium (videjs) vai Slow (lens). Ir pieejami sadi 
faksa atrumi. 



faksa atruma 


faksa atrums 


uzstadljums 




Atrs 


v.34 vai 33600 bps 


Videjs 


v. 17 vai 14400 bps 


Lens 


v.29 vai 9600 bps 



1 Nospiediet Setup (uzstadisana). 

2 Vispirms nospiediet 4, tad 6. 

Tadejadi jus izvelaties Advanced Fax Setup (faksa papildus uzstadljumi) 
un tad Fax Speed (faksa atrums). 

3 Lai izveletos opciju, spied iet ► , tad OK. 
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numura noteiceja izmantosana 

Ja jus abonejat numura noteiksanas pakalpojumu, Caller ID Mode (numura 
noteiceja rezTms) jums sniedz iespeju redzet zvamtaju telefona numurus vai 
vardus. 

PiezTme: Numura noteiksanas pakalpojums ir pieejams pie jusu 
telefonpakalpojumu sniedzeja. Sis pakalpojums nav pieejams visas valstTs/ 
regionos. Ja jus valstl/regiona sis pakalpojums nav pieejams, Advanced Fax 
Menu (faksa papildus uzstadljumu izvelne) jus neredzesiet Caller ID Mode 
(numura noteiceja rezTms). Papildus informacija par numura noteiksanas 
pakalpojumu ir pieejama pie jusu telefonpakalpojumu sniedzeja. 

Bez td, ka redzesiet zvanltaju vardu vai numuru, jus varat arl bloket tos numurus, 
no kuriem faksus HP Officejet nesanemsiet. Papildu informaciju par numuru 
blokesanu skatlt lieko faksa numuru blokesana lappuse 74. 

1 Nospiediet Setup (uzstadlsana). 

2 Vispirms nospiediet 4, tad 7. 

Tadejadi jus izvelaties Advanced Fax Setup (faksa papildus uzstadljumi) 
un tad Caller ID Mode (numura noteiceja rezTms). 

3 Nospiezot ► , jus izvelesieties vienu no slm opcijam: 

- On (ieslegts): si opcija iesledz Caller ID Mode (numura noteiceja 
rezlmu). 

- On (Block Junk) (Ieslegts (bloket liekos)): si opcija iesledz Caller ID 
Mode (numura noteiceja rezlmu) un bloke liekos faksus. 

- Off (izslegts): si opcija izsledz Caller ID Mode (numura noteiceja 
rezlmu). 

4 Nospiediet OK. 

lieko faksa numuru blokesana 

Ja jus abonejat numura noteiksanas pakalpojumu, jus varat nobloket noteiktus 
faksu numurus, izmantojot Junk Fax Numbers (liekie faksa numuri) iezlmi. Jus 
varat nobloket faksu sanemsanu lldz 20 numuriem. 

Pirms izmantot so iezlmi, jums Caller ID Mode (numura noteiceja rezTms) ir 
jauzstada uz On (Block Junk) (Ieslegts (bloket liekos)). Informaciju skatlt numura 
noteiceja izmantosana lappuse 74. 

PiezTme: Numura noteiksanas pakalpojums ir pieejams pie jusu 
telefonpakalpojumu sniedzeja. Sis pakalpojums nav pieejams visas valstTs/ 
regionos. Ja jus valstT/regiona sis pakalpojums nav pieejams, Advanced 
Fax Menu (faksa papildus uzstadTjumu izvelne) jus neredzesiet Junk Fax 
Numbers (liekie faksa numuri). Papildus informacija par numura 
noteiksanas pakalpojumu ir pieejama pie jusu telefonpakalpojumu 
sniedzeja. 

PiezTme: Jus varat bloket faksus, izmantojot an HP Director (HP virzosa 
ience), tomer jus redzesiet, ka izmantot prieksejo paneli ir ertak. Papildus 
informaciju skatlt ekrana hp image zone palTdzTba palTdzTbu, ko jus 
sanemat kopa ar programmaturu. 
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lai pievienotu liekos faksa numurus 

1 Nospiediet Setup (uzstadisana). 

2 Vispirms nospiediet 4, tad 8. 

Tadejadi jus izvelaties Advanced Fax Setup (faksa papildus uzstadljumi) 
un tad Junk Fax Numbers (liekie faksa numuri). 

3 Lai izveletos Add (pievienot), spied iet ► , tad OK. 

Displeja paradas pedeja sanemta zvana numurs. 

4 Lai apskatltu numura noteiceja numurus, spiediet i vai ► , tad OK, lai 
izveletos to numuru, kuru pievienot sarakstam. 

5 Ja sarakstam velaties pievienot vel vienu numuru, spiediet 1 (Yes) (Ja). Ja 
nevelaties pievienot vel kadu numuru, spiediet 2 (No) (Ne). 

6 Ja jus nospiedat 1, atkartojiet 4. un 5. soli, lldz esat beidzis pievienot 
numurus noteiceja sarakstam. 

lai izdzestu liekos faksa numurus 

1 Nospiediet Setup (uzstadisana). 

2 Vispirms nospiediet 4, tad 8. 

Tadejadi jus izvelaties Advanced Fax Setup (faksa papildus uzstadljumi) 
un tad Junk Fax Numbers (liekie faksa numuri). 

3 Lai izveletos Delete (izdzest), spiediet ► , tad OK. 
Displeja paradas pirmais Junk Number (liekais numurs). 

4 Lai apskatltu numuru sarakstu, spiediet i vai ► , tad OK, lai izveletos 
numuru, ko izdzest no saraksta. 

5 Ja velaties izdzest vel kadu numuru, spiediet 1 (Yes) (Ja). Ja vairs nevienu 
numuru nevelaties izdzest, spiediet 2 (No) (Ne). 

6 Ja jus nospiedat 1, atkartojiet 4. un 5. soli, lldz esat beigusi dzest numurus 
noteiceja saraksta. 

sanemta faksa saglabdsanas uzstadisana 

Izmantojot Backup Fax Reception (sanemta faksa saglabasana) iezlmi, jus 
sanemtos faksus varat noglabat atmina. Piemeram, ja gadas, ka faksa 
sanemsanas laika drukas kasetne beidzas tinte, sis fakss tiek noglabats atmina. 
So faksu jus varat izdrukat tullt pec drukas kasetnes nomainas. Ja atmina ir 
noglabati neizdrukati faksi, priekseja paneja displeja paradas pazinojums. Ja 
atmina ir noglabati neizdrukati faksi, priekseja paneja displeja paradas 
pazinojums. 

Noklusetaja uzstddlju ma Backup Fax Reception (sanemta faksa saglabasana) ir 
ieslegta. Informaciju par atmina noglabatu faksu drukasanu skatTt atmina 
noglabato faksu atkartota izdrukasana lappuse 76. 

PiezTme: Ja atmina vairs nav brlvas vietas, HP Officejet raksta pa virsu 
senakajiem izdrukatajiem faksiem. Visi neizdrukatie faksi tiek saglabati 
atmina lldz to izdrukasanai vai izdzesanai. Kad atmina ir pilna ar 
neizdrukatiem faksiem, HP Officejet nesanems faksus tik ilgi, kamer 
neizdrukatie faksi netiks izdrukati. Lai no atminas izdestu visus faksus (arl 
neizdrukatos), izsledziet savu HP Officejet. 
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1 Nospiediet Setup (uzstadlsana). 

2 Nospiediet 4, tad 7 vai 9 (atkarlbd no jusu valsts/regiona). 
Tadejddi jus izvelaties Advanced Fax Setup (faksa papildus uzstadljumi) 
un tad Backup Fax Reception (sanemto faksu saglabdsana). 

3 Nospiezot ► , jus izvelesieties vienu no sTm opcijdm: 

- On (ieslegts): si opcija iesledz Backup Fax Reception (sanemto faksu 
saglabdsana). 

- Off (izslegts): si opcija izsledz Backup Fax Reception (sanemto faksu 
saglabdsana). 

4 Nospiediet OK. 

atmina noglabdto faksu atkdrtota izdrukdsana 

Reprint Faxes in Memory (atmina noglabdto faksu atkdrtota izdrukdsana) jums 
sniedz iespeju atkdrtoti izdrukdt atmina noglabdtos faksus. Faksus izdrukd 
sanemsanas seclbd, sdkot ar pedejo. Ja HP Officejet sdk drukdt jums 
nevajadzlgu faksu, nospiediet Cancel (atcelt) drukdsanas atcelsanai. 
HP Officejet sdk drukdt ndkoso atmina noglabdto faksu. Lai atceltu katra 
noglabdtd faksa drukdsanu, jums jdnospiez Cancel (atcelt). 

1 Nospiediet Setup (uzstadlsana). 

2 Vispirms nospiediet 5, tad 4. 

Tadejddi jus izvelaties Tools (rlki) un Reprint Faxes in Memory (atmina 
noglabdto faksu atkdrtota izdrukdsana). 
Tiek izdrukdti atmina noglabdtie faksi. 

partraukt faksa darbu 

• Nospiezot Cancel (atcelt), faksa sutTsana vai sanemsana tiks pdrtraukta. 

• Lai atceltu pasreiz ievadlto numuru un atgrieztos pie nepdrtrauktd signdla, 
nospiediet Flash (zibsnis). 

PiezTme: Ja HP Officejet jau ir savienojies ar sanemeja faksa apardtu un 
suta faksu, lai pdrtrauktu sutTsanu, jums jdnospiez Cancel (atcelt). Flash 
(zibsnis) neatcels jau iesdktu faksa sutTsanu. 
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Vairumu drukasanas uzstadljumu automatiski regule programmatura, kuru 
izmantojat drukasanai vai HP ColorSmart tehnologija. Manuali uzstadljumus ir 
nepieciesams mainlttikai tad, ja velaties iz ma i nit drukasanas kvalitati, drukat uz 
Tpasa veida paplriem vai pleves, vai izmantot citas Tpasas iezlmes. 

Sajci nodala apskatlti sadi temati: 

• drukasana no programmaturas lappuse 77 

• drukasanas opciju uzstadlsana lappuse 78 

• drukasanas darba partrauksana lappuse 80 

HP Officejet var veikt Tpasus drukas darbus, piemeram, drukat attelus bez 
malam, drukat plakatus un apdrukat caurspldlgo plevi.. Papildus informaciju 
par Tpaso drukasanas darbu veiksanu skatlt hp image zone help (hp image 
zone palldzlba), kas tika piegadata kopa ar jusu programmaturu. 



drukasana no programmaturas 

Lai drukatu no programmaturas, kuru izmantojat, lai izveidotu dokumentu, 
sekojiet siem noradljumiem. 

Windows lietotajiem 

1 PapTra padeve ievietojiet piemerotu paplru. 

Papildus informaciju skatlt papTra un origindlu ievietosana lappuse 15. 

2 Programmaturas File (fails) izvelne izvelieties Print (drukat). 

3 Parliecinieties, ka izvelaties HP Officejet. 

Ja jums nepieciesams mainTt uzstadljumus, noklikskiniet uz taustina, kas 
atver Properties (Tpaslbas) dialoglodzinu (atkarlbd no jusu 
programmaturas sis taustins var but nosaukt par Properties (Tpaslbas), 
Options (opcijas), Printer Setup (printera uzstadljumi) vai Printer (printeris)), 
tad, izmantojot Paper/Quality (paplrs/kvalitate), Finishing (nobeigsana), 
Effects (efekti), Basics (pamati) un Color (krasas) ieliktnos pieejamas 
iezlmes, izvelieties savam drukasanas darbam piemerotas opcijas. 

PiezTme: Drukajot fotografiju, jums jaizvelas pareiza papTra veida un 
fotografijas uzlabojumu opcijas. Papildus informaciju skatiet hp image zone 
help (hp image zone palldzlba), kas tika piegadata kopa ar jusu datoru. 

4 Noklikskiniet uz OK, lai izveletos Properties (Tpaslbas) dialoglodzinu. 
Jusu izveletie uzstadljumi attiecas tikai uz konkreto drukasanas darbu. Lai 
uzstadltu drukasanas uzstadljumus visiem darbiem, skatiet drukasanas 
opciju uzstadisana lappuse 78. 

5 Lai saktu drukasanas darbu, noklikskiniet uz OK. 
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Macintosh lietotajiem 

Lai noteiktu dokumenta paplra izmeru, merogu un stdvokli, izmantojiet Page 
Setup (lappuses uzstadljumi) dialoglodzinu. Lai noteiktu citus drukasanas 
uzstddljumus un nosutTtu dokumentu printerim, izmantojiet Print (drukat) 
dialoglodzinu. 

PiezTme: sie noradljumi ir paredzeti OS X operetajsistemas lietotajiem. 
OS 9 lietotajiem sie noradljumi var nedaudz atskirties. Pirms drukasanas 
parliecinieties, ka Print Center (drukasanas centra) (OS X) vai Chooser 
(izvele) (OS 9) izvelaties HP Officejet. 

1 Programmaturas File (fails) izvelne izvelieties Page Setup (lappuses 
uzstadljumi). 

Paradas Page Setup (lappuses uzstadljumi) dialoglodzins. 

2 Format for (pielagot) izvelkamaja izvelne izvelieties HP Officejet. 

3 Nepieciesamlbas gadljuma varat mainTt arl citus uzstadljumus: 

- Izvelieties paplra izmeru. (lai paplra izmeru pielagotu, Settings 
(uztadljumi) izvelkamaja izvelne izvelieties Custom Paper Size 
(pielagots paplra izmers)). 

- Izvelieties stavokli. 

- levadiet meroga procentus. 

OS 9 operetajsistema Page Setup (lappuses uzstadljumi) dialoglozina 
atrodas attela rotesans vai spogujatela opcijas un iespejas labot 
pielagotos paplra izmerus. 

4 Noklikskiniet OK. 

5 Programmaturas File (fails) izvelne izvelieties Print (drukat). 

Paradas Print (drukat) dialoglodzins. 

Ja jus izmantojat OS X, atveras Copies & Pages (kopijas un lappuses) 
panelis. Ja jus izmantojat OS 9, atveras General (galvenais) panelis. 

6 Izvelieties savam projektam piemerotus drukasanas uzstadljumus. 
Lai pieklutu citiem panejiem, izmantojiet izvelkamds izvelnes. 

7 Lai saktu drukat, noklikskiniet uz Print (drukat). 

drukasanas opciju uzstadlsana 

Jus varat pielagot sava HP Officejet drukasanas uzstadljumus, tadejadi spejot 
veikt gandrlz jebkuru drukas darbu, ieskaitot pielagotu, augstas kvalitates 
fotogrdfiju un dokumentu drukasanu. 

Windows lietotajiem 

Ja velaties mainTt drukasanas uzstadljumus, jums ir jaizlemj, vai tos mainTt tikai 
vienam, vai visiem darbiem. Drukasanas uzstddTjumu apskatTsana iratkanga no 
ta, vai velaties izveidot pastavTgu uzstadTjumu. 

lai drukasanas uzstddljums izmainTtu visiem ndkosajiem darbiem 

1 HP Director (HP virzosa ierlce) noklikskiniet uz Settings (uzstadljumi), tad 
izvelieties Printer Settings (printera uzstadljumi). 

2 Veiciet velamas drukasanas uzstddTjumu izmainas un noklikskiniet uz OK. 
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lai drukasanas uzstadTjumus izmainltu tikai pasreizejam darbam 

1 Programmaturas File (fails) izvelne izvelieties Print, Print Setup (drukdt, 
drukasanas uzstadljumi) vai Page Setup (lappuses uzstadljumi). 

Parliecinieties, ka izveletais printeris ir HP Officejet. 

2 Noklikskiniet uz Properties (Tpasibas), Options (opcijas), Printer Setup 
(printera uzstadljumi) vai Printer (printeris) (opciju nosaukumi atskiras 
atkanbd no programmaturas). 

3 Veiciet velamas uzstadljumu izmainas un noklikskiniet uz OK. 

4 Lai izdrukatu darbu, noklikskiniet uz OK. 

Macintosh lietotajiem 

► Lai apskatltu Page Setup (lappuses uzstadljumi) dialoglodzinu, atveriet 
drukasanai paredzeto dokumentu un File (fails) izvelne izvelieties Page 
Setup (lappuses uzstadljumi). 

PiezTme: Lai uzzinatu vairak parattieagd paneja uzstadljumiem, Page Setup 
(lapsas uzstadljumi) dialoglodzina apakseja kreisajd stun noklikskiniet ?. 

panel page attributes (lappuses Ipaslbu panelis) 

Lai uzstadltu Page Size (lappuses izmers), dokumenta Scaling (merogosana) vai 
Orientation (stavoklis), izmantojiet Page Attributes (lappuses Tpasibas) paneli 
Page Setup (lappuses uzstadljumi) dialoglodzina. Izmantojot OS 9, jus varat 
izdrukat arl Mirror Image (spogujattelu) vai izveleties Borderless (bez malam) 
drukdsanu. Izmatojot OS X, jus savu HP Officejet varat izveleties no si paneja; 
izmantojot OS 9, lai izveletos HP Officejet, lietojiet Chooser (izvele). 

panel application attributes (pielietojumu Tpasibu panelis) 

Izmantojiet Application Attributes (pielietojumu Tpasibas) paneli, lai uzstadltu 
drukasanas opcijas kadai Tpasai programmaturai. 

panel summary (parskata panelis) 

05 X operetajsistema, izmantojot Summary (parskats) paneli, jus varat apskatlt 
dokumenta uzstadTjumus. OS 9 operetajsistema sT informacija paradds 
drukasanas dialoglodzina General (galvenais) panelT. 

► Lai apskatTtu Print (drukdt) dialoglodzinu, atveriet drukasanai paredzeto 
dokumentu un File (fails) izvelne izvelieties Print (drukdt). 

PiezTme: Lai uzzinatu vairak par attiecTga paneja uzstadTjumiem, Print 
(drukdt) dialoglodzina apakseja, kreisajd stun noklikskiniet ?. 

panel copies & pages (kopiju un lappusu panelis) 

Lai izveletos kopiju un izdrukdjamo lapu skaitu, izmantojiet OS X 
operetdjsistemas Copies & Pages (kopijas un lappuses) paneli un OS 9 
operetdjsistemas General (galvenais) paneli Print (drukdt) dialoglodzina. Sajd 
panelT jus varat izveleties an izdruku saskirosanu. 
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► Lai apskatitu drukajamo dokumentu, nospiediet Preview (prieksskatljums) 

taustinu. 

panel layout (izkartojuma panelis) 

Lai izdrukatu vairakas lappuses uz vienas loksnes un, lai noteiktu lappusu 
izdrukdsanas kartlbu, izmantojiet Layout (izkartojuma) paneli Print (drukat) 
dialoglodzina. Saja panel! jus varat izveleties arl malu opcijas. 

panel output options (izejas opciju panelis (OS X)) 

Lai failu noglabatu ka Adobe Acrobat PDF® (portatlva dokumenta formata) failu, 
izmantojietOutput Options (izejas opcijas) paneli Print (drukat) dialoglodzina. 
HP Officejet neatbalsta PostScript drukasanu. 

► Lai savu dokumentu noglabatu ka PDF failu, izvelieties Save as File 
(noglabdt kd failu) izveles rutin u. 

Piezlme: OS 9 operetajsistema Output Options (izejas opcijas) panelis nav 
pieejams. 

panel paper type/quality (paplra veida/kvalitdtes panelis) 

Lai izveletos paplra veidu, drukasanas kvalitati un OS X krasu uzstadljumus, 
OS X operetajsistema izmantojiet Paper Type/Quality (paplra veids/kvalitate) 
paneli un, OS 9 operetajsistema, General (galvenais) paneli Print (drukat) 
dialoglodzina. Saja panel! jus varat ma i nit arl fotografiju kontrastu un asumu, 
ka arl regulet drukasanai izmantoto tintes daudzumu. 

OS 9 operetajsistema Color Options (krasu opcijas) un Digital Photo (ciparu 
fotografija) ieliktni paradas ka atseviski izvelkamie paneji. Ja jus izmantojat 
OS 9, uzstadljumu izvelei lietojiet Color (krasains) un Digital Photography 
(ciparu fotografija) izvelkamos panejus. 

drukasanas darba partrauksana 

Drukasanas darbu var partraukt, izmantojot gan HP Officejet, gan datoru, bet 
labaku rezultatu sasniegsanai mes iesakam sadu metodi. 

► Lai partrauktu drukasanas darbu, izmantojot HP Officejet, priekseja panel! 
nospiediet Cancel (atcelt). Skatieties, vai priekseja paneja displeja paradas 
zinojums Print Cancelled (drukdsana atcelta). Ja tas neparadds, velreiz 
nospiediet Cancel (atcelt). 

HP Officejet izdruka visas iesdktas lappuses, bet partrauc drukat atlikuso 
darba daju. Tas var aiznemt nedaudz laika. 
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izejmateridlu pasutlsana 



HP majas lapa jus varat pasutit drukas kasetnes, ieteicamos HP papira veidus un 
HP Officejet piederumus. 

Saja nodala apskatlti sadi temati: 

* apdrukajamo materialu pasutlsana lappuse 81 

* drukas kasetnu pasutlsana lappuse 81 

* citu izejmateridlu pasutlsana lappuse 82 

apdrukajamo materialu pasutlsana 

Lai pasutTtu apdrukajamos materia I us, piemeram, HPaugstas kvalitates paplru, 
HPaugstas kvalitates Inkjet caurspldlgo plevi, HP parcelama attela paplru, vai 
HPapsveikumu kartinas, dodieties uz: 

www.hp.com 

Vispirms izvelieties savu valsti/regionu, tad izvelieties Buy (pirkt) vai Shopping 
(iepirksanas). 



drukas kasetnu pasutlsana 

Saja tabula var apskatlt jusu HP Officejet piemeroto drukas kasetnu sarakstu. 
Izmantojiet so sarakstu, lai noteiktu, kura drukas kasete jums japasuta. 



drukas kasetnes 


hp atkartotas pasutlsanas numurs 


HP melna inkjet drukas kasetne 


#56, 19 ml melna drukas kasetne 


HP trls krasu inkjet drukas kasetne 


#57, 17 ml krasu drukas kasetne 


HP foto inkjet drukas kasetne 


#58, 17 ml krasu drukas kasetne 


HP melna inkjet drukas kasetne 


#27, 10 ml melna drukas kasetne 


HP trls krasu inkjet drukas kasetne 


#28, 8 ml krasu drukas kasetne 



Pa pi Id us informaciju par drukas kasetnem skatTt sekojosaja HP majas lapa: 
www.hp.com 

Vispirms izvelieties savu valsti/regionu, tad izvelieties Buy (pirkt) vai Shopping 
(iepirksanas). 
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citu izejmaterialu pasutlsana 

Lai pasutltu citus izejmaterialus, piemeram, HP Officejet programmaturu, 
iespiestu Lietotaja Rokasgramata kopiju, uzstadlsanas plakatu vai citas dajas, ko 
drlkst mainlt klients, zvaniet uz attieclgo telefona numuru. 

• ASV vai Kanada - 1 -800-HP-INVENT (1-800-474-6836). 

Eiropa - +49 1 80 5 290220 (Vacija) vai +44 870 606 9081 (Apvienotaja 
Karaliste). 

Lai pasutltu HP Officejet programmaturu citas valstTs/regionos, zvaniet uz 
attiecTgas valsts/regiona telefona numuru. Talak minetie numuri ir pieejami sis 
rokasgramatas publicesanas datuma. Lai apskatltu pasreizejos pasutlsanas 
numurus, dodieties uz so mcijas lapu un izvelieties savu valsti/ regionu vai valodu: 

www. h p.com/s u pport 



valsts/regions 


pasutlsanas numurs 


ASV un Kanada 


1 -800-HP-INVENT (1-800-474-6836) 


Austral ija 


61 3 8877 8000 


Azija un Klusa Okeana 
regions 


65 272 5300 


Dienvidafrika 


+27(0)11 8061030 


Jaunzelande 


0800 441 147 
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HP Officejet nav nepieciesama nopietna apkope. Lai notlrltu putekjus un 
nodrosinatu tlru kopesanu un skenesanu, dazkart ir janotlra stikls un balta josla 
vaka aizmugure. Dazreiz ir janomaina, jasakarto vai janotlra drukas kasetnes. 
Saja nodaja sniegti noradljumi, ka jusu HP Officejet uzturet laba darba kartlba. 
Nepieciesamlbas gadljuma veiciet sis vienkarsas apkopes darblbas. 

Saja nodajci apskatltie temati: 

• stikla tinsana lappuse 83 

• balta s joslas tirlsana lappuse 84 

• arpuses tirlsana lappuse 85 

• darbs ar drukas kasetnem lappuse 86 

• telefona kabela nomaina lappuse 96 

• rupnlcas nokluseto vertibu atjaunosana lappuse 97 

• parvietosanas atruma uzstadisana lappuse 98 

• uzaicinajuma aiztures laika uzstadisana lappuse 99 

• pasapkopes troksni lappuse 99 

stikla tirlsana 

Ja stikls ir noputejis, notraiplts, uz ta ir mati utt., tas ietekme dazadu iezlmju 
veiktspeju un precizitati, piemeram Photo Fit to Page (fotografijas ietilpinasana 
lappuse), Copy (kopet) un Scan (skenet). 

1 Izsledziet savu HP Officejet, atvienojiet elektrlbas kabeli un paceliet 
skenera vaku. 

PiezTme: Pirms elektrlbas kabeja atvienosanas izdrukajiet visus faksus, kas 
noglabati atmina. Pec elektrlbas kabela atvienosanas visi atmina 
noglabdtie faksi tiks izdzesti. SkatTt atmina noglabato faksu atkartota 
izdrukasana lappuse 76. 
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2 Notiriet stiklu, izmantojot ar neabrazivu stikla tirisanas lidzekli nedaudz 
samitrinatu mlkstu dranu vai sukli. 

Uzmanlbu! Stikla tlrlsanai nedrlkst izmantot abrazlvus lldzekjus, 
piemeram, acetonu, benzolu vai oglekja tetrahlorldu, jo tie var 
sabojat stiklu. Neizsmidziniet tirisanas skldumus tiesi uz stikla. Tie 
var noklut zem ta un sabojat jusu HP Officejet. 

3 Traipu noversanai tlriet stiklu ar zamsadas vai celulozes sukli. 




baltas joslas tlrlsana 

Uz baltas joslas zem skenera vaka var uzkraties netlrumi. 

1 Izsledziet ierlci, atvienojiet elektrlbas kabeli un paceliet skenera vaku. 

PiezTme: Pirms elektrlbas kabeja atvienosanas izdrukajiet visus faksus, kas 
noglabati atmina. Atvienojot elektrlbas kabeli, visi faksi, kas atrodas 
atmina, tiks izdzesti. Skatlt atmina noglabato faksu atkartota izdrukasana 

lappuse 76. 



84 



hp officejet 4200 series 



jusuhp officejet apkope 




2 Ar maigas ziepes un silta udeni samitrinatu mikstu dranu vai sukli notiriet 
balto joslu. 

3 Balta josla ir jatlra joti uzmanTgi, to nedrlkst berzt. 

4 Nosusinat ar zamsadu vai mikstu dranu. 

Uzmambu! Neizmantojiet paplra salvetes, jo tas var saskrapet joslu. 

5 Ja sadi neizdodas pietiekosi notlrlt joslu, atkartojiet ieprieksminetas 
darblbas, izmantojot izopropila alkoholu (berzesanai) un, izmantojot mitru 
dranu noslaukiet joslu, lai pilnlba nonemtu pdrpalikuso alkoholu. 

drpuses tlrlsana 

Lai no ierlces noslaudtu puteklus, smerejumus un traipus, izmantojiet mikstu 
dranu vai viegli samitrinatu sukli. lerlce no iekspuses nav jatlra. Ierlces iekspuses 
un prieksejd paneja tlrlsanai nevajadzetu izmantot skidrumus. 

PiezTme: Lai izvairltos no HP Officejet krasoto daju sabojdsanas, tlrot 
prieksejo paneli vai ierlces vaku, neizmantojiet alkoholu vai uz alkohola 
bazes izgatavotus tlrlsanas lldzeklus. 
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darbs ar drukas kasetnem 

Lai jusu HP Officejet sniegtu vislabako kvalitati, jums bus javeic vienkarsus 
apkopes darbus un, ja priekseja panela displeja paradlsies uzaicinajums, 
janomaina drukas kasetnes. 

Saja nodaja apskatltie temati: 

tintes llmenu parbaude lappuse 86 

pastesta atskaites izdrukasana lappuse 86 

darblbas ar drukas kasetnem lappuse 89 

drukas kasetnu nomaina lappuse 89 

fotografiju drukas kasetnes izmantosana lappuse 92 

izmantojiet drukas kasetnes aizsargu lappuse 92 

drukas kasetnu izlldzinasana lappuse 92 

drukas kasetnu tlrisana lappuse 95 

drukas kasetnes kontaktu tlrisana lappuse 95 

tintes llmenu parbaude 

Lai uzzinatu, kad bus janomaina drukas kasetne, jus vienkarsi varat parbaudlt 
tintes padeves llmeni. Tintes padeves llmenis parcida drukas kasetnes aptuveni 
atlikusds tintes daudzumu. Tintes llmenus var parbaudlt, izmantojot tikai 
HP Director (HP virzosa ierlce), ja HP Officejet ir ieslegts un savienots ar datoru. 

Windows lietotajiem 

1 No HP Director (HP virzosa ierlce) izvelieties Settings (uzstadljumi), Print 
Settings (drukdsanas uzstadljumi) un tad izvelieties Printer Toolbox 
(printera nku komplekts). 

2 Noklikskiniet Estimated Ink Levels (paredzamie tintes llmeni) ieliktni. 
Paradas paredzamie drukas kasetnu tintes llmeni. 

Macintosh lietotajiem 

1 No HP Director (HP virzosa ierlce) izvelieties Settings (uzstadljumi), tad 
izvelieties Maintain Printer (printera apkope). 

2 Ja atveras Select Printer (izvelieties printeri) dialoglodzins, izvelieties savu 
HP Officejet un tad noklikskiniet uz Utilities (aprlkojums). 

3 Saraksta izvelieties Ink Level (tintes llmenis). 

Paradas paredzamie drukas kasetnu tintes llmeni. 

pastesta atskaites izdrukasana 

Ja jums rodas problemas ar drukasanu, pirms drukas kasetnu nomainas 
izdrukajiet Self-Test Report (pastesta atskaiti). Atskaite sniedz vertTgu informaciju 
par drukas kasetnem, ieskaitot informaciju par to stavokli. 

1 levietojiet vestules (letter), A4 vai legala (legal) izmera paplru. 

2 Nospiediet Setup (uzstadTsana). 

3 Vispirms nospiediet 1, tad 5. 
Tadejadi jus izvelaties Print Report (drukat atskaiti) un tad Self-Test Report 
(pastesta atskaite). 
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Print Report (drukat atskaiti) 

1 [Automatic Reports Setup 
(automatisko atskaisu 
uzstadlsana) 

2: Last Transaction (pedeja 
darblba) 

3: Fax Log (faksa zurnals) 
4:Speed Dial List (atras 
sastadlsanas saraksts) 
5:Self-Test Report (pastesta 
atskaite) 

6:Caller ID Report (numura 

noteiceja atskaite) 

7:Junk Fax Report (lieko faksu 

atskaite) 




— Melna josla 



-Krasu joslas 



Ir ievietota melna un tris krasu kasetne 




Ir ievietota tris krasu kasetne un fotografiju drukas kasetne 
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4 Parbaudiet, vai Self-Test Report (pastesta atskaite) krasu josla nav 

plaisveida vai baltas llnijas. Parliecinieties, ka krasu joslas ir vienmerTgi 
bllvas, un ka krasu llnijas stiepjas pari visai lappusei. 

- Ja ir ievietota melna kasetne un trls krasu kasetne, pastesta atskaite jGs 
redzesiet cetru krasu joslas - melnu, gaiszilu, purpura krasas un dzeltenu. 

- Ja ir ievietota trls krasu kasetne un fotografiju drukas kasetne, pastesta 
atskaite jus redzesiet sesu krasu joslas - gaisi zilu, purpura krasas, trls 
krasu kasetnei - dzeltenu un blavi gaiszilu, gaisas purpura krasas un 
fotografiju drukas kasetnei - melnu. 

- Ja trukst kada krasu josla, iespejams, attiecTgaja drukas kasetne ir 
beigusies tinte. Iespejams, ka si drukas kasetne bus janomaina. 
Papildus informaciju par drukas kasetnu nomainu skatTt drukas kasetnu 
nomaina lappuse 89. 

- Plaisas var noradlt uz aizserejusam tintes sprausldm vai netlriem 
kontaktiem. Iespejams, ka bus janotlra drukas kasetnes vai drukas 
kasetnu kontakti. Papildus informaciju par drukas kasetnu tlrlsanu skatTt 
drukas kasetnu tinsana lappuse 95 un drukas kasetnes kontaktu 

tin sana lappuse 95. TlrTsanai nedrlkst izmatot alkoholu. 
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darblbas ar drukas kasetnem 

Pirms drukas kasetnes nomainas vai tlrlsanas, jums jazina to dalu nosaukumi 
apiesanas principi ar tarn. 




Neaiztieciet zelta krasas kontaktus un tintes sprauslas 



drukas kasetnu nomaina 

Ja tintes llmenis drukas kasetne ir parak zems, priekseja paneja displeja paradds 
zinojums. Tu rklat jus varat pdrbaudlt tintes llmenus, izmantojot HP Director (HP 
virzosa ierlce) jusu datora. Informaciju skatlt tintes llmenu parbaude lappuse 86. 
Paradoties sim zinojumam, ieteicams sagatavot rezerves drukas kasetni. Drukas 
kasetnes ir ja nomaina arl tad, ja drukajot teksts ir blavs vai saistlba ar drukas 
kasetnem jums rodas problemas ar drukasanas kvalitati. 

Sie norddljumi ir jdievero arl tad, ja velaties augstas kvalitates fotogrdfiju 
drukdsanai noma i nit melno tintes kasetni pret fotogrdfiju drukas kasetni. 

Informaciju par rezerves drukas kasetnu pasutTsanu skatlt drukas kasetnu 
pasutisana lappuse 81 . 

1 lesledziet savu HP Officejet, un pacelot atveriet drukas slTdramja piekluves 
durtinas. 




Drukas slidramja 
piekjuves durtinas 



Paradas drukas slidramis. 
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Slidramim apstajoties, nospiediet drukas kasetni, lai to atbnvotu un velciet 
uz savu pusi, lai to iznemtu. 



PiezTme: Drukas kasetes slota ir normali ieraudzit sakrajusos tinti. 

Ja iznemat melno drukas kasetni, lai to aizstatu ar fotografiju drukas 
kasetni, ievietojiet to drukas kasetnes aizsarga. Papildus informaciju par 
drukas kasetnes aizsargu skatTt izmantojiet drukas kasetnes aizsargu 
lappuse 92. 

Iznemiet jauno drukas kasetni no iepakojuma un, pieskaroties tikai 
melnajam plastmasas dalam, uzmanlgi nonemiet lentu, to velkot aiz roza 
vilksanas izcijna. 



Uzmambu! Neaiztieciet zelta krasas kontaktus vai tintes sprauslas 

Lai nepiejautu tintes izzusanu sprauslas, drukas kasetni ievietojiet uzreiz 
pec lentas nonemsanas. 
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5 Turiet melno vai fotografiju drukas kasetni ar HP uzrakstu uz augsu. Neliela 
lenkl ievietojiet drukas kasetni labaja drukas slldramja puse. 
Drukas kasetni viegli piespiediet, lldz ta nostajas sava vieta. 

Uzmambu! Necentieties kasetni iegrust slota taisna veida. Tai ir 
jaieslld uz augsu versta lenkl. 



6 Turiet tns krasu drukas kasetni ar HP uzrakstu uz augsu. Neliela lenki 
ievietojiet drukas kasetni kreisaja drukas slldramja puse. 
Drukas kasetni viegli piespiediet, lldz ta nostajas sava vieta. 

Uzmambu! Necentieties kasetni iegrust slota taisna veida. Tai ir 
jaieslld neliela, uz augsu versta lenkl. 




PiezTme: Lai jusu HP Officejet darbotos, jums ir jaievieto abas drukas kasetnes. 



7 Aizveriet drukas slldramja piekluves durtinas. 

Displeja paradas "Press OK to print Align page" (lai izdrukatu 
izlldzinajuma lappusi, spiediet OK). 

8 Nospiediet OK. 

Informaciju par drukas kasetnu izlldzinasanu skatTt drukas kasetnu 
izlldzindsana lappuse 92. 
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fotografiju drukas kasetnes izmantosana 

Jus varat optimizet ar HP Officejet drukato fotografiju kvalitati, iegaddjoties 
fotografiju drukas kasetni. Iznemiet melnas tintes kasetni un tas vieta ievietojiet 
fotografiju drukas kasetni. Uzstadot trlskrasu drukas kasetni un fotografiju drukas 
kasetni, jums ir pieejama sesu tinsu sistema, kas jutami paaugstinas fotografiju 
kvalitati. 

Ja velaties drukat vienkarsus teksta dokumentus, ievietojiet atpakaj melno drukas 
kasetni. Lai iznemto drukas kasetni aizsargatu no izzusanas, glabajiet to drukas 
kasetnes aizsarga. Papildus informaciju par drukas kasetnes aizsarga 
izmantosanu skatlt izmantojiet drukas kasetnes aizsargu lappuse 92, un par 
drukas kasetnu nomainu - drukas kasetnu nomaina lappuse 89. 

Papildus informaciju par fotografiju drukas kasetnu iegadi skatlt drukas kasetnu 
pasutTsana lappuse 81 . 

izmantojiet drukas kasetnes aizsargu 

legadajoties fotografiju drukas kasetni, jus sanemsiet drukas kasetnes aizsargu. 

Drukas kasetnes aizsargs ir izveidots drukas kasetnes aizsardzlbai, kad ta netiek 
izmantota. Tas novers arl tintes izzusanu. Katru reizi, kad no sava HP Officejet 
iznemat drukas kasetni, glabajiet to drukas kasetnes aizsarga. 

► Lai drukas kasetni ievietotu drukas kasetnes aizsarga, neliela lenkl iebldiet 
to aizsarga un iespiediet to sava vieta. 




► Lai iznemtu drukas kasetni no aizsarga, nospiediet uz leju un uz aizmuguri 
drukas kasetnes augsdaju, tadejadi atbrlvojot drukas kasetni, tad izvelciet 
drukas kasetni no aizsarga. 




drukas kasetnu izlldzinasana 

Katrreiz, ieliekot vai noma i not drukas kasetni, HP Officejet jums iesaka izlldzinat 
drukas kasetnes. Izmantojot prieksejo paneli vai HP Director (HP virzosa ierlce), 
jus varat izlldzinat drukas kasetnes jebkura brldl. Drukas kasetnu izlldzinasana 
nodrosina augstas kvalitates rezultatus. 
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Piezlme: Ja jus iznemat un ievietojat atpakaj to pasu drukas kasetni, 
HP Officejet jums neieteiks izlldzinat drukas kasetnes. 

lai izlldzinatu drukas kasetnes, izmantojot prieksejo paneli 

1 Lai izlldzinatu drukas kasetnes sekojot ieteikumam, spiediet OK. 
HP Officejet izdruka izlldzinajuma lappusi. 

2 Jus varat izlldzinat drukas kasetnes arl manuali, izmantojot prieksejo 
paneli. Nospiediet Setup (uzstddlsana). 

3 Vispirms nospiediet 5, tad 2. 

Tadejadi jus izvelaties Tools (rlki) un Align Print Cartridge (drukas kasetnes 
izlldzinasana). 



Tools Menu (riku izvelne) 

1 :Clean Print Cartridge 
(drukas kasetnes tlrlsana) 
2:Align Print Cartridge 
(drukas kasetnes 
izlldzinasana) 
3: Restore Factory Defaults 
(rupnlcas nokluseto vertlbu 
atjaunosana) 

4: Reprint Faxes in Memory 
(velreiz izdrukat atmina 
noglabatos faksus) 



HP Officejet izdruka izlldzinajuma lappusi. 

4 Dokumentu padeve ievietojiet izlldzinajuma lappusi ar augspusi uz leju un 
nospiediet OK. 




Priekseja paneja displeja paradoties uzrakstam "Alignment Complete", 
izlldzinasana ir pabeigta. Izmetiet vai parstrada jiet izlldzinajuma lappusi. 
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lai izlidzinatu drukas kasetnes, izmantojot hp director (hp virzoSa ierke) 

1 Piekjustiet HP Director (HP virzoSa ierice). 

Informaciju par piekjusanu HP Director (HP virzosa ierlce) skatlt izmantojot 
hp director (hp virzosa ierlce) programmaturu, jus ar savu hp officejet 
spesiet izdarit vairak. lappuse 8. 

2 Windows lietotajiem ir jarlkojas sadi: 

a. Izvelieties Settings (uzstadijumi), tad Print Settings (drukasanas 
uzstadijumi), un tad Printer Toolbox (printera rlku komplekts). 

b. Noklikskiniet uz Device Services (ierlces pakalpojumi) ieliktna. 

c. Noklikskiniet Align the Print Cartridges (izlidzinat drukas kasetnes). 
HP Officejet izdruka izlldzinajuma lappusi. 

3 Macintosh lietotajiem ir jarlkojas sadi. 

a. Izvelieties Settings (uzstadijumi), tad Maintain Printer (printera apkope). 

b. Ja atveras Select Printer (izvelieties printeri) dialoglodzins, izvelieties 
savu HP Officejet un tad noklikskiniet uz Utilities (aprlkojums). 

c. Saraksta izvelieties Calibrate (kalibret). 

d. Noklikskiniet Align (izlidzinat). 

HP Officejet izdruka izlldzinajuma lappusi. 

4 Ar augsu pa prieksu un ar apdrukato pusi uz leju dokumentu padeve 
ievietojiet izlldzinajuma lappusi un nospiediet OK. 



Priekseja paneja displeja paradoties uzrakstam "Alignment Complete", 
izlldzinasana ir pabeigta. Izmetiet vai parstradajiet izlldzinajuma lappusi. 
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drukas kasetnu tlrlsana 

Izmantojiet so iezTmi, ja kada no Self-Test Report (pastesta atskaite) krasu joslcim 
ir redzamas plaisveida vai baltas llnijas. Drukas kasetnes netlriet bez vajadzlbas. 
Tadejddi jus izniekojat tinti un saTsinat tintes sprauslu kalposanas laiku. 

1 Nospiediet Setup (uzstadisana). 

2 Vispirms nospiediet 5, tad 1. 

Tadejadi jus izvelaties Tools (rlki) un Clean Print Cartridge (drukas kasetnes 
tlrlsana). 



Tools Menu (riku izvelne) 
1 :Clean Print Cartridge 
(drukas kasetnes tlrlsana) 

2:Align Print Cartridge 

(drukas kasetnes 

izlldzinasana) 

3: Restore Factory Defaults 

(rupnlcas nokluseto vertlbu 

atjaunosana) 

4: Reprint Faxes in Memory 
(velreiz izdrukat atmina 
noglabatos faksus) 



Pec drukas kasetnes tinsanas tiek izdrukata testa lappuse. So lappusi 
izmetiet vai parstradajiet. 

Ja pec drukas kasetnu tlrlsanas drukasanas vai kopesanas kvalitate tomer 
skiet neapmierinosa, pirms nomainlt kasetni, pameginiet notlrlt drukas 
kasetnes kontaktus. Informaciju par drukas kasetnu nomainu skatlt drukas 
kasetnu nomaina lappuse 89. 

Pec drukas kasetnes tlrlsanas tiek izdrukata testa lappuse. So lappusi 
izmetiet vai parstradajiet. 

drukas kasetnes kontaktu tlrlsana 

Drukas kasetnes kontaktus tlriet tikai tad, ja pec drukas kasetnu tlrlsanas vai 
izlldzinasanas priekseja panel! atkartoti paradas zinojums, kas jums iesaka 
parbaudlt drukas kasetni. 

Pirms tlrlsanas, iznemiet kasetni un pdrliecinieties, ka nekas nepieskaras drukas 
kasetnes kontaktiem, tad ievietojiet kasetni atpakaj vieta. Ja pec tarn paradas 
ieteikums parbaudlt drukas kasetnes, notlriet kontaktus. 

Uzmambu! Neiznemiet abas kasetnes vienlaiclgi. Katru drukas 
kasetni iznemiet un notlriet atseviski. 

Parliecinieties, ka jums ir pieejami sie materidli: 

• Sausa putugumijas slotina, drana, kas nesatur vilnu vai cits materials, kas 
neizjuks un neatstas skiedras. 

• Destilets, filtrets vai pudele iepildlts udens (udensvada udens var saturet 
scirnus, kas var sabojat drukas kasetnes). 
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Uzmambu! Drukas kasetnu kontaktu tlrlsanai nedrlkst izmantot 
tlrlsanas lldzekjus vai alkoholu. Tadejadi jus varat sabojat drukas 
kasetni vai savu HP Officejet. 

lesledziet savu HP Officejetun atveriet drukas slldramja piekluves durtinas. 

Pec slldramja apstasanas atvienojiet elektrlbas kabeli no HP Officejet 
aizmugures. 

Lai atbrlvotu drukas kasetni, nospiediet tas augsu, tad izvelciet to ara no slota. 

Parbaudiet, vai uz drukas kasetnes kontaktiem neatrodas tinte un nav 
sakrajusies gruzi. 

lemerciet tlru putugumijas slotinu vai vilnu nesaturosu dranu destileta udenT 
un izspiediet visu lieko udeni. 

Turiet drukas kasetni aiz tas ma lam. 

NotTriet tikai kontaktus. NetTriet sprauslas. 




Kontakti 



8 levietojiet drukas kasetni atpakaj slid rami. 

9 Ja nepieciesams, atkartojiet darblbas arl ar otru drukas kasetni. 

10 Aizveriet drukas slldramja durtinas un pievienojiet HP Officejet pie stravas. 



telefona kabela nomaina 



Dazas valstTs/regionos ierlces pievienosanai pie telefona sistemas jums ir 
jaizmanto Tpass telefona kabelis. Ludzam skatlt nodaju Faksa uzstadlsana, 
lappuse 1 25. 
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rupnicas nokluseto vertlbu atjaunosana 

Jus varat atjaunot sakotnejos rupnicas uzstadljumus, kadi tie bija, iegadajoties 
HP Officejet. 

PiezTme: Rupnicas nokluseto vertlbu atjaunosana nemainls datumu, 
skenesanas uzstadljumus, izveleto valodu un valsti/regionu. 

So darblbu var veikt tikai no priekseja paneja. 

1 Nospiediet Setup (uzstadlsana). 

2 Vispirms nospiediet 5, tad 3. 

Tadejadi jus izvelaties Tools (rlki) un Restore Factory Defaults (rupnicas 
nokluseto vertlbu atjaunosana). 



Tools Menu (rlku izvelne) 

1 :Clean Print Cartridge 
(drukas kasetnes tlrlsana) 
2:Align Print Cartridge 
(drukas kasetnes 
izlldzinasana) 
3:Restore Factory Defaults 
(rupnicas nokluseto vertlbu 
atjaunosana) 

4: Reprint Faxes in Memory 
(velreiz izdrukat atmina 
noglabdtos faksus) 

Rupnicas noklusetie uzstddljumi ir atjaunoti. 
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parvietosanas atruma uzstadisana 

Scroll Speed (ritinasanas atrums) opcija jums sniedz iespeju regulet atrumu, ar 
kadu priekseja panela zinojumi parvietojas no labcis uz kreiso pusi. Piemeram, 
ja zinojums ir gars un pilnlba neietilpst priekseja paneja displeja, tarn ir 
japdrvietojas. Tadejadi jus zinojumu varesiet izlaslt pilnlba. Jus varat izveleties 
ta parvietosanas atrumu: Normal (normals), Fast (atrs) vai Slow (lens). 
Noklusetais uzstadljums ir Normal (normals). 

1 Nospiediet Setup (uzstadisana). 

2 Vispirms nospiediet 6, tad 1. 

Tadejadi jus izvelaties Preferences (prieksroclbas) un Set Scroll Speed 
(parvietosanas atruma uzstadisana). 



Preferences Menu 
(prieksrodbu izvelne) 
1 :Set Scroll Speed (parvietosanas 
atruma uzstadisana) 

2:Set Prompt Delay Time 
(uzaicinajuma aiztures laika 
uzstadisana) 

3:Set Language & Country/Region 
(uzstadlt valodu un valsti/regionu) 



3 Lai izveletos parvietosanas atrumu, spied iet ► , tad OK. 
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uzaicindjuma aiztures laika uzstadTsana 

Prompt Delay Time (uzaicinajuma aiztures laika) opcija jums sniedz iespeju 
kontrolet laiku pirms uzaicinajuma zinojuma parddlsands. Piemeram, ja jGs 
nospiezat Copy (kopet) un uzaicinajuma aiztures laika netiek nospiests neviens 
taustins, priekseja panela displeja paradas uzraksts "Load Original, then press 
Start' 7 (ievietojiet origindlu, tad nospiediet sa kt) . Jus varat izveleties Normal 
(normals), Fast (atrs) vai Slow (lens). Noklusetais uzstadljums ir Normal 
(normals). 

1 Nospiediet Setup (uzstadTsana). 

2 Vispirms nospiediet 6, tad 2. 

Tadejadi jus izvelaties Preferences (prieksroclbas) un Set Prompt Delay 
Time (uzaicinajuma aiztures laika uzstadTsana). 



Preferences Menu (prieksroclbu 
izvelne) 

1 :Set Scroll Speed (parvietosanas 
atruma uzstadTsana) 
2: Set Prompt Delay Time 
(uzaicinajuma aiztures laika 
uzstadTsana) 

3:Set Language & Country/ Reg ion 
(uzstadTt valodu un valsti/regionu) 



3 Spiediet ► hdz paradas aiztures laiks, tad spiediet OK. 

pasapkopes troksni 

lences izmantosanas laika jus varat dzirdet dazadus mehaniskus troksnus. Ta ir 
normala jusu ierTces pasapkopes dala. 
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Jusu HP Officejet Hewlett-Packard jums nodrosina interneta un telefona atbalstu. 
Saja noda(a apskatlti sadi temati: 

• interneta ir iespejams iegOt atbalsta un citu informaciju lappuse 101 

• hp pateretaju atbalsts lappuse 101 

• sagatavojiet savu hp officejet sutTsanai lappuse 1 04 

Ja mekleto atbildi jums neizdodas atrast izdrukas dokumentacija vai dokumentacija uz 
ekrcina, kas tiek piegadata kopci ar jusu ierlci, jus varat sazinaties ar vienu no turpmakajcis 
lappuses minetajiem HP atbalsta pakalpojumiem. Dazi no atbalsta pakalpojumiem ir 
pieejami tikai ASV un Kanada, bet dazi ir pieejami daudzas pasaules valstls/ regionos. Ja 
jusu regiona atbalsta pakalpojumu numurs saraksta nav minets, sazinieties ar sev tuvako 
pilnvaroto HP izplatTtaju. 

interneta ir iespejams iegut atbalsta un citu informaciju 

Ja jums ir pieejams internets, palldzlbu jus varat iegut HP majas lapa: 
www.hp.com/ support 

Saja majas lapa jus atradlsiet tehnisko atbalstu, draiverus, izejmaterialus un pasutlsanas 
informaciju. 

hp pateretaju atbalsts 

Kopa ar jusu HP Officejet var tikt piegadata citu uznemumu program matura. Ja jums rodas 
problemas ar kcidu no slm programmdm, vispilnlgciko palldzlbu jus iegusiet, zvanot 
attieclga uznemuma tehniskas palldzlbas specialistiem. 

Ja jums nepieciesams sazinaties ar HP Pateretaju Atbalstu, pirms zvanlsanas izdariet sekojoso. 

1 Parliecinieties, ka: 

a. Jusu HP Officejet ir pieslegts barosanai un ir ieslegts. 

b. AttiecTgas drukas kasetnes ir pareizi uzstadltas. 

c. leteicamais paplrs ir pareizi ievietots paplra padeve. 

2 Izsledziet un iesledziet savu HP Officejet: 

a. Izsledziet HP Officejet, izmantojot On (ieslegts) taustinu priekseja panell. 

b. Atvienojiet barosanas kabeli HP Officejet aizmugure. 

c. Piesledziet barosanas kabeli atpaka) pie HP Officejet. 

d. Iesledziet HP Officejet, izmantojot On (ieslegts) taustinu. 

3 Papildus informaciju skatlt HP majas lapa: 
www.hp.com/ support 
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4 Ja jums vel joprojam ir problemas, jums jarund ar HP Pateretdju Atbalsta pdrstdvi, 
rlkojieties sadi: 

a. Pdrliecinieties, ka nosaukums, kas redzams uz jusu HP Officejet priekseja 
pane|a, ir pieejams. 

b. Sagatavojiet savu apkopes ID numuru un serijas numuru. 

Lai priekseja panel! paradltos jusu apkopes ID numurs un serijas numurs, 
vienlaidgi nospiediet OK un Start Color. Spiediet ► , lldz paradas Model 
Number, tad nospiediet OK. Apkopes ID numurs paradas priekseja pane|a 
displeja apakseja llnija. Pec apkopes ID numura pierakstisanas nospiediet 
Cancel. Jus esat atgriezusies pie Info Menu. Spiediet ► , lldz paradas Serial 
Number, tad nospiediet OK. Serijas numurs paradas priekseja pane|a displeja 
apakseja llnija. Pierakstiet serijas numuru un atkartoti nospiediet Cancel, lai 
izietu no Info Menu. 

c. Izdrukajiet Self-Test Report (pastesta atskaite). Informaciju par Self-Test Report 
(pastesta atskaite) izdrukasanu skatiet pastesta atskaites izdrukdsana 
lappuse 86. 

d. Nepieciesama krasaina kopija, ta kalpos par paraugizdruku. 

e. Sagatavojieties detalizeti aprakstlt jums radusos problemu. 

5 Zvaniet HP Pateretdju Atbalsta dienestam. Zvana laika esiet tuvuma savam HP Officejet. 

Ziemejamerikd zvaniet garantijas laika 

Zvaniet 1 -800-HP-INVENT. ASV talruna atbalsts ir pieejams gan angju, gan spanu valodas 
24 stundas diennaktT, 7 dienas nede|d (atbalsta dienas un stundas var mainTties bez 
bndinajuma). Garantijas perioda sis pakalpojums ir bezmaksas. Arpus garantijas perioda 
var tikt piemerota maksa. 

zvanlsana citviet pasaule 

Talak minetie numuri ir pieejami sis rokasgramatas publicesanas datuma. Lai apskatltu 
pasreizejos HP Atbalsta Pakalpojuma starptautiskos numurus, dodieties uz majas lapu un 
izvelieties savu valsti/regionu vai valodu: 

www.hp.com/ support 

Sajas valstls/regionos jus varat sazvanlt HP atbalsta centru. Ja jusu valsts nav iekjauta 
saraksta, uzzinat par pakalpojumu iegusanu ir iespejams, sazinoties ar savu vietejo 
izplatltaju vai tuvako HP Realizacijas un Atbalsta biroju. 

Garantijas laika atbalsta pakalpojums ir bezmaksas, tomer telefona zvana izmaksas bus 
jasedz jums. Dazkart tiks pieldgota nemainlga maksa par katru gadljumu. 

Informaciju par talruna atbalstu Eiropa, ka an papildu informaciju un noteikumus attieclba 
uz talruna palldzlbu jusu valstT/regiona meklejiet majas lapci: 

www.hp.com/ support 

Jus varat an jautat savam izplatltajam jeb zvanlt HP uz saja rokasgramata noradlto talruna 
numuru. 

PastavTgi censoties uzlabot savu talruna atbalsta pakalpojuma kvalitati, iesakdm apmeklet 
musu majas lapu reguldri, lai uzzinatu jaunu informaciju par tehniskas apkopes iespejdm 
un piegadi. 



valsts/ regions 
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valsts/ regions 


hp tehniskais atbalsts 


AlzTrija 1 


+213(0)61 56 45 43 


Koreja 


+82 1588 3003 


Apvienotd Karaliste 


+44 (0) 870 010 4320 


Kostarika 


0-800-011-0524 


Apvienotie Arabu 
Emirati 


800 4910 


Krievija, Maskava 


+7 095 797 3520 
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valsts/ regions 


hp tehniskais atbalsts 


valsts/ regions 


hp tehniskais atbalsts 


Argentina 


(54)11-4778-8380 
0-810-555-5520 


Krievija, Sanktpeterburga 


+7 812 346 7997 


Australi ja 


+61 3 8877 8000 
1902 910910 


Kuveita 


+971 4 883 8454 


Austrija 


+43 (0) 820 87 4417 


Kin a 


86-21-38814518 
8008206616 


Bahreina (Dubaija 
em i rats) 


+973 800 728 


Li bona 


+971 4 883 8454 


Bejgi ja (francu) 


+32 (0) 70 300 004 


Luksemburga (francu) 


900 40 006 


Bejgi ja (holandiesu) 


+32 (0) 70 300 005 


Luksemburga (vacu) 


900 40 007 


Bollvija 


800-100247 


Malaizija 


1-800-805405 


Brazilija (Demais 
Localidaaes) 


0800 1 57751 


Maroka^ 


+212 224 047 47 


Brazilija (Grande Sco 
Paulo) 


(11) 3747 7799 


Meksika 


01-800-472-6684 


Cehija 


+42 (0)2 6130 7310 


Meksika (Mehiko) 


5258-9922 


Clle 


800-360-999 


Norvegija 


+47 815 62 070 


Danija 


+45 70202845 


Nlderlande 
(0,10 Eiro/ min.) 


0900 2020 1 65 


Dienvidafrika (arpus 
republikas) 


+27-1 1 258 9301 


Omana 


+971 4 883 8454 


Dienvidafrikas 
Republika 


086 000 1030 


Palestlna 


+971 4 883 8454 


Ekvadora (Pacifitel) 


1-800-225528+1-800- 
7112884 


Panama 


001-800-7112884 


Eiropa (angju) 


+44 (0) 207 512 5202 


Peru 


0-800-10111 


Ekvadora (Andinatel) 


9991 19+1-800- 
7112884 


Polija 


+48 22 865 98 00 


Egipte 


+20 02 532 5222 


Portugale 


+351 808 201 492 


Filipinos 


632-867-3551 


Puertoriko 


1-877-232-0589 


Francija (0,34 Eiro/ 
min.) 


+33 (0) 892 6960 22 


Rumanija 


+40 1 315 44 42 


Griekija 


+30 1 0 6073 603 


Sauda Arabija 


+966 800 897 14440 


Gvatemala 


1 800-995-5105 


Singapura 


(65) 272-5300 


Honkonga 


+85 (2) 3002 8555 


Slovakija 


+ 421 2 6820 8080 


Indija 


1-600-112267 
91 11 682 6035 


Somija 


+358 (0) 203 66 767 


Indonezija 


62-21-350-3408 


Spanija 


+34 902 010 059 


Italija 


+39 848 800 871 


Sveice 2 (0,08 CHF/min. 
darba laika, 0,04 CHF/ 
min. arpus darba laika) 


+41 (0) 848 672 672 


Izraela 


+972 (0) 9 830 4848 


Taivana 


+886-2-2717-0055 
0800 010 055 
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valsts/ regions 


hp tehniskais atbalsts 


Irija 


+353 1 890 923902 


Taizeme 


+66 (2) 661 4000 


Japana 


0570 000 511 
+81 3 3335 9800 


1 

Tunisija 


+216 1 891 222 


Jaunzelande 


0800 441 147 


Turcija 


+90 216 579 7171 


Jemena 


+971 4 883 8454 


Ukraina 


+7 (380-44) 490-3520 


Jordanija 


+971 4 883 8454 


Ungarija 


+36 (0) 1 382 1 1 1 1 


Kanada, garantijas 
laika 


(905) 206 4663 


Venecuela 


01-800-4746-8368 


Kanada laika pec 
qarantijas 

(maksa par atsevisku 
zvanu) 


1-877-621-4722 


Venecuela (Karakasa) 


(502) 207-8488 


Karibu jura un 
Centrdlamerika 


1-800-711-2884 


Vjetnama 


84-8-823-4530 


Katara 


+971 4 883 8454 


Vacija (0,12 Eiro/ min.) 


+49 (0) 1 80 5652 1 80 


Kolumbija 


9-800-114-726 


Zviedrija 


+46 (0)77 1 20 4765 



1 Sis talruna atbalsta centrs apkalpo franciski runajosus klientus no sadam valstTm/regioniem: 
Maroka, Tunisija un AlzTrija. 

2 Sis talruna atbalsta centrs apkalpo vacu, francu un italiesu valoda runajosus klientus Sveice 



Austrija - pec garantijas 

Ja jusu ierlcei nav garantijas, jus varat zvanlt 03 8877 8000. Par katru gadljumu no jusu 
kredltkartes tiks atskaitlta pecgarantijas maksa $27,50 (ieskaitot GST) apmera. No 
pirmdienas lldz piektdienai jus varat zvanlt an uz 1902 910 910 ($27,50 tiks pieskaitlti 
jusu telefona rekinam) no 9:00 rlta lldz 5:00 pecpusdiena. (Maksas un darba stundas var 
tikt mainltas bez brldinajuma.) 

sagatavojiet savu hp officejet sutlsanai 

Ja pec sazinasanas ar HP Pateretaju Atbalstu vai atgriezoties pirksanas vieta, jums ludz 
nosutlt savu HP Officejet apkopei, ludzam veikt sadas darblbas, lai izvairltos no talakiem 
HP ierlces bojajumiem. 

Piezlme: Parvadajot savu HP Officejet, parliecinieties, ka drukas kasetnes ir 
iznemtas. Parliecinieties, ka savu HP Officejet jus izsledzat pareizi, nospiezot On 
(ieslegts) taustinu. 

1 lesledziet HP Officejet. 

Ja jusu ienci nevar ieslegt un drukas kasetni nevar saskatlt aiz drukas slldramja 
piekjuves durtinam, nenemiet vera so|us 1 lldz 6. Jus nespesiet iznemt drukas 
kasetnes. Saciet ar 7. soli. 

2 Atveriet drukas slldramja piekjuves durtinas. 

3 Iznemiet drukas kasetnes. 

Informaciju par drukas kasetnu iznemsanu skatlt drukas kasetnu nomaina. 

Uzmanlbu! Iznemiet abas drukas kasetnes. Preteja gadljuma jusu 
HP Officejet var tikt sabojats. 

4 Lai drukas kasetnes neizzutu, ievietojiet tas gaisa necaurlaidlga maisa un nolieciet 
mala. Neizmantojiet sis drukas kasetnes ar HP Officejet, iznemot, ja HP pateretaju 
atbalsta parstavis jums devis sadus noradljumus. 
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5 Aizveriet drukas slldramja piekjuves durtinas. Izsledziet HP Officejet. 

6 Prieksejd pane|a parkla ju nonemiet sadi: 

a. Ar abam rokam satveriet priekseja pane|a parklaju (skatlt attelu). 

b. Stingri paceliet priekseja paneja parklaju, lai tas atdalas no HP Officejet. 




7 Paturiet priekseja paneja parklaju. Prieksejo paneli nesutiet kopa ar HP Officejet. 

8 Salokiet dokumentu uztvereju uz augsu par prieksejo paneli, tad nolokiet 
automatisko dokumentu padeves mehanisma padevi uz leju par dokumentu 
uztvereju. 
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10 Ja iespejams, iepakojiet HP Officejet ta originalaja iepakojuma, vai iepakojuma, 
kas naca lldz nomainltajai ierlcei. 




Ja jums nav pieejams originalais iepakojums, ludzam izmantot citu piemerotu 
iepakojumu. Garantija nesedz sutisanas bojajumus, kas radusies nepareiza 
iepakojuma un/vai nepareizas transportesanas de|. 

1 1 Kastes arpuse pievienojiet sutltaja adresi. 

12 Kaste ielieciet sadas vienlbas: 

- PilnTgu simptomu aprakstu (ir noderlgi an drukas kvalitates problemu paraugi), 
paredzetu apkopes personalam. 

- Ceka kopiju vai kadu citu pirkuma pierddljumu, lai varetu noteikt garantijas 
laika periodu. 

- Jusu vardu, adresi un telefona numuru, pa kuru jums var piezvanlt dienas laika. 
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Jusu HP Officejet ir piemerota ierobezota garantija, kas aprakstlta saja noda|a. Papildus 
ir sniegta informacija par to, ka izmantot garantijas pakalpojumus un ka jus varat uzlabot 
savu standarta rupnlcas garantiju. 

Saja nodala apskatlti sekojosi temati: 

* ierobezotas garantijas ilgums lappuse 1 07 

* garantijas pakalpojumi lappuse 1 07 

* garantijas uzlabojumi lappuse 1 07 

* Jusu hp officejet sutlsana atpakaj apkopei lappuse 1 08 

* hewlett-packard ierobezotas vispasaules garantijas pazinojums lappuse 1 08 

ierobezotas garantijas ilgums 

Ierobezotas Garantijas Ilgums (iekarta un darblba): 1 gads 

Ierobezotas Garantijas Ilgums (programmatura kompaktdiska): 90 dienas 

Ierobezotas Garantijas Ilgums (drukas kasetnes): Lldz HP tinte ir iztereta vai "garantijas 
beigu" datumam, kas uzdrukats uz kasetnes (atkarlba no ta, kas tiek sasniegts vispirms). 

garantijas pakalpojumi 

steidzamie pakalpojumi 

Lai iegutu HP steidzama remonta pakalpojumus, klientam ir jasazinas ar HP pakalpojumu 
biroju vai HP Pateretaju Atbalsta Centru un vispirms jauzzina pamata 
traucejummeklesanas pasakumi. Lai uzzinatu, kas jadara pirms zvanlt Pateretaju 
Atbalstam, skatiet hp pateretaju atbalsts lappuse 101. 

PiezTme: Dazas valstls/regionos HP steidzama remonta pakalpojums var nebut 
pieejams. 

Ja klienta ierlcei ir nepieciesams nomainlt kadu mazu deta|u un to var nomanlt pats klients, 
da|as, ko var nomainlt klients, var apkalpot, izmantojot da|u steidzamo sutlsanu. Saja 
gadljuma HP apmaksas sutlsanas izmaksas, nodevas un nodokjus, pa talruni nodrosinas 
palldzlbu, ka apmainlt deta|u un apmaksas sutlsanas izmaksas, nodevas un nodokjus ar 
jebkuru deta|u, ko HP ludz atsutlt atpaka). 

HP Pateretaju Atbalsta Centrs klientiem var ieteikt pilnvaroto pakalpojuma sniedzeju, kurus 
HP ir pilnvarojis apkalpot HP preces. 

garantijas uzlabojumi 

Izmantojot HP SUPPORTPACK (HP atbalsta pakete) programmu, jus varat uzlabot 
standarta rupnlcas garantiju lldz trls gadu garantijai. Pakalpjums stajas speka preces 
iegades diena un pakete ir jaiegadajas pirmo 1 80 dienu laika, sakot no preces iegades 
dienas. Si programma piedava talruna atbalstu no 6:00 rlta lldz 1 0:00 vakara (Mountain 
Standard Time (MST)), no pirmdienas lldz piektdienai un no 9:00 rlta lldz 
4:00 pecpusdiena (MST) sestdienas. Ja tehniska atbalsta zvana laika tiek noteikts, ka jusu 
esoso ierlci ir nepieciesams nomainlt, HP bez maksas so preci jums nosutls nakosas darba 
dienas laika. Pakalpojums ir pieejams tikai ASV. 



nodaja 10 



Papildus informacijai ludzam zvanTt 1-888-999-4747 vai doties uz HP majas lapu: 
www.hp.com/ go/hpsupportpack 

Arpus ASV ludzam zvanTt vietejam HP Pateretaju Atbalsta birojam. Starptautiskos 
Pateretaju Atbalsta telefonu numurus skatlt zvanlsana citviet pasaule lappuse 102. 

Jusu hp officejet sutisana atpakal apkopei 

Pirms sutlt atpaka) savu HP Officejet apkopei, jums ir japiezvana HP Pateretaju Atbalstam. 
Lai uzzinatu, kas jadara, pirms zvanTt Pateretaju Atbalstam, skatiet hp pateretaju atbalsts 
lappuse 101 . 

hewlett-packard ierobezotas vispasaules garantijas pazinojums 

Sekojosa informacija apraksta HP ierobezoto globalo garantiju. 
Sajci noda|d apskatTti sekojosie temati: 

• ierobezotas garantijas apjoms lappuse 1 08 

• garantijas ierobezojumi lappuse 1 09 

• atbildlbas ierobezojumi lappuse 1 09 

• vieteja likumdosana lappuse 1 09 

ierobezotas garantijas apjoms 

Hewlett-Packard ("HP") garante gala lietotajam ("Klients"), ka, uz zemak noradTto laika 
periodu, kurs sakas no Klienta pirkuma veiksanas bnza, katra HP Officejet 4200 Series 
prece ("Prece"), ieskaitot attiecTgo programmaturu, piederumus, materialus un 
izej materia I us, nav ar materialu vai izstrades defektiem. 

Katram programmaturas produktam HP ierobezota garantija saistds tikai ar nespeju 
izpildTt programmesanas instrukcijas. HP negarante, ka jebk produkta darbTba bus bez 
traucejumiem vai kjudam. 

HP ierobezota garantija sedz izmaksas, kas saistTtas ar defektu noversanu, ja defekti 
radusies pareiza Preces lietosanas rezultata, un nesedz nekadas citas izmaksas, ieskaitot 
tas, kas rodas no: (a) Preces nepareizas uzturesanas vai parveidosanas; (b) 
programmaturas, piederumiem, materialiem vai izejmaterialiem, ko nenodrosina un 
neatbalsta HP; (c) darbTbam, kuru veiksanai Preci nav paredzets izmantot, Preces 
neatjautas parveidosanas vai nepareizas izmantosanas gadTjuma. 

HP produktiem, lietojot kasetni, kas nav HP drukas kasetne vai an uzpildTtu tintes kasetni, 
neietekme nedz klienta garantiju, nedz an HP palTdzTbas iTgumu ar klientu. Bet, ja Preces 
trauceta darbTba vai bojajums saistams ar svesas drukas kasetnes vai uzpildTtas drukas 
kasetnes lietosanu, Preces bojajums tiks noversts, izmantojot HP parasto laika un materiala 
tarifu. 

Ja, attiecTgds garantijas laika HP sanem zinojumu par defektu kada Prece, ko sedz HP 
garantija, HP vai nu salabos, vai apmaims defektTvo Preci - pec HP izveles. Ja HP 
ierobezota garantija nesedz darba tarifus, darbi tiks veikti pec HP standarta darba 
tarifiem. 

Ja HP nespej salabot vai apmainTt defektTvu preci, kura tai butu jamaina vai jalabo, nemot 
vera HP garantiju, HP atmaksa Preces pirksanas cenu. 

HP nav piendkuma salabot, apmainTt vai atmaksat Preces vertTbu, iekams klients ir nosutTjis 
defektTvo Preci HP. 

Jebkurai aizvietotajai Precei ir jabot jaunai vai "ka jaunai", nodrosinot, ka tas darbTba ir 
vismaz tikpat ilga ka produktam, ko aizvieto. 

HP izstradajumos var but izmantotas deta|as, elementi un materiali, kas razoti no 
otrreizejam izejvielam. 
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garantijas informacija 

HP ierobezotas garantijas pazinojums ir spekci visas valstls/ regionos vai novados, kur HP 
izplata savu produkciju. Valstls, kuras HP vai tas pilnvarots parstavis izplata attiedgo 
izstrdddjumu, jebkura HP pilnvarota tehniskds apkalposanas pakalpojumu firma var 
piedavat noslegt llgumus par papildu garantijas pakalpojumiem. 

garantijas ierobezojumi 

VIETEJA LIKUMDOSANA NOTEIKTAJA APJOMA NEDZ HP, NEDZ TAS 
APAKSPIEGADATAJI NESNIEDZ NEKADAS CITAS GARANTIJAS VAI NOSACUUMUS 
(TIESUS VAI IZRIETOSUS) ATTIECIBA UZ PIEPRASITIBU TIRGO, APMIERINOSU KVALITATI 
UN PIEMEROTIBU KONKRETAM NOLOKAM. 

atbildlbas ierobezojumi 

Ierobezotas Garantijas Pazinojums Klientam piedava atrisinajumu, nemot vera vietejos 
likumus. 

HP VAI TAS APAKSPIEGADATAJI NEKADA GADIJUMA NAV ATBILDIGI PAR TIESIEM, 
NETIESIEM, IPASIEM, SAISTITIEM VAI IZRIETOSIEM ZAUDEJUMIEM, PAMATOJOTIES UZ 
LIGUMU, LIKUMA NOTEIKTU ZAUDEJUMU ATUDZINASANU VAI JEBKURU CITU TIESIBU 
TEORIJU, KA ARI SANJEMTU INFORMACIJU PAR SADU ZAUDEJUMU IESPEJAMIBU, 
APJOMA, KADU TO NOSAKA VIETEJA LIKUMDOSANA (IZhJEMOT SAJA PAZINJOJUMA 
PAR GARANTIJU TIESI IZKLASTITAS SAISTIBAS). 

vieteja likumdosana 

Sis Ierobezotas Garantijas Pdrskats pieskir Klientam noteiktas likumlgas tieslbas. Klientam 
var but an citas tieslbas, kuras dazados ASV statos, Kanadas provinces, kci an dazddcis 
pasaules valstls/regionos ir atskirlgas. 

Ja Ierobezotas Garantijas Pazinojums neatbilst vietejam likumam, sis Pazinojums 
japarveido ta, lai tas butu saskana ar vietejo likumu. Saskanot Ierobezotas Garantijas 
Pazinojumu ar sadu vietejo likumu, dazi atteikumi un ierobezojumi saja Pazinojuma varetu 
neattiekties uz Klientu. Piemeram, dazas ASV pavalstis, kci an dazas teritorijas, kas 
neatrodas ASV (ieskaitot Kanadas provinces), varetu: 

neieverot atteikumus un ierobezojumus, kas ir saja Garantijas Pazinojuma, un kas klientam 
ne|auj pilnlba izmantot savas likumlgas tieslbas (piemeram, Lielbritanija); 

citadi ierobezot razotaju iespejas realizet dzlve sadas atsaclsanas un ierobezojumus, vai 

dot Klientam papildu garantijas tieslbas, noteikt garantijas ilgumu, ko razotajs nevar 
atteikt, vai an aizliegt garantiju ilguma ierobezojumus. 

IEROBEZOTAS GARANTIJAS PAZINOJUMA NOTEIKUMI PAPILDINA, NEVIS NEIEVERO, 

IEROBEZO VAI MAIN A LIKUMIGAS TIESIBAS, KAS SAISTAS AR NOSEGTO 

HP PRODUKTU TIRGOSANU SADIEM KLIENTIEM AUSRALIJA UN JAUNZELANDE. 
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tehniskd informdcija 



Saja noda|a ir apskatitas tehniskas specifikacijas un starptautiska normativa informacija 
par jusu HP Officejet. 

Saja nodaja apskatlti sadi temati: 

• paplra specifikacijas lappuse 1 1 1 

• faksa specifikacijas lappuse 1 1 3 

• skenera specif ikacija lappuse 1 1 3 

• fiziskas specifikacijas lappuse 1 14 

• stravas specifikacijas lappuse 1 14 

• vides specifikacijas lappuse 1 14 

• vides produktus parzinosa programma lappuse 1 1 4 

• noteikumu zinas lappuse 1 1 7 

paplra specifikacijas 

Saja nodaja apskatlti sadi temati: 

• paplra padeves ietilplbas lappuse 1 1 1 

• automatiska dokumentu padeves mehanisma paplra ietilplba lappuse 1 1 2 

• paplra izmeri lappuse 1 1 2 

• drukas robezu specifikacijas lappuse 1 1 2 

paplra padeves ietilplbas 



veids 


paplra svars 


padeve 1 


izejas paplate 2 


Parastais paplrs 


20 lldz 24 marcinas 
(70 lldz 90 gr.) 


100 


20 


KartTtes 


1 1 0 marcinas 
(200 gr.) ' 


20 


10 


Aploksnes 


20 lldz 24 marcinas 
(75 lldz 90 gr.) 


10 


5 


CaurspTdlga pleve 


n/p 


30 


10 


Etiketes 


n/p 


20 


10 


4x6 collu (10 x 15 cm) 
fotopapirs 


145 marcinas 
(236 gr.) 


20 


10 



1 Maksimala ietilplba. 

2 Izejas paplates ietilplba ir atkarlga no paplra veida un tintes daudzuma. 
HP iesaka izejas paplati biezi iztuksot. 
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automatiska dokumentu padeves mehanisma paplra ietilpiba 



^^ids^^^ 


rvrnTm cun kc 

UUI/IIU 


rim ifi7i imc 


Letter 


20 marcinas 
(70 ar) 


20 


Legal 


20 marcinas 
(70 gr.) 


20 


A4 


20 marcinas 
(70 gr.) 


20 



1 Automatiska is dokumentu padeves mehanisms izmanto tikai parasto 
papru. Taj nevar izmantot caurspdgo plvi, aploksnes vai etiketes. 



paplra izmeri 



veids 


izmers 


Papirs 


Letter: 8,5 x 1 1 collas (216 x 279 mm) 
Legal: 8,5 x 14 collas (216 x 356 mm) 
A4: 210 x 297 mm 


Aploksnes 


U.S. #10: 4,125 x 9,5 collas (105 x 241 mm) 
A2: 111 x 146 mm 
DL: 110 x220 mm 
C6: 114x 162 mm 


Caurspldlga pi eve 


Letter: 8,5 x 1 1 collas (216 x 279 mm) 
A4: 210 x 297 mm 


FotopapTrs: 


10 x 15 cm 


Etiketes 


Letter: 8,5 x 1 1 collas (216 x 279 mm) 
A4: 210 x 297 mm 



drukas robezu specifikacijas 





augsa 

(augseja mala) 


apaksa 

(apakseja mala) 1 


kreisa puse 


laba puse 


papirs vai caurspldlga pleve 


ASV (Letter, Legal, 
Executive) 


0,07 collas 
(1,8 mm) 


0,46 collas 
(11,7 mm) 


0,25 collas 
(6,4 mm) 


0,25 collas 
(6,4 mm) 


ISO (A4, A5) un 
JIS (B5) 


0,07 collas 
(1,8 mm) 


0,46 collas 
(11,7 mm) 


0,13 collas 
(3,2 mm) 


0,13 collas 
(3,2 mm) 


aploksnes 




0,13 collas 
(3,2 mm) 


0,46 collas 
(11,7 mm) 


0,13 collas 
(3,2 mm) 


0,13 collas 
(3,2 mm) 


kartTtes 




0,07 collas 
(1,8 mm) 


0,46 collas 
(11,7 mm) 


0,13 collas 
(3,2 mm) 


0,13 collas 
(3,2 mm) 



1 Si robeza nav savietojama ar Officejet, tomer, kopejais drukas laukums ir savietojams. Drukas 
laukums ir nobldlts no centra par 0,21 collcim (5,4 mm), kas rada asimetriskas augsejas un 
apaksejas robezas. 
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faksa specifikacijas 

• Daudzkarteja melnbalta un krasaina faksa izmantosana 

• Apstiprinajums un darblbas atskaites 

• CCITT/ITU 3. Grupas fakss ar Error Corretion Mode (kjumju labosanas rezTmu) 

• 33,6 Kbps nosutisanas atrums 

• ar atrumu 33,6 Kbps vienu lappusi var nosutlt 3 sekundes (balstas uz ITU-T Test 
Image #1 standarta izskirtspeju.) SarezgTtakas lappuses vai lielaka izskirtspeja 
aiznem vaircik atminas un nosutTsana tiek veikta lencik. 

• Zvana noteiksana ar automdtisku faksa/automatiskci atbildetaja pdrslegsanu 

skenera specifikacija 

• lekjauta attela korigesanas programmatura 

• lekjauta OCR (optiska simbolu atpazlsanas) programmatura automdtiski pdrvers 
skeneto tekstu par redigejamu tekstu. 

• Attela saskares devejs (CIS) 

• Twain savietojams interfeiss 

• Skenesanas atrums ir atkarlgs no dokumenta sarezgltlbas 

• Izskirtspeja: maksimala 600 x 2400 ppi (19200 ppi) 

• Bitu dzijums: 36 biti krasas; 1 2 biti pustoni 

• Maksimalais automatiska dokumentu padeves mehanisma skenesanas izmers: 
8,5 x 14 collas (216 x 356 mm) 
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fiziskas specifikacijas 



augstums 


platums 


dzilums 


svars (bez drukas 
kasetnem) 


ar aizvertam paplra pac 


evem 


7,1 collas (18 cm) 


16,4 collas (41,6 cm) 


8 collas (20,4 cm) 


1 2 marcinas (5,5 kg) 


ar atvertam papTra padevem 


1 3 collas (33 cm) 


16,4 collas (41,6 cm) 


1 6,7 collas (45 cm) 


1 2 marcinas (5,5 kg) 



stravas specifikacijas 

• Stravas paterins: maksimali 50 W 

• leejosais spriegums: mainstrava - 100 lldz 240 V, 0,7 A (maksimums), 50-60 Hz 



vides specifikacijas 

• leteicamais darba temperaturas diapazons: 1 5° lldz 32° C (59° lldz 90° F) 

• Piejaujamais darba temperaturas diapazons: 5° lldz 40° C (41° lldz 104° F) 

• Gaisa mitrums: 1 5% lldz 85% relatlvais mitrums nekondensejoties 

• Uzglabasanas temperaturas diapazons: -40° lldz 60° C (-40° lldz 140° F) 

• Ja tuvuma atrodas speclgi elektromagnetiskie lauki, iespejams, ka HP Officejet 
izejas jauda tiks nedaudz ietekmeta. 

• Lai samazinatu troksnus, kas var rasties no spedgiem elektromagnetiskajiem 
laukiem, HP iesaka izmantot 3 metru vai Tsaku USB kabeli. 

vides produktus parzinosa programma 

Saja nodala apskatlti sadi temati: 

• vides aizsardzlba lappuse 1 14 

• ozona razosana lappuse 1 14 

• energy consumption lappuse 1 1 5 

• paplra paterins lappuse 1 1 5 

• sintetiskie materiali lappuse 1 1 5 

• materialu drosibas datu saraksti lappuse 1 1 5 

• otrreizejas parstrades programma lappuse 1 1 6 

• hp inkjet izejmaterialu otrreizejas parstrades programma lappuse 1 1 6 

vides aizsardzlba 

Hewlett-Packard Company piedava videi draudzlgu, kvalitatlvu produkciju. Sis produkts ir 
izstrddcits ta, lai mazinatu negatlvo ietekmi uz vidi. 

Papildus informaciju skatlt HP Saistlba ar Vidi majas lapa: 

www.hp.com/hpinfo/globalcitizenship/environment/index.html 

ozona razosana 

Si ierlce nerazo manamu ozona gazes daudzumu (O3). 
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energy consumption 

Energy usage drops significantly while in ENERGY STAR® mode, which saves natural 
resources, and saves money without affecting the high performance of this product. This 
product qualifies for ENERGY STAR, which is a voluntary program established to 
encourage the development of energy-efficient office products. 




ENERGY STAR is a U.S. registered service mark of the U.S. EPA. As an ENERGY STAR 
partner, HP has determined that this product meets ENERGY STAR guidelines for energy 
efficiency. 

For more information on ENERGY STAR guidelines, go to the following website: 
www.energystar.gov 

paplra paterins 

Si prece ir piemerota atkartotai izmantota paplra lietosanai saskana ar DIN 19309. 

sintetiskie materiali 

Sintetisko materialu da|as, kas ir par 25 gramiem smagakas, atzlmetas saskana ar 
starptautiskajiem standartiem, kas palielina sintetisko materialu atpazlsanas iespejas 
atkartotas izlietosanas merkiem un pagarina printera darblbas laiku. 

materialu droslbas datu saraksti 

Materialu droslbas datu sarakstus (MSDS) var iegut HP majas lapa: 
www.hp.com/ go/ msds 

Klientiem, kuriem nav pieejams internets, butu jasazinas ar vinu vietejo HP Pateretaju 
Apkalposanas Centru. 
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otrreizejas parstrades programma 

Daudzas valstls HP piedava nepartraukti skaita zina pieaugoso precu atgriesanas un 
otrreizejas pdrstrades programmas, HP sadarbojas an ar daziem no lielakajiem 
elektronikas otrreizejas parstrades centriem visa pasaule. HP saudze resursus, atjaunojot 
un velreiz pardodot dazas no popularakajam precem. 

Saja HP izstradajuma materiali, kuriem, pec iekartas ekspluatacijas beigam varetu but 
nepieciesama Tpasa apiesanas, ir: 

• DzTvsudrabs skenera dienasgaismas lampa (<2 mg) 

• Svins lodalva 

• Litija akumulators 

Si prece ir aprlkota ar nelielu litija akumulatoru, kas pec ekspluatacijas beigam ir 
jaizmet piemerota veidci. Akumulators atrodas galvenajd plate. 

- Akumulatora da|as numurs: Panasonic CR2032 
Akumulatora materials: litijs 

- Akumulatora veids: "button/coin cell" akumulators 

- Ska its viena ierlce: 1 
Svars: apmeram 3 grami 
Litija veids: ciets 

- Akumulatora razotaji: Panasonic, Japana 



Batterij niet 
weggooien, maar 
inleveren als KCA. 



hp inkjet izejmaterialu otrreizejas parstrades programma 

HP ir apnemies aizsargat vidi. HP Inkjet Izejmaterialu Otrreizejas Parstrades Programma 
ir pieejama daudzas valstls/ regionos; ta sniedz iespeju bez maksas parstradat drukas 
kasetnes. Papildus informaciju skatlt majas lapa: 

www.hp.com/hpinfo/globalcitizenship/environment/recycle/inkjet.html 
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noteikumu zinas 

HP Officejet atbilst jusu valsts/regiona noteikumu agenturu prasTbdm. 
Sajci noda|d apskatlti sadi temati: 

* obligatais modeja identifikacijas numurs lappuse 1 1 7 

* notice to users of the U.S. telephone network: FCC requirements lappuse 1 1 7 

• FCC statement lappuse 118 

* note d I'attention des utilisateurs du reseau telephonique Canadien/ notice to users 
of the Canadian telephone network lappuse 1 1 8 

* note d I'attention des utilisateurs Canadien/notice to users in Canada lappuse 1 1 9 

• notice to users in the European Economic Area lappuse 1 20 

• notice to users of the German telephone network lappuse 1 20 

* declaration of conformity (European Union) lappuse 1 20 

• gerduschemission lappuse 1 20 

• notice to users in Korea (Officejet 4255 only) lappuse 121 

obligatais modeja identifikacijas numurs 

Identifikacijas nolukos iekartai ir pieskirts Obligatais Modeja Numurs. Jusu ierices 
Obligatais Mode|a Numurs ir SDGOB-0306-01 vai SDGOB-0306-02. So noteikumu 
numuru nedrlkst sajaukt ar izplatTsanas nosaukumu (HP Officejet 4200 Series) vai preces 
numuru (Q5600A, Q5610A). 

notice to users of the U.S. telephone network: FCC requirements 

This equipment complies with FCC rules, Part 68. On this equipment is a label that 
contains, among other information, the FCC Registration Number and Ringer Equivalent 
Number (REN) for this equipment. If requested, provide this information to your telephone 
company. 

An FCC compliant telephone cord and modular plug is provided with this equipment. This 
equipment is designed to be connected to the telephone network or premises wiring using 
a compatible modular jack which is Part 68 compliant. This equipment connects to the 
telephone network through the following standard network interface jack: USOC RJ-1 1C. 

The REN is useful to determine the quantity of devices you may connect to your telephone 
line and still have all of those devices ring when your number is called. Too many devices 
on one line may result in failure to ring in response to an incoming call. In most, but not 
all, areas the sum of the RENs of all devices should not exceed five (5). To be certain of 
the number of devices you may connect to your line, as determined by the REN, you should 
call your local telephone company to determine the maximum REN for your calling area. 

If this equipment causes harm to the telephone network, your telephone company may 
discontinue your service temporarily. If possible, they will notify you in advance. If advance 
notice is not practical, you will be notified as soon as possible. You will also be advised of 
your right to file a complaint with the FCC. Your telephone company may make changes 
in its facilities, equipment, operations, or procedures that could affect the proper operation 
of your equipment. If they do, you will be given advance notice so you will have the 
opportunity to maintain uninterrupted service. 

If you experience trouble with this equipment, please contact the manufacturer, or look 
elsewhere in this manual, for warranty or repair information. Your telephone company may 
ask you to disconnect this equipment from the network until the problem has been corrected 
or until you are sure that the equipment is not malfunctioning. 

This equipment may not be used on coin service provided by the telephone company. 
Connection to party lines is subject to state tariffs. Contact your state's public utility 
commission, public service commission, or corporation commission for more information. 
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This equipment includes automatic dialing capability. When programming and/or making 
test calls to emergency numbers: 

• Remain on the line and explain to the dispatcher the reason for the call. 

• Perform such activities in the off-peak hours, such as early morning or late evening. 

Note: This equipment is hearing aid compatible. 

The Telephone Consumer Protection Act of 1 991 makes it unlawful for any person to use 
a computer or other electronic device, including fax machines, to send any message unless 
such message clearly contains in a margin at the top or bottom of each transmitted page 
or on the first page of transmission, the date and time it is sent and an identification of the 
business, other entity, or other individual sending the message and the telephone number 
of the sending machine or such business, other entity, or individual. (The telephone number 
provided may not be a 900 number or any other number for which charges exceed local 
or long-distance transmission charges.) In order to program this information into your fax 
machine, you should complete the steps described in the software. 



FCC statement 

The United States Federal Communications Commission (in 47 CFR 1 5. 1 05) has specified 
that the following notice be brought to the attention of users of this product. 

Declaration of Conformity: This equipment has been tested and found to comply with the 
limits for a Class B digital device, pursuant to part 1 5 of the FCC Rules. Operation is 
subject to the following two conditions: (1 ) this device may not cause harmful interference, 
and (2) this device must accept any interference received, including interference that may 
cause undesired operation. Class B limits are designed to provide reasonable protection 
against harmful interference in a residential installation. This equipment generates, uses, 
and can radiate radio frequency energy, and, if not installed and used in accordance with 
the instructions, may cause harmful interference to radio communications. However, there 
is no guarantee that interference will not occur in a particular installation. If this equipment 
does cause harmful interference to radio or television reception, which can be determined 
by turning the equipment off and on, the user is encouraged to try to correct the 
interference by one or more of the following measures: 

• Reorient the receiving antenna. 

• Increase the separation between the equipment and the receiver. 

• Connect the equipment into an outlet on a circuit different from that to which the 
receiver is connected. 

• Consult the dealer or an experienced radio/TV technician for help. 

For more information, contact the Product Regulations Manager, Hewlett-Packard 
Company, San Diego, (858) 655-4100. 

The user may find the following booklet prepared by the Federal Communications 
Commission helpful: How to Identify and Resolve Radio-TV Interference Problems. This 
booklet is available from the U.S. Government Printing Office, Washington DC, 20402. 
Stock No. 004-000-00345-4. 

Caution! Pursuant to Part 1 5.21 of the FCC Rules, any changes or 
modifications to this equipment not expressly approved by the Hewlett- 
Packard Company may cause harmful interference and void the FCC 
authorization to operate this equipment. 

note d ^attention des utilisateurs du reseau telephonique Canadien/notice to 
users of the Canadian telephone network 

Cet appareil est conforme aux specifications techniques des equipements terminaux 
d'lndustrie Canada. Le numero d'enregistrement atteste de la conformite de I'appareil. 
L'abreviation IC qui precede le numero d'enregistrement indique que I'enregistrement a ete 
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effectue dans le cadre d'une Declaration de conformite stipulant que les specifications 
techniques d'lndustrie Canada ont ete respectees. Neanmoins, cette abreviation ne 
signifie en aucun cas que I'appareil a ete valide par Industrie Canada. 

Pour leur propre security les utilisateurs doivent s'assurer que les prises electriques reliees 
d la terre de la source d'alimentation, des lignes telephoniques et du circuit metallique 
d'alimentation en eau sont, le cas echeant, branchees les unes aux autres. Cette precaution 
est particulierement importante dans les zones rurales. 

Le numero REN (Ringer Equivalence Number) attribue d chaque appareil terminal fournit 
une indication sur le nombre maximal de terminaux qui peuvent etre connectes d une 
interface telephonique. La terminaison d'une interface peut se composer de n'importe quelle 
combinaison d'appareils, d condition que le total des numeros REN ne depasse pas 5. 

Base sur les resultats de tests FCC Partie 68, le numero REN de ce produit est 0.2B. 

This equipment meets the applicable Industry Canada Terminal Equipment Technical 
Specifications. This is confirmed by the registration number. The abbreviation IC before the 
registration number signifies that registration was performed based on a Declaration of 
Conformity indicating that Industry Canada technical specifications were met. It does not 
imply that Industry Canada approved the equipment. 

Users should ensure for their own protection that the electrical ground connections of the 
power utility, telephone lines and internal metallic water pipe system, if present, are 
connected together. This precaution may be particularly important in rural areas. 

Note: The Ringer Equivalence Number (REN) assigned to each terminal device 
provides an indication of the maximum number of terminals allowed to be connected 
to a telephone interface. The termination on an interface may consist of any 
combination of devices subject only to the requirement that the sum of the Ringer 
Equivalence Numbers of all the devices does not exceed 5. 

The REN for this product is 0.2B, based on FCC Part 68 test results. 

note a ^attention des utilisateurs Canadien/ notice to users in Canada 

Le present appareil numerique n'emet pas de bruit radioelectrique depassant les limites 
applicables aux appareils numeriques de la classe B prescrites dans le Reglement sur le 
brouillage radioelectrique edicte par le ministere des Communications du Canada. 

This digital apparatus does not exceed the Class B limits for radio noise emissions from the 
digital apparatus set out in the Radio Interference Regulations of the Canadian Department 
of Communications. 
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to users in the European Economic Area 

C€ 

This product is designed to interwork with the analogue telephone networks in the 
following countries: 



Austria 


Greece 


Portugal 


Belgium 


Ireland 


Spain 


Denmark 


Italy 


Sweden 


Finland 


Luxembourg 


Switzerland 


France 


Netherlands 


United Kingdom 


Germany 


Norway 





Network compatibility depends on customer selected settings, which must be reset to use 
the equipment on a telephone network in a country other than where the product was 
purchased. Contact the vendor or Hewlett-Packard Company if additional product support 
is necessary. 

This equipment has been certified by the manufacturer in accordance with Directive 1 999/ 
5/EC (annex II) for Pan-European single-terminal connection to the public switched 
telephone network (PSTN). However, due to differences between the individual PSTNs 
provided in different countries, the approval does not, of itself, give an unconditional 
assurance of successful operation on every PSTN network termination point. 

In the event of problems, you should contact your equipment supplier in the first instance. 

This equipment is designed for DTMF tone dialing and loop disconnect dialing. In the 
unlikely event of problems with loop disconnect dialing, it is recommended to use this 
equipment only with the DTMF tone dial setting. 

notice to users of the German telephone network 

This HP fax product is designed to connect only to the analogue public-switched telephone 
network (PSTN). Please connect the TAE N telephone connector plug, provided with the 
HP Officejet 4200 and 4250 Series into the wall socket (TAE 6) code N. This HP fax 
product can be used as a single device and/or in combination (in serial connection) with 
other approved terminal equipment. 

gerduschemission 

LpA < 70 dB 
am Arbeitsplatz 
im Normalbetrieb 
nach DIN 45635 T. 19 

declaration of conformity (European Union) 

The Declaration of Conformity in this document complies with ISO/IEC Guide 22 and 
EN 45014. It identifies the product, manufacturer's name and address, and applicable 
specifications recognized in the European community. 



nodalal 1 

notice 



120 



hp officejet 4200 series 



notice to users in Korea (Officejet 4255 only) 



tehniska 



Ahgfl eiLH^ (Br! 7171 ) 

01 j\i\\= uia^s 0 ^ sisha&niiass yre 

M3m ^ SiSLIDh 



lietotaja rokasgramata 



nodajal 1 

declaration of conformity 

According to ISO/IEC Guide 22 and EN 45014 
Manufacturer's name and address: 



Hewlett-Packard Company, 1 6399 West Bernardo Drive, San Diego, CA 921 27-1 899, USA 



Regulatory model 
number: 


SDGOB-0306-01 


Declares that the product: 


Product name: 


HP Officejet 4200 Series (Q5600A) 


Model number(s): 


4215 (Q5601A), 4215xi (Q5602A), 4215v (Q5603A) 
421 1 (Q5604A), 421 2 (Q5605A), 4219 (Q5606A) 


Power adapters: 


Not Applicable 


Conforms to the following product specifications: 


Safety: 


IEC 60950:1999 3rd Edition 




EN 60950:1999 




UL1950/CSA22.2 No.950, 3rd Edition: 1995 


EMC: 


CISPR 22:1997/ EN 55022:1998, Class B 




CISPR 24: 1 997 / EN 55024: 1 998 




IEC 61000-3-2:1995 / EN 61000-3-2:1995 




IEC 61000-3-3:1994 / EN 61000-3-3:1995 




FCC Part 1 5-Class B/ICES-003, Issue 2 


Telecom: 


TBR 21:1998 



Supplementary Information: 



The product herewith complies with the requirements of the Low Voltage Directive 73/23/EC, the EMC 
Directive 89/336/EC, and with the R&TTE Directive 1999/5/EC (Annex II) and carries the CE marking 
accordingly. 

• The product was tested in a typical configuration. 

European Contact for regulatory topics only: Hewlett Packard GmbH, HQ-TRE, Herrenberger Strasse 
140, D-71034 Boblingen Germany. (FAX +49-7031-14-3143) 
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declaration of conformity 

According to ISO/IEC Guide 22 and EN 45014 
Manufacturer's name and address: 



Hewlett-Packard Company, 1 6399 West Bernardo Drive, San Diego, CA 921 27-1 899, USA 



Regulatory model 
number: 


SDGOB-0306-02 


Declares that the product: 


Product name: 


HP Officejet 4250 Series (Q5610A) 


Model number(s): 


4255 (Q561 1A), 4252 (Q5613A), 4259 (Q5614A) 


Power adapters: 


Not Applicable 


Conforms to the following product specifications: 


Safety: 


IEC 60950:1999 3rd Edition 




cin ouyou. i yw 




UL1950/CSA22.2 No.950, 3rd Edition: 1995 




NOM 019SFCI 1993, A2/N25 3260 




GB4943: 2001 


EMC: 


CISPR 22:1997/ EN 55022:1998, Class B 




CISPR 24: 1 997 / EN 55024: 1 998 




IEC 61000-3-2:1995 / EN 61000-3-2:1995 




IEC 61000-3-3:1994 / EN 61000-3-3:1995 




AS/NZS3548:1998 




CNS 13438 Approved 1994, Revised 1997 




FCC Part 1 5-Class B/ICES-003, Issue 2 




GB9254:1998 


Telecom: 


TBR 21:1998 
TBR 38: 1998 



Supplementary Information: 



The product herewith complies with the requirements of the Low Voltage Directive 73/23/EC, the EMC 
Directive 89/336/EC, and with the R&TTE Directive 1 999/5/EC (Annex II) and carries the CE marking 
accordingly. 

• The product was tested in a typical configuration. 

European Contact for regulatory topics only: Hewlett Packard GmbH, HQ-TRE, Herrenberger Strasse 
140, D-71034 Boblingen Germany. (FAX +49-7031-14-3143) 
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faksa uzstadisana 



Pec visu Uzstadlsanas plakata instrukciju izpildlsanas, pabeidziet sava faksa 
uzstadlsanu, sekojot sis nodajas noradljumiem. Uzstadlsanas plakatu ludzam 
saglabat velakai izmantosanai. 

Sajci nodajci jus varat iemacTties ka uzstddlt savu HP Officejet, lai fakss darbotos 
veiksmTgi kopa ar aprlkojumu un pakalpojumiem, kas, iespejams jau ir uzstadlti 
uz tas pasas telefona llnijas uz kuras ir uzstadlts HP Officejet. 

Ja jums ir uzstadlts numura noteicejs, pec sis nodajas izlaslsanas skatieties 
nodaju numura noteiceja izmantosana lappuse 74. 

Lai uzzinatu kadas papildus uzstadlsanas darblbas javeic (ja tas ir nepieciesamas), 
izlasiet vismaz lappuse 1 27. 

Saja nodajci apskatlti sadi temati: 

* faksa sutTsana no DSL llnijas lappuse 1 26 

* faksa darbu veiksana, izmantojot PBX telefona sistemu vai ISDN llniju 

lappuse 1 27 

* ka noteikt vai sekojosie noradijumi attiecas uz jums lappuse 1 27 

* ka izveleties pareizo faksa uzstadlsanu jusu birojam lappuse 1 28 

* no sis tabulas izvelieties savu faksa uzstadlsanas gadijumu lappuse 1 29 

* gadljums A: atseviska faksa llnija (balss zvani netiek sanemti) lappuse 131 

* gadljums B: fakss kopa ar balss/faksa zvanu izskirsanas pakalpojumu ir 
pieslegts pie vienas llnijas lappuse 1 32 

* gadljums C: kopeja balss/faksa llnija lappuse 1 33 

* gadljums D: faksa llnija ir kopeja ar datora (PC) modemu (balss zvani 
netiek sanemti) lappuse 1 34 

* gadljums E: balss/faksa llnija ir kopeja ar datora (PC) modemu 

lappuse 1 35 

* gadljums F: balss/faksa llnija ir kopeja ar automatisko atbildetaju 

lappuse 1 38 

* gadljums G: balss/faksa llnija ir kopeja ar datora (PC) modemu un 
automatisko atbildetaju lappuse 1 39 

* gadljums H: balss/faksa llnija ir kopeja ar balss pastu lappuse 141 

* gadljums I: balss/faksa llnija ir kopeja ar datora (PC) modemu un balss 
pastu lappuse 142 



faksa sutlsana no DSL linijas 



Ja jus izmantojat sava telefonpakalpojumu sniedzeja DSL pakalpojumu, sekojiet 
sis sadajas noradljumiem, lai starp sienas kontaktu un jusu HP Officejet 
savienotu DSL filtru. Filtrs likvide ciparu signalu, kas bloketu jusu HP Officejet 
sakarus ar talruna llniju. 

Uzmambu! Ja jOs izmantojat DSL llniju un nepievienojat DSL filtru, 
jus ar savu HP Officejet nevaresiet nedz nosutTt, nedz arl sanemt 
faksus. 



jusu DSL pakalpojuma^^ 
sniedzejs HP Officejet aizmugure 

Uzmambu! Ja jus neizmantojat piegadato kabeli DSL filtra 
savienosanai ar jusu HP Officejet, jus nevaresiet veiksmTgi 
darboties ar faksu. Ja jus dzlvojat kada no valstTm, kas uzskaitTtas 
tabula lappuse 1 27, jus esat sanemusi Tpasu 2 vadu kabeli. 
Ipasais 2 vadu kabelis atskiras no plasak izplatlta 4 vadu telefona 
kabeja, kas, iespejams, jau atrodas jusu biroja. Papildus 
informaciju par atskirlbu noteiksanu starp siem kabejiem skatlt 
Man ir problemas ar faksu sutTsanu un sanemsanu lappuse 1 54. 

1 legustiet DSL filtru no sava DSL pakalpojuma sniedzeja. 

2 Izmantojiet telefona kabeli, kas piegadats kopa ar jusu HP Officejet, lai 
savienotu DSL filtra brlvo portu ar "1-LINE" portu jusu HP Officejet 
aizmugure. 

3 Pievienojiet DSL filtra kabeli pie sienas telefona kontakta. 

4 Lai uzzinatu, kas vel jadara, lai pabeigtu jusu HP Officejet uzstadlsanu, 
skatiet ka noteikt vai sekojosie noradljumi attiecas uz jums lappuse 1 27. 



Izmantojiet telefona kabeli, kas ir 
piegadats kopa ar jusu HP Officejet 



Telefons 
sienas 



kontakts 



DSL filtrs, ko piegada 
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faksa darbu veiksana, izmantojot PBX telefona sistemu vai 
ISDN liniju 

Ja jusu talruna llnija ir aprlkota ar PBX sistemu, parliecinieties, ka pirms faksa 
numura ievadlsanas jus ievadiet izejosds llnijas numuru. 

Uzmanibu! Daudzas PBX sistemas ir aprlkotas ar gaidosd 
izsaukuma toni, kas rupnlca tika ieslegts. Gaidosa izsaukuma 
tonis jauksies ar jebkuru faksa sutTsanu un jus ar savu HP Officejet 
nespesiet nosutlt vai sanemt faksus. Lai uzzinatu, ka izslegt 
gaidosd izsaukuma toni, skatieties savas PBX ciparu sistemas 
dokumentaciju. 

Ja jus izmantojat PBX vai ISDN parveidotaju, parliecinieties, ka HP Officejet ir 
savienots ar faksam vai telefona m paredzeto portu. 

Dazas ISDN sistemas pielauj portu konfiguresanu attieclgajam telefona 
aprlkojumam, piemeram, vienu portu jus varat pa redzet telefona m un 3. grupas 
faksam un vel vienu dazadam citam ierlcem 

PiezTme: Ja fakss ir pievienots ISDN parveidotaja faksa/telefona portam un 
rodas problemas, pameginiet izmantot dazadam citam ierlcem paredzeto 
portu (tas, iespejams, nosaukts par ''multi-combr vai tamlldzlgi). 

kd noteikt vai sekojosie noradijumi attiecas uz jums 

Sie nodajas noradijumi ir paredzeti paraleld veida telefona sistemam, kas ir 
vispopularakas valstls/regionos, kuras uzskaitTtas zemak redzamajd tabula. 

• Ja viss jusu telefona aprlkojums (modemi, telefoni, automatiskie atbildetdji 
un faksi) nepastarpinati ir pieslegti sienas telefona kontaktam, jus 
visticamak izmantojat seriala veida telefona sistemu. Lai parliecinatos, ka 
jusu valsts nav iekjauta saraksta, pdrbaudiet zemak esoso tabulu. Ja jus 
neesat parliecinats, kada veida telefona sistemu jus izmantojat (paralelo 
vai seridlo), jautajiet savai telefona firmai. Ja jus izmantojat serialo sistemu, 
talakais teksts jums nav jalasa. Ja uz llnijas, kurai jus pieslegsiet 

HP Officejet, ir uzstadlts numura noteicejs, ludzam skatlt numura noteiceja 
izmantosana lappuse 74 un lieko faksa numuru blokesana lappuse 74. 

• Ja jusu valsts/ regions ir ieklauts saraksta, pabeidziet sava faksa 
uzstadlsanu, sekojot talakajiem norddljumiem. 



ja jus atrodaties viena no slm valstlm/ regioniem, izlasiet so 
nodaju 



Argentina 


ASV 


Austral ija 


Brazil ija 


Qle 


Filipinos 


Griekija 


Indija 


Indonezija 


Irija 


Japana 


Kanada 


Kolumbija 


Koreja 


Krievija 


Kin a 


Latlnamerika 


Malaizija 
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ja jus atrodaties viena no slm valstlm/ regioniem, izlasiet so 
nodaju 



k A 1 .1 

Meksika 


Poh|a 


n i - 1 

Portugale 


Sauda Arabija 


Singapura 


Spanija 


Taivana 


Taizeme 


Venecuela 


Vjetnama 







ka izveleties pareizo faksa uzstadlsanu jusu birojam 

Uzmanlbu! Pirms sekot siem norddTjumiem, ludzam skatTt kd 
noteikt vai sekojosie noradljumi attiecas uz jums lappuse 1 27. 

Lai veiksmlgi varetu darboties ar faksu, jums ir jazina, kada veida ierlces un 
pakalpojumi (ja tadi ir) vel ir pieslegti telefona llnijai, kurai jus gatavojaties 
pieslegt HP Officejet. Tas ir svarlgi, jo, iespejams, kada no biroja ierTcem bus 
japiesledz nepastarpinati pie jusu HP Officejet, un veiksmTgai faksa darblbai 
jums bus jamaina kads faksa uzstddljums. 

Lai noteiktu labciko jusu HP Officejet uzstadlsanas veidu, vispirms izlasiet un 
atbildiet uz sis sadajas jautajumiem. Pec tarn skatieties tabulu nakosaja sadala 
un, pamatojoties uz jusu atbildem, izvelieties ieteicamo uzstadlsanu. 

Parliecinieties, ka jus izlasiet un atbildiet uz siem jautajumiem tada secTba, kada 
tie ir. 

1 Vai jus izmantojat balss/faksa zvanu izskirsanas pakalpojumu, kas 
nodrosina ar vairakiem telefona numuriem un dazadam zvana signala 
shemam? 

□ Ja, es izmantoju balss/faksa zvanu izskirsanas pakalpojumu. 

□ Ne. 

Ja atbildat ar // ja ,/ , tagad skatiet gadljums B: fakss kopa ar balss/faksa 

zvanu izskirsanas pakalpojumu ir pieslegts pie vienas Imijas lappuse 1 32. 

Uz turpmakajiem jautajumiem jums nav jaatbild. 

Ja atbildat ar "ne", ludzam turpinat atbildet uz jautajumiem. 

Jus neesat parliecinats, vai izmantojat balss/faksa zvanu izskirsanas 

pakalpojumu? Daudzi telefona pakalpojumu sniedzeji piedava balss/ 

faksa zvanu izskirsanas pakalpojumu, kas, izmantojot vienu telefona llniju, 

sniedz iespeju izmantot vairakus telefona numurus. 

Izmantojot so pakalpojumu, katram numuram bus atskirlga zvana shema, 

piemeram, viens, divi un trls zvani. Vienu telefona numuru (ar vienu zvanu) 

jus varat piemerot balss zvaniem un otru telefona numuru (ar diviem 

zvaniem) - faksam. Tas, telefona m zvanot, sniedz jums un jusu HP Officejet 

iespeju atskirt balss zvanus no faksa. 

2 Vai balss zvanus jus sanemat uz to pasu numuru, kuru izmantosiet 
HP Officejet faksam ? 

□ Ja, es sanemu balss zvanus. 

□ Ne. 

Ludzam turpinat atbildet uz jautajumiem. 
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3 Vai pie telefona llnijas, kurai pieslegsiet HP Officejet, ir pieslegts an datora 
modems? 

□ Ja, man ir datora modems. 

□ Ne. 

Lai noskaidrotu, vai jums ir datora modems, rlkojieties sadi: Ja uz jebkuru 
no turpmakajiem jautajumiem jus atbildat ar "Ja", jus izmantojat datora 
modemu. 

- Vai jus nepastarpinati sanemat un nosutat faksus no sava datora 
programmaturas, izmantojot iezvansavienojumu? 

- Vai jus sava datora lietojat e-pastu, izmantojot iezvansavienojumu? 

- Vai jus sava datora lietojat internetu, izmantojot iezvansavienojumu? 
Ludzam turpinat atbildet uz jautajumiem. 

4 Vai tarn pasam numuram, kuru izmantosiet HP Officejet faksam, ir 
pieslegts automatiskais atbildetajs, kas atbild uz balss zvaniem? 

□ Ja, man ir automatiskais atbildetajs. 

□ Ne. 

Ludzam turpinat atbildet uz jautajumiem. 

5 Vai tarn pasam numuram, kuru izmantosiet HP Officejet faksam, ir 
pieslegts balss pasta pakalpojums, kuru nodrosina jusu 
telefonpakalpojumu sniedzejs? 

□ Ja, es izmantoju balss pasta pakalpojumu. 

□ Ne. 

no sis tabulas izvelieties savu faksa uzstadlsanas gadljumu 

Tagad, kad esat atbildejusi uz visiem jautajumiem par apnkojumu un 
pakalpojumiem, kas tiks pieslegti pie tas pasas telefona llnijas, pie kuras tiks 
pieslegts HP Officejet, jus varat izveleties savam birojam vispiemerotdko 
uzstadlsanas gadljumu. 

No turpmakas tabulas pirmas slejas izvelieties jusu birojam atbilstoso 
aprlkojuma un pakalpojumu kombinaciju. Otrajci sleja sameklejiet attieclgo 
uzstadlsanas gadljumu. Sajci nodala ir pievienoti detalizeti norddljumi. 

Ja jus esat atbildejusi uz visiem ieprieksejas sadajas jautajumiem, un jums nav 
neviens no aprakstltajiem pakalpojumiem vai nekas mineta aprlkojuma, tabulas 
pirmaja sleja izvelieties "Neviens". 



cits aprlkojums/ pakalpojumi, kas tiks pieslegti faksa 
Imijai 


ieteicamie faksa uzstddijumi 


Balss/faksa zvanu izskirsanas pakalpojums 

(Tikai uz pirmo jautajumu jus atbildejat ar "Ja".) 


Gadljums B: Fakss kopci ar balss/ 
faksa zvanu izskirsanas pakalpojumu 
ir pieslegts vienai llnijai 


Balss zvani 

(Tikai uz otro jautajumu jus atbildejat ar "Ja") 


Gadljums C: kopeja balss/faksa llnija 
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cits aprlkojums/ pakalpojumi, kas tiks pieslegti faksa 
llnijai 


ieteicamie faksa uzstddijumi 


Balss zvani un datora (PC) modems 

(Tikai uz otro un treso jautajumu jus atbildejat 
ar "Ja".) 


Gadljums E: Balss/faksa llnija ir 
kopeja ar datora (PC) modemu 


Balss zvani, datora (PC) modems un automatiskais 
atbildetajs 

(Uz otro, treso un ceturto jautajumu jus atbildejat 
ar "Ja") 


Gadljums G: Balss/faksa llnija ir 
kopeja ar datora (PC) modemu un 
automatisko atbildetaju 


Balss zvani, datora (PC) modems un balss pasta 
pakalpojums 

(Uz otro, treso un piekto jautajumu jus atbildejat 

ar "Ja") 


Gadljums 1: Balss/faksa llnija ir 
kopeja ar datora (PC) modemu un 
balss pastu 


Balss zvani un automatiskais atbildetajs 

(Tikai uz otro un ceturto jautajumu jus atbildejat 
ar "Ja") 


Gadljums F: Balss/faksa llnija ir 
kopeja ar automatisko atbildetaju 


Balss zvani un balss pasta pakalpojums 

(Tikai uz otro un piekto jautajumu jus atbildejat 
ar "Ja") 


Gadljums H: Balss/faksa llnija ir 
kopeja ar balss pastu 


Datora (PC) modems 

(Tikai uz treso jautajumu jus atbildejat ar "Ja". ) 


Gadljums D: Faksa llnija ir kopeja ar 
datora (PC) modemu (balss zvani 
netiek sanemti) 


Nekads 

(Uz visiem jautajumiem jus atbildejat ar "Ne") 


Gadljums A: Atseviska faksa llnija 
(netiek sanemti balss zvani) 
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hp officejet 4200 series 



faksa uzstadisana 



gadijums A: atseviska faksa linija (balss zvani netiek sanemti) 



Ja jums ir atseviska telefona linija, pie kuras nav pievienots telefons vai kads cits 
apnkojums, pievienojiet sai llnijai savu HP Officejet, ka tas aprakstlts saja 
sadaja. 



1 Izmantojiet telefona kabeli, kas piegadats kopa ar jusu HP Officejet, lai 
savienotu sienas telefona kontaktu ar "1-LINE" portu jusu HP Officejet 
aizmugure. 

Uzmambu! Ja jOs neizmantojat piegadato kabeli sienas kontakta 
savienosanai ar jusu HP Officejet, jus visticamak nevaresiet 
veiksmlgi darboties ar faksu. Ipasais 2 vadu kabelis atskiras no 
plasak izplatlta 4 vadu telefona kabeja, kas, iespejams, jau 
atrodas jusu biroja. Papildus informaciju par atskirlbu noteiksanu 
starp siem kabejiem skatTt Man ir problemas ar faksu sutTsanu un 
sanemsanu lappuse 1 54. 

2 Spied iet priekseja panela taustinu Answer Mode (atbildes rezTms) lldz 
displeja paradds uzraksts Fax (fakss). 



veids, kadd jusu hp officejet atbildes uz faksa zvaniem 

Kad zvanTs telefons, jusu HP Officejet automatiski atbildes pec noteikta zvanu 
skaita, ko var iestatlt Rings to Answer (zvani lldz atbildei) uzstddljumci. Tad jusu 
fakss sutTtaja faksam nosutls faksa sanemsanas tonus un sanems faksu. 



Izmantojiet telefona 
kabeli, kas ir piegadats 

kopa ar jusu 

HP Officejet 



Telefons 
sienas 



kontakts 




HP Officejet aizmugure 



lietotaja rokasgramata 
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gadijums B: fakss kopd ar balss/faksa zvanu izskirsanas 
pakalpojumu ir pieslegts pie vienas linijas 



Ja jus izmantojat balss/faksa zvanu izskirsanas pakalpojumu, kas jums sniedz 
iespeju ar vienu telefona llniju izmantot vairdkus telefona numurus, katru ar 
atskirlgu zvanu shemu, pievienojiet savu HP Officejet, sekojot sis sadajas 
norddljumiem. 



1 Izmantojiet telefona kabeli, kas piegadats kopa ar jusu HP Officejet, lai 
savienotu sienas telefona kontaktu ar "1-LINE" portu jusu HP Officejet 
aizmugure. 

Uzmambu! Ja jGs neizmantojat piegadato kabeli sienas kontakta 
savienosanai ar jusu HP Officejet, jus visticamak nevaresiet 
veiksmlgi veikt faksa darbus. Ipasais 2 vadu kabelis atskiras no 
plasak izplatlta 4 vadu telefona kabeja, kas, iespejams, jau 
atrodas jusu biroja. Papildus informaciju par atskirlbu noteiksanu 
starp siem kabejiem skatlt Man ir problemas ar faksu sutlsanu un 
sanemsanu lappuse 1 54. 

2 Spiediet priekseja panela taustinu Answer Mode (atbildes rezTms) lldz 
displeja paradas uzraksts Fax (fakss). 

3 Nomainiet Answer Ring Pattern (atbildes zvana shema) uzstadljumu uz 
shemu, ko jusu faksa numuram piesklris telefonsakaru sniedzejs, piemeram, 
divi vai trls zvani. 

a. Nospiediet Setup (uzstadlsana). 

b. Vispirms nospiediet 4, tad 1. 

c. Lai apskatltu opcijas, spiediet ► . 

d. Kad displeja paradas zvanu shema, ko jusu faksa numuram piesklris 
telefonpakalpojumu sniedzejs, nospiediet OK. 

PiezTme: Jusu HP Officejet rupnTca tika uzstadlts atbildesanai visam zvanu 
shemam. Ja jus neuzstadlsiet pareizo zvanu shemu, ko jusu faksa numuram 
piesklris telefonpakalpojumu sniedzejs, jusu HP Officejet iespejams atbildes 
gan uz balss, gan faksa zvaniem vai neatbildes vispar. 



Izmantojiet telefona 
kabeli, kas ir piegadats 

kopa ar jusu 

HP Officejet 



Telefons 
sienas 



kontakts 




HP Officejet aizmugure 




hp officejet 4200 series 



faksa uzstadisana 



veids, kada jusu hp officejet atbildes uz faksa zvaniem 

Jusu HP Officejet, pec jusu izveleta zvanu skaita (Rings to Answer (zvani lldz 
atbildei) uzstadljums), automatiski atbildes uz zvaniem kuru shema sakrlt ar jusu 
ieprieks izveleto zvanu shemu (Answer Ring Pattern (atbildes zvana shema) 
uzstadljums). Tad jusu fakss sutTtaja faksam nosutls faksa sanemsanas tonus un 
sanems faksu. 

gadijums C: kopeja balss/faksa linija 

Ja balss un faksa zvanus jus sanemat uz vienu telefona numuru un pie sis telefona 
llnijas nav pieslegts cits biroja aprlkojums (vai balss pasts), pievienojiet savu 
HP Officejet, sekojot sis sadajas noradljumiem. 




kas ir piegadats kopa ar Series bez klausules. 

jusu HP Officejet HP Officejet aizmugure 

1 Izmantojiet telefona kabeli, kas piegadats kopa ar jusu HP Officejet, lai 
savienotu sienas telefona kontaktu ar "1-LINE" portu jusu HP Officejet 
aizmugure. 

Uzmanlbu! Ja jus neizmantojat piegadato kabeli sienas kontakta 
savienosanai ar jusu HP Officejet, jus visticamak nevaresiet 
veiksmTgi darboties ar faksu. Ipasais 2 vadu kabelis atskiras no 
plasak izplatlta 4 vadu telefona kabeja, kas, iespejams, jau 
atrodas jusu biroja. Papildus informaciju par atskirlbu noteiksanu 
starp siem kabejiem skatTt Man ir problemas ar faksu sutlsanu un 
sanemsanu lappuse 1 54. 

2 Iznemiet balto spraudni no porta "2-EXT" jusu HP Officejet aizmugure un 
pie ta pievienojiet telefonu. 

3 Sekojiet zemak minetajdm instrukcijam, kas attiecas uz jusu HP Officejet. 

hp officejet 4210 series (bez klausules) 

Tagad jums jaizlemj, ka velesieties atbildet uz faksa zvaniem - automatiski vai 
manuali. 

automdtiska atbildesana uz faksa zvaniem 

4 Spied iet priekseja paneja taustinu Answer Mode (atbildes rezims) lldz 
displejd paradas uzraksts Fax (fakss). 

5 Uzstadiet Rings to Answer (zvani lldz atbildei) uz 6. 
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a. Nospiediet Setup (uzstddisana). 

b. Vispirms nospiediet 3, tad 3. 

c. Izmantojot numuru taustinus, ievadiet 6. 

d. Nospiediet OK. 

Saja gadTjuma jusu HP Officejet nevares atskirt faksa zvanus no balss zvaniem. 
Ja jums skiet, ka ienakosais ir balss zvans, jums uz to jaatbild pirms sesta zvana 
vai arl HP Officejet atbildes ar faksa toniem. 

PiezTme: Ja jus pacejat telefonu pirms sesta zvana un dzirdat sutTtaja faksa 
tonus, jums bus manuali jaatbild uz faksa zvanu. Informaciju par to, ka 
manuali no pievienotd telefona vai telefona pagarinajuma sanemt faksa 
zvanus skatTt faksa manudla sanemsana no telefona lappuse 51 . 

manudla atbildesana uz faksa zvaniem 

Sanemot faksus manuali, jums pasiem jaspej atbildet ienakosajiem faksa 
zvaniem vai arl jusu HP Officejet faksus nesanems. 

6 Spied iet priekseja panela taustinu Answer Mode (atbildes rezims) lldz 
displeja paradas uzraksts Tel (telefons). 

HP Officejet uz zvanu neatbildes. Jums pasiem uz to jaatbild un, ja tas ir faksa 
zvans, manuali japienem fakss. Informaciju par to, ka manuali no pievienotd 
telefona vai telefona pagarinajuma sanemt faksa zvanus, skatTt faksa manudla 
sanemsana no telefona lappuse 51 . 

hp officejet 4250 series (ar klausuli) 

► Spied iet priekseja panela taustinu Answer Mode (atbildes rezims), lldz 
displeja paradas uzraksts Fax/Tel (fakss/telefons). 

veids, kddd jusu hp officejet atbildes uz faksa zvaniem 

HP Officejet uz ienakosajiem zvaniem atbildes automatiski, pamatojoties 
uz Rings to Answer (zvani lldz atbildei) uzstadljumu. Ja pienak faksa 
zvans, HP Officejet sanems faksu. 

Ja ienakosais ir balss zvans, HP Officejet radls Tpasu zvanu, kas norada, 
ka ienak balss zvans. Uz ienakoso zvanu jums vajadzes atbildet, 
izmantojot pievienoto klausuli. Uz balss zvaniem nevajadzetu atbildet no 
citiem llnijas telefoniem. lerlce nespes noteikt, ka jus atbildejat no kada 
cita telefona un turpinas zvanTt. Lai partrauktu zvanTsanu, jums uz 
HP Officejet vajadzes nospiest Cancel (atcelt). 

gadijums D: faksa linija ir kopeja ar datora (PC) modemu 
(balss zvani netiek sanemti) 

Ja jums ir atseviska telefona linija, pie kuras nav pievienots telefons, bet pie kuras 
ir pievienots datora (PC) modems, pievienojiet sai llnijai savu HP Officejet, ka tas 
aprakstlts saja sadaja. 

PiezTme: To ka jusu datora (PC) modemam ir kopeja telefona linija ar jusu 
HP Officejet, jus nespesiet vienlaiclgi izmantot gan HP Officejet, gan savu 
datora (PC) modemu. Piemeram, faksa sutlsanas vai sanemsanas laika jus 
nevaresiet piekjut e-pastam vai internetam. 
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hp officejet 4200 series 



faksa uzstadisana 



Izmantojiet telefona 
kabeli, kas ir piegadats 
kopa ar jusu HP Officejet 



Dators (PC) ar modemu 



Telefons 

sienas 

kontakts 




HP Officejet aizmugure 

1 Iznemiet balto spraudni no "2-EXT" porta jusu HP Officejet aizmugure. 

2 Atrodiet telefona kabeli, kas savieno jusu datoru (jusu datora (PC) 
modemu) ar telefona kontaktu siena. Atvienojiet kabeli no sienas telefona 
kontakta un pievienojiet to pie "2-EXT" porta jusu HP Officejet aizmugure. 

3 Izmantojiet telefona kabeli, kas piegadats kopa ar jusu HP Officejet, lai 
savienotu telefona sienas kontaktu ar "1-LINE" portu jusu HP Officejet 
aizmugure. 

Uzmambu! Ja jus neizmantojat piegadato kabeli sienas kontakta 
savienosanai ar jusu HP Officejet, jus visticamak nevaresiet 
veiksmTgi darboties ar faksu. Ipasais 2 vadu kabelis atskiras no 
plasak izplatlta 4 vadu telefona kabeja, kas, iespejams, jau 
atrodas jusu biroja. Papildus informaciju par atskirlbu noteiksanu 
starp siem kabejiem skatTt Man ir problemas ar faksu sutlsanu un 
sanemsanu lappuse 1 54. 

4 Spied iet priekseja panela taustinu Answer Mode (atbildes rezims) lldz 
displeja paradas uzraksts Fax (fakss). 

5 Ja jusu datora (PC) modema programmatura ir uzstadlta automatiska faksu 
sanemsanu uz datoru, izsledziet so uzstddljumu. 

Uzmambu! Ja jus datora (PC) modema programmatura 
neizslegsiet automatiskas faksa sanemsanas uzstadljumu, 
HP Officejet faksus nesanems. 

veids, kadd jusu hp officejet atbildes uz faksa zvaniem 

Kad zvanTs telefons, jusu HP Officejet automatiski atbildes pec noteikta zvanu 
skaita, ko var iestatlt Rings to Answer (zvani lldz atbildei) uzstadljuma. Tad jusu 
fakss sutTtaja faksam nosutls faksa sanemsanas tonus un sanems faksu. 



gadijums E: balss/faksa llnija ir kopeja ar datora (PC) modemu 

Ja balss un faksa zvanus jus sanemat uz vienu telefona numuru un pie sis telefona 
llnijas ir pieslegts arl datora (PC) modems, pievienojiet savu HP Officejet, sekojot 
sis sadajas noradljumiem. 
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PiezTme: Ta ka jusu datora (PC) modemam ir kopeja telefona llnija ar jusu 
HP Officejet, jus nespesiet vienlaidgi izmantot gan HP Officejet, gan savu 
datora (PC) modemu. Piemeram, faksa sutTsanas vai sanemsanas laika jus 
nevaresiet piekjut e-pastam vai internetam. 

Izmantojiet telefona kabeli, 
kas ir piegadats kopa ar 

jusu HP Officejet Dators (PC) ar modemu 



Telefons 

sienas 

kontakts 




1 Iznemiet balto spraudni no "2-EXT" porta jusu HP Officejet aizmugure. 

2 Atrodiet telefona kabeli, kas savieno jusu datoru (jusu datora (PC) 
modemu) ar telefona kontaktu siena. Atvienojiet kabeli no sienas telefona 
kontakta un pievienojiet to pie "2-EXT" porta jusu HP Officejet aizmugure. 

3 Pievienojiet telefonu pie "izejas" (out) porta jusu datora (PC) modema 
aizmugure. 

4 Izmantojiet telefona kabeli, kas piegadats kopa ar jusu HP Officejet, lai 
savienotu telefona sienas kontaktu ar "1-LINE" portu jusu HP Officejet 
aizmugure. 

Uzmambu! Ja jus neizmantojat piegadato kabeli sienas kontakta 
savienosanai ar jusu HP Officejet, jus visticamak nevaresiet 
veiksmTgi darboties ar faksu. Ipasais 2 vadu kabelis atskiras no 
plasak izplatlta 4 vadu telefona kabeja, kas, iespejams, jau 
atrodas jusu birojd. Papildus informaciju par atskirlbu noteiksanu 
starp siem kabejiem skatTt Man ir problemas ar faksu sutTsanu un 
sanemsanu lappuse 1 54. 

5 Ja jusu datora (PC) modema programmatura ir uzstadlta automatiska faksu 
sanemsanu uz datoru, izsledziet so uzstadljumu. 

Uzmambu! Ja jus datora (PC) modema programmatura 
neizslegsiet automatiskas faksa sanemsanas uzstadljumu, 
HP Officejet faksus nesanems. 

6 Sekojiet zemak minetajam instrukcijam, kas attiecas uz jusu HP Officejet. 

hp officejet 4210 series (bez klausules) 

Tagad jums jaizlemj ka velesieties atbildet uz faksa zvaniem: automatiski vai 
manuali. 
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faksa uzstadisana 

automatiska atbildesana uz faksa zvaniem 

1 Spied iet priekseja paneja taustinu Answer Mode (atbildes rezims) lldz 
displeja paradas uzraksts Fax (fakss). 

2 Uzstadiet Rings to Answer (zvani lldz atbildei) uz 6. 

a. Nospiediet Setup (uzstadisana). 

b. Vispirms nospiediet 3, tad 3. 

c. Izmantojot numuru taustinus, ievadiet 6. 

d. Nospiediet OK. 

saja gadTjuma jusu HP Officejet nevares atskirt faksa zvanus no balss zvaniem. 
Ja jums skiet, ka ienakosais ir balss zvans, jums uz to jaatbild pirms sesta zvana 
vai an HP Officejet atbildes ar faksa toniem. 

PiezTme: Ja jus pacejat telefonu pirms sesta zvana un dzirdat sutTtaja faksa 
tonus, jums bus manuali jaatbild uz faksa zvanu. Informaciju par to, ka 
manuali no pievienotd telefona vai telefona pagarinajuma sanemt faksa 
zvanus, skatTt faksa manuala sanemsana no telefona lappuse 51 . 

manudla atbildesana uz faksa zvaniem 

Sanemot faksus manuali, jums pasiem jaspej atbildet ienakosajiem faksa 
zvaniem vai arl jusu HP Officejet faksus nesanems. 

► Spied iet priekseja paneja taustinu Answer Mode (atbildes rezims) lldz 
displeja paradas uzraksts Tel (telefons). 

HP Officejet uz zvanu neatbildes. Jums pasiem uz to jaatbild un, ja tas ir faksa 
zvans, manuali japienem fakss. Informaciju par to, ka manuali no pievienotd 
telefona vai telefona pagarinajuma sanemt faksa zvanus skatTt faksa manuala 
sanemsana no telefona lappuse 51 . 

hp officejet 4250 series (ar klausuli) 

► Spied iet priekseja paneja taustinu Answer Mode (atbildes rezims) lldz 
displeja paradas uzraksts Fax/Tel (fakss/telefons). 

veids, kada jusu hp officejet atbildes uz faksa zvaniem 

HP Officejet uz ienakosajiem zvaniem atbildes automatiski, pamatojoties 
uz Rings to Answer (zvani lldz atbildei) uzstadljumu. Ja pienak faksa 
zvans, HP Officejet sanems faksu. 

Ja ienakosais ir balss zvans, HP Officejet radls Tpasu zvanu, kas noradls, 
ka ienak balss zvans. Uz ienakoso zvanu jums vajadzes atbildet, 
izmantojot pievienoto klausuli. Uz balss zvaniem nevajadzetu atbildet no 
citiem llnijas telefoniem. lerlce nespes noteikt, ka jus atbildejat no kada 
cita telefona un turpinas zvanTt. Lai partrauktu zvanTsanu, jums uz 
HP Officejet vajadzes nospiest Cancel (atcelt). 
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gadijums F: balss/faksa linija ir kopeja ar automatisko 
atbildetaju 

Ja balss un faksa zvanus jus sanemat uz vienu telefona numuru un pie si telefona 
numura ir pieslegts arl automatiskais atbildetajs, kas atbild uz balss zvaniem, 
pievienojiet savu HP Officejet, sekojot sis sadajas norddljumiem. 

Izmantojiet telefona kabeli, 
kas ir piegadats kopa ar 
jusu HP Officejet 



Telefons 

sienas 

kontakts 



Automatiskais 
atbildetajs 



Telefons 
(pec izveles) 




HP Officejet aizmugure 



IEEJA (IN) 



IZEJA (OUT) 



1 Iznemiet balto spraudni no "2-EXT" porta jusu HP Officejet aizmugure. 

2 Atvienojiet automatisko atbildetaju no sienas telefona kontakta un 
pievienojiet to pie "2-EXT" porta jusu HP Officejet aizmugure. 

Uzmanlbu! Ja jus automatisko atbildetaju nepiesledzat 
nepastarpinati pie sava HP Officejet, iespejams, jusu 
automatiskais atbildetajs, ierakstls faksa sutTsanas tonus un, 
visticamak, jusu HP Officejet nesanems faksus. 

3 Izmantojiet telefona kabeli, kas piegadats kopa ar jusu HP Officejet, lai 
savienotu telefona sienas kontaktu ar "1-LINE" portu jusu HP Officejet 
aizmugure. 

Uzmambu! Ja jus neizmantojat piegadato kabeli sienas kontakta 
savienosanai ar jusu HP Officejet, jus visticamak nevaresiet 
veiksmTgi darboties ar faksu. Ipasais 2 vadu kabelis atskiras no 
plasak izplatlta 4 vadu telefona kabeja, kas, iespejams, jau 
atrodas jusu biroja. Papildus informaciju par atskirlbu noteiksanu 
starp siem kabejiem skatTt Man ir problemas ar faksu sutTsanu un 
sanemsanu lappuse 1 54. 

4 Spied iet priekseja paneja taustinu Answer Mode (atbildes rezims) lldz 
displeja paradas uzraksts AnswerMachine (automatiskais atbildetajs). 

5 (Pec izveles) Ja jusu automatiskajam atbildetajam nav klausules, ertlbas 
labad jus varetu veleties automatisko atbildetaja "izejas^ (out) portam 
(aizmugure) pievienot telefonu. 
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faksa uzstadisana 

veids, kada jusu hp officejet atbildes uz faksa zvaniem 

Kad zvana telefons, jusu automatiskais atbildeta js atbildes un atskanos 
jusu ierakstlto sveicienu. Saja laika jusu HP Officejet parraudzls sarunu, 
"klausoties" vai netiek atskanoti faksa toni. Ja tiek atpazlti ienakosa faksa 
toni, HP Officejet parraidls faksa sanemsanas tonus un sanems faksu; ja 
faksa toni netiek atklati, HP Officejet partrauks llnijas parraudzTsanu un 
jusu automatiskais atbildetajs vares ierakstlt balss zinojumu. 

gadljums G: balss/faksa linija ir kopeja ar datora (PC) 
modemu un automdtisko atbildetaju 

Ja balss un faksa zvanus jus sanemat uz vienu telefona numuru un pie sis telefona 
llnijas ir pieslegts arl datora (PC) modems un automatiskais atbildetajs, 
pievienojiet savu HP Officejet, sekojot sis sadajas noradljumiem. 

PiezTme: Ta ka jusu datora (PC) modemam ir kopeja telefona linija ar jusu 
HP Officejet, jus nespesiet vienlaiclgi izmantot gan HP Officejet, gan savu 
datora (PC) modemu. Piemeram, faksa sutTsanas vai sanemsanas laika jus 
nevaresiet nosutlt e-pastu vai izmantot internetu. 



Izmantojiet telefona kabeli, 
kas ir piegadats kopa ar 

jusu HP Officejet Dators ( PC ) ar modemu 



Telefons 

sienas 

kontakts 




HP Officejet aizmugure IEEJA (IN) IZEJA (OUT) 



1 Iznemiet balto spraudni no "2-EXT" porta jusu HP Officejet aizmugure. 

2 Atrodiet telefona kabeli, kas savieno jusu datoru (jusu datora (PC) 
modemu) ar telefona kontaktu siena. Atvienojiet kabeli no sienas telefona 
kontakta un pievienojiet to pie "2-EXT" porta jusu HP Officejet aizmugure. 

3 Atvienojiet automatisko atbildetaju no sienas telefona kontakta un 
pievienojiet to pie "izejas" (out) porta jusu datora (PC) modema 
aizmugure. 

Tas sniedz tiesu savienojumu starp HP Officejet un automatisko atbildetaju, 
nenemot vera to, ka datora (PC) modems llnijai ir pieslegts pirmais. 

Uzmambu! Ja jus automatisko atbildetaju nepiesledzat sada 
veida jusu automatiskais atbildetajs, iespejams, ierakstls faksa 
sutTsanas tonus un, visticamak, jusu HP Officejet nesanems faksus. 
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4 Izmantojiet telefona kabeli, kas piegadats kopa ar jusu HP Officejet, lai 
savienotu telefona sienas kontaktu ar "1-LINE" portu jusu HP Officejet 
aizmugure. 

Uzmambu! Ja jus neizmantojat piegadato kabeli sienas kontakta 
savienosanai ar jusu HP Officejet, jus visticamak nevaresiet 
veiksmlgi darboties ar faksu. Ipasais 2 vadu telefona kabelis 
atskiras no plasak izplatlta 4 vadu kabeja, kas, iespejams, jau 
atrodas jusu biroja. Papildus informdciju par atskirlbu noteiksanu 
starp siem kabejiem skatTt Man ir problemas ar faksu sutlsanu un 
sanemsanu lappuse 1 54. 

5 Spied iet priekseja paneja taustinu Answer Mode (atbildes rezTms) lldz 
displeja paradas uzraksts AnswerMachine (automatiskais atbildetajs). 

6 Ja jusu datora (PC) modema programmatura ir uzstadlta automdtiska faksu 
sanemsanu uz datoru, izsledziet so uzstadljumu. 

Uzmambu! Ja jus datora (PC) modema programmatura 
neizslegsiet automatiskds faksa sanemsanas uzstadljumu, 
HP Officejet faksus nesanems. 

7 (Pec izveles) Ja jusu automatiskajam atbildetajam nav iebuvets telefons, 
ertlbas labad jus varetu veleties automdtiska atbildetaja "izejas" (out) 
portam (aizmugure) pievienot telefonu. 

veids, kada jusu hp officejet atbildes uz faksa zvaniem 

Kad zvana telefons, jusu automatiskais atbildetajs atbildes un atskanos 
jusu ierakstlto sveicienu. Saja laika jusu HP Officejet parraudzls sarunu, 
"klausoties" vai netiek atskanoti faksa toni. Ja tiek atpazlti ienakosa faksa 
toni, HP Officejet parraidls faksa sanemsanas tonus un sanems faksu; ja 
faksa toni netiek atklati, HP Officejet partrauks llnijas parraudzlsanu un 
jusu automatiskais atbildetajs vares ierakstlt balss zinojumu. 
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gadijums H: balss/faksa llnija ir kopeja ar balss pastu 

PiezTme: Ja jus izmantojat balss pasta pakalpojumu HP Officejet nevar 
automatiski sanemt faksus, tadel jums jaspej pasam (manuali) atbildet uz 
ienakosajiem faksa zvaniem. Ja jus tomer velaties faksus sanemt 
automatiski, sazinieties ar savu telefon pakalpojumu sniedzeju un pasutiet 
balss/faksa zvanu izskirsanas pakalpojumu vai ieviesiet atsevisku telefona 
llniju faksam. 

Ja balss un faksa zvanus jus sanemat uz vienu telefona numuru, un jus izmantojat 
an balss pasta pakalpojumu, pievienojiet savu HP Officejet, sekojot sis sadajas 
norddljumiem. 




jusu HP Officejet HP Officejet aizmugure 

1 Izmantojiet telefona kabeli, kas piegadats kopa ar jusu HP Officejet, lai 
savienotu telefona sienas kontaktu ar "1-LINE" portu jusu HP Officejet 
aizmugure. 

Uzmambu! Ja jus neizmantojat piegadato kabeli sienas kontakta 
savienosanai ar jusu HP Officejet, jus visticamak nevaresiet 
veiksmTgi veikt faksa darbus. Ipasais 2 vadu kabelis atskiras no 
plasak izplatlta 4 vadu telefona kabeja, kas, iespejams, jau 
atrodas jusu biroja. Papildus informaciju par atskirlbu noteiksanu 
starp siem kabejiem skatTt Man ir problemas ar faksu sutlsanu un 
sanemsanu lappuse 1 54. 

2 Iznemiet balto aizbazni no porta "2-EXT" jusu HP Officejet aizmugure un 
pie ta pievienojiet telefonu. 

3 Spied iet priekseja panela taustinu Answer Mode (atbildes rezTms) lldz 
displeja paradas uzraksts TEL (telefons). 

manuala atbildesana uz faksa zvaniem 

Jums pasiem jaspej atbildet uz ienakosajiem faksa zvaniem vai arl jusu 
HP Officejet faksus nesanems. Informaciju par to, ka manuali no pievienota 
telefona vai telefona pagarinajuma sanemt faksa zvanus skatTt faksa manuala 
sanemsana no telefona lappuse 51 . 
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gadijums I: balss/faksa linija ir kopeja ar datora (PC) 
modemu un balss pastu 

PiezTme: Ja jus izmantojat balss pasta pakalpojumu HP Officejet nevar 
automatiski sanemt faksus, faciei jums jaspej pasam (manuali) atbildet uz 
ienakosajiem faksa zvaniem. Ja jus tomer velaties faksus sanemt 
automatiski, sazinieties ar savu telefon pakalpojumu sniedzeju un pasutiet 
balss/faksa zvanu izskirsanas pakalpojumu vai ieviesiet atsevisku telefona 
llniju faksam. 

Ja uz vienu telefona numuru jus sanemat balss un faksa zvanus, uz tas pasas 
llnijas izmantojat datora (PC) modemu un izmantojat an balss pasta 
pakalpojumu, pievienojiet savu HP Officejet, sekojot sis sadalas noradljumiem. 

PiezTme: Ta ka jusu datora (PC) modemam ir kopeja telefona linija ar jusu 
HP Officejet, jus nespesiet vienlaiclgi izmantot gan HP Officejet, gan savu 
datora (PC) modemu. Piemeram, faksa sutTsanas vai sanemsanas laika jus 
nevaresiet pieklut e-pastam vai internetam. 



Izmantojiet telefona kabeli, 
kas ir piegadats kopa ar 
jusu HP Officejet 



Dators (PC) ar modemu 



Telefons 

sienas 

kontakts 



Telefons 




HP Officejet aizmugure 



IEEJA (IN) 



IZEJA (OUT) 



1 Iznemiet balto spraudni no "2-EXT" porta jusu HP Officejet aizmugure. 

2 Atrodiet telefona kabeli, kas savieno jusu datoru (jusu datora (PC) 
modemu) ar telefona kontaktu siena. Atvienojiet kabeli no sienas telefona 
kontakta un pievienojiet to pie "2-EXT" porta jusu HP Officejet aizmugure. 

3 Pievienojiet telefonu pie "izejas" (out) porta jusu datora (PC) modema 
aizmugure. 

4 Izmantojiet telefona kabeli, kas piegadats kopa ar jusu HP Officejet, lai 
savienotu telefona sienas kontaktu ar "1-LINE" portu jusu HP Officejet 
aizmugure. 

Uzmambu! Ja jOs neizmantojat piegadato kabeli sienas kontakta 
savienosanai ar jusu HP Officejet, jus visticamak nevaresiet 
veiksmTgi darboties ar faksu. Ipasais 2 vadu kabelis atskiras no 
plasak izplatlta 4 vadu telefona kabeja, kas, iespejams, jau 
atrodas jusu biroja. Papildus informaciju par atskirlbu noteiksanu 
starp siem kabejiem skatTt Man ir problemas ar faksu sutTsanu un 
sanemsanu lappuse 1 54. 
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5 Spied iet priekseja paneja taustinu Answer Mode (atbildes rezTms) lldz 
displeja paradas uzraksts TEL (telefons). 

6 Ja jusu datora (PC) modema programmatura ir uzstadlta automdtiska faksu 
sanemsanu uz datoru, izsledziet so uzstddljumu. 

Uzmambu! Ja jus modema programmatura neizslegsiet 
automatiskas faksa sanemsanas uzstadljumu, HP Officejet faksus 
nesanems. 

manuala atbildesana uz faksa zvaniem 

Jums pasiem jaspej atbildet uz ienakosajiem faksa zvaniem vai arl jusu 
HP Officejet faksus nesanems. Informaciju par to, ka manudli no pievienota 
telefona vai telefona pagarinajuma sanemt faksa zvanus, skatlt manuala faksa 
nosutTsana no telefona lappuse 46. 
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informacija par traucejummeklesanu 



Saja nodaja apskatlta informacija par HP Officejet 4200 Series (HP Officejet) 
traucejummeklesanu. Sniegta detalizeta informacija par uzstadlsanas un 
konfiguresanas temam. Attieclbd uz darblbas temam ir sniegtas atsauksmes uz 
musu interneta traucejummeklesanas palldzlbu. 

Sajd nodaja apskatlts: 

• uzstadlsanas traucejummeklesana lappuse 1 45 

• darblbas traucejummeklesana lappuse 1 58 

uzstadlsanas traucejummeklesana 

Sajd sadajd ir sniegti uzstadlsanas un konfiguresanas traucejummeklesanas 
padomi attieclbd uz visizplatTtdkajiem jautdjumiem par jGsu HP Officejet, tajd skaitd 
par faksa uzstddlsanu, programmatGras instalesanu un aparatGras uzstddlsanu. 

Sajd nodaja ietvertie temati: 

• programmatGras instalesanas un aparatGras uzstadlsanas 
traucejummeklesana lappuse 145 

• faksa uzstadlsanas traucejummeklesana lappuse 1 54 

programmatGras instalesanas un aparatGras uzstadlsanas traucejummeklesana 

Ja uzstadlsanas laikd rodas problemas ar programmaturu vai aparaturu, 
risindjumus meklet sajds temds. 

HP Officejet programmatGras normdlas instalesanas laikd notiek sekojosais: 

• HP Officejet CD-ROM automdtiski sdk darboties 

• Programmatura tiek instaleta 

• Faili tiek nokopeti uz jusu cietd diska 

• Jums paludz pievienot savu HP Officejet elektrlbai 

• Instalesanas pallga ekrdnd parddds zajs "OK" un atzlme 

• Jums ludz restarted datoru 

• sdk darboties FaxSetup (faksa uzstadlsanas) pallgs 

• Sdkas registresanas process 

Ja kdda no ieprieksminetajdm lietdm nenotiek, iespejams, instalesanas laikd 
radusies problema. 



Lai parbauditu instalesanu Macintosh datora, parbaudiet: 

• Divreiz noklikskiniet uz HP Officejet un parliecinieties, ka HP Director 
(HP virzosa ierlce) parados svarTgakas ikonas (scan picture (attela 
skenesana), scan document (dokumenta skenesana), send fax (sutTt faksu) 
un hp gallery (hp galerija). Ja svarTgakas ikonas neparadas uzreiz, jums ir 
japagaida dazas minutes, lai HP Officejet savienotos ar jusu datoru. Cita 
gadljuma skatlt turpmako. 

• Atveriet Chooser (izvele) un parliecinieties, ka saraksta ir iekjauts 
HP Officejet. 

Lai parbauditu instalesanu PC datora, parbaudiet: 

• Divreiz noklikskiniet uz HP Officejet un parliecinieties, ka HP Director 
(HP virzosa ierlce) paradds svarTgakas ikonas (scan picture (attela 
skenesana), scan document (dokumenta skenesana), send fax (sutlt faksu) 
un hp image zone. Ja svarTgakas ikonas neparadas uzreiz, jums ir 
japagaida dazas minutes, lai HP Officejet savienotos ar jusu datoru. Cita 
gadTjumd skatlt turpmako. 

• Atveriet Printers (printeri) dialoglodzinu un parliecinieties, ka saraksta ir 
iekjauts HP Officejet. 

Sistemas josia sameklejiet HP Officejet ikonu. Ta norada, ka HP Officejet ir 
gatavs darbam. HP Officejet ikona parasti paradds Task Tray (uzdevumu josld) 
- darbvirsmas apaksejd, labajd stun. 
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programmaturas instalesanas traucejummeklesana 

Skatiet so sadaju, lai atrisinatu problemas, kas var rasties HP Officejet 
programmaturas instalesanas laika. 



problema 



iespejamais celonis un atrisinajums 



Kad es ievietoju CD- 
ROM sava datora 
CD-ROM iekarta, 
nekas nenotiek. 



Ja pec HP Officejet 4200 Series CD-ROM ievietosanas datora 
CD-ROM iekarta jusu datora ekrdnd nekas neparadas: 

1 Windows Start (sdkt) izvelne izvelieties Run. 

2 Run dialoglodzina ievadiet d:\setup.exe (ja jusu CD-ROM 
iekarta nav apzlmeta ar burtu d, izmantojiet piemeroto 
iekdrtas burtu), tad noklikskiniet OK. 



Instalesanas laika 
paradds minimdlds 
sistemas parbaudes 
lodzins. 



Ja paradds minimdlds sistemas parbaudes lodzins, jusu sistema 
neatbilst minimdlajdm programmaturas praslbdm. Lai slkak uzzinatu 
par problemu, noklikskiniet Details (detalas). Pirms meginat instalet 
programmaturu, noversiet problemu. 



USB savienosanas 
uzvedne paradds 
sarkans X 



Device 5Etup has failed to complEte. 



I Ne-t -■■ | 



Ja USB savienosanas uzvedne paradas sarkans X, sekojiet siem 
norddljumiem: 

1 Pdrliecinieties, ka prieksejd paneja pdrkldjs ir ciesi piestiprinats, 
tad atvienojiet savu HP Officejet un atkal pievienojiet. 

2 Pdrliecinieties, ka USB un elektrlbas kabeli ir pievienoti. 

3 Lai pdrliecindtos, ka USB kabelis ir pareizi uzstddlts: 

- Atvienojiet USB kabeli un atkal pievienojiet. 

- Nepievienojiet USB kabeli pie tastaturas vai nepievienota 
centrmezgla (hub). 

- Pdrliecinieties, ka USB kabelis nav gardks par 3 metriem. 

- Ja jusu datora m ir pievienotas vairdkas USB ierlces, 
iespejams, instaldcijas laika jums vajadzetu atvienot sis 
ierlces. 

4 Turpiniet instalesanu un pec uzaicindjuma veiciet datora 
atsdknesanu (reboot). Tad atveriet HP Director (HP virzosd 
ierlce) un pdrbaudiet svarlgdkd ikonas (scan picture (attela 
skenesana), scan document (dokumenta skenesana), send fax 
(sutTt faksu) un hp image zone). 

5 Ja svarlgdkds ikonas neparadas HP Director (HP virzosd 
ierlce), izdzesiet programmaturu un instalejiet to velreiz, kd 
aprakstlts Dazas ikonas neparadas HP Director (HP virzosa 
ierlce) lappuse 1 48. 
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problema 



iespejamais celonis un atrisinajums 



Es sanemu zinojumu, 
ka ir paradljusies 
nezindma klume 



Ja jus sanemat nezindmas klumes zinojumu, meginiet turpinat 
instalesanu. Ja ta nedarbojas, partrauciet instalesanu un meginiet to 
sakt velreiz. 



Dazas ikonas 

neparadas 

HP Director 

(HP virzosa ierlce) 



Ja neparadas sverTgakas ikonas (scan picture (attela skenesana), 
scan document (dokumenta skenesana), send fax (sutTt faksu) un 
hp image zone) instalacija, iespejams, nav pabeigta. 
Ja jusu instalacija nav pabeigta, jums, iespejams, nepieciesams 
programmaturu atinstalet un pec tarn instalet velreiz. Nedzesiet no 
cieta diska HP Officejet programmas failus. Pareizai atinstalesanai 
izmantojiet atinstalesanas iespeju, kas pievienota HP Officejet 
programmu grupai. 



lai atinstaletu no Windows datora 
1 
2 



No datora atvienojiet savu HP Officejet. 

Windows uzdevumu josla noklikskiniet uz Start (sakt), 
Programs (programmas) vai All Programs (visas programmas) 
(XP), Hewlett-Packard, hp officejet 4200 series, uninstall 
software (atinstalet programmaturu). 

3 Sekojiet norddljumiem, kas paradas ekrana. 

4 Ja jums jauta, vai velaties izdzest lietojamos failus, 
noklikskiniet No (ne). 

Ja sos failus izdzes, citas programmas, kuras arl izmanto sos 
failus, var parstat stradat. 

5 Pec tarn, kad prog ram ma beidz izdzest programmaturu, 
atvienojiet savu HP Officejet un restartejiet savu datoru. 

PiezTme: Pirms datora restartesanas ir svarTgi atvienot HP Officejet. 

6 Lai programmaturu instaletu velreiz, ievietojiet HP Officejet 
4200 Series CD-ROM sava datora CD-ROM iekarta un sekojiet 
noradljumiem, kas paradas uz ekrana. 

7 Pec programmaturas instalesanas datora m pievienojiet 
HP Officejet. lesledziet savu HP Officejet, izmantojot On 
(ieslegts) taustinu. Lai turpinatu instalaciju, sekojiet 
noradljumiem, kas paradlsies uz ekrana un HP Officejet 
Uzstadlsanas plakata noradljumiem. 

Iespejams, pec HP Officejet pievienosanas un ieslegsanas jums 
bus japagaida vairakas minutes, kamer darbu beidz Plug and 
Play (piesledz un strada). 

Kad programmaturas instalacija ir pabeigta, System Tray 
(sistemas josla) jus redzesiet Status Monitor (statusa 
uzraudzlsana). 

8 Lai parliecinatos, ka programmatura ir pareizi instaleta, divreiz 
noklikskiniet uz HP Director ikonas. Ja HP Director parada 
pamata ikonas (scan picture (attela skenesana), scan 
document (dokumenta skenesana), send fax (sutTt faksu) un 
hp image zone), programmatura ir instaleta pareizi. 
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problema 


iespejamais celonis un atrisinajums 


Dazas ikonas 

neparadas 

hp director 

(hp virzosa ierlce) 

(turpinajums) 


Lai atinstaletu no Macintosh datora 

1 No Macintosh datora atvienojiet savu HP Officejet. 

2 Divreiz noklikskiniet Applications:HP All-in-One Software 
(HP all-in-one programmatura) mapi. 

3 Divreiz noklikskiniet uz HP Uninstaller (HP atinstalesana). 

4 Rlkojieties atbilstosi ekrcina redzamajiem noradTjumiem. 

5 Pec tarn, kad programmatura ir atinstaleta, atvienojiet savu 
HP Officejet un restartejiet savu datoru. 

6 Lai atkartoti instaletu programmaturu, sava datora CD-ROM 
iekarta ievietojiet HP Officejet 4200 Series CD-ROM. 

PiezTme: Atkartoti instalejot programmaturu, sekojiet 
Uzstddlsanas plakata noradTjumiem. Lldz programmaturas 
instalesanas beigcim nepievienojiet HP Officejet pie sava 
datora. 

7 Darbvirsma atveriet CD-ROM, divreiz noklikskiniet uz hp all-in- 
one installer (hp all-in-one instalesana) un sekojiet 
noradTjumiem, kas paradlsies. 


faksa pallgs 
nedarbojas 


Ja faksa pallgs neiesledzas automatiski, iedarbiniet to sadi: 

1 Iedarbiniet HP Director (HP virzosa ierlce) Hewlett-Packard 
mape, Windows Start (sdkt) izvelne. 

2 Noklikskinet uz Settings (uzstddTjumi) izvelnes un izvelieties Fax 
Settings and Setup (faksa uzstadisana), tad Fax Setup Wizard 
(faksa uzstadlsanas pallgs). 


Neparadas 
registracijas lodzins 


Ja velaties savu HP Officejet registret, bet registresanas pallgs 
neparadas automatiski, palaidiet Product Registration (preces 
registracijas) programmu HP mape, Windows Start (sdkt) izvelne. 


Task Tray (uzdevumu 
josla) neparadas 
Digital Imaging 
Monitor (ciparu 
attela veidosanas 
parraudzTsana) 


JaTask Tray (uzdevumu josla) neparadas Digital Imaging Monitor 
(ciparu attela veidosanas parraudzTsana), dazas minutes pagaidiet. 
Ja tas joprojam neparadas, noklikskiniet uz HP Director (HP virzosa 
ierlce), lai parbaudltu, ka tur atrodas svarTgakas ikonas. Papildus 
informaciju skatTt Dazas ikonas neparadas HP Director (HP virzosa 
ierlce) lappuse 148. 

Task Tray (uzdevumu josla) parasti paradas Windows darbvirsmas 

|v I 1 ,-- 

apakseja, labaja stun. 


4 #©%^feM 4:04PM " Uzdevumu psla 


HP Digital Imaging 
Monitor (HP ciparu 
attela veidosanas 
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aparaturas uzstadlsanas traucejummeklesana 

Skatiet so sadaju, lai atrisinatu problemas, kas var rasties HP Officejet 
aparaturas uzstadlsanas laika. 



problema 


iespejamais celonis un atrisinajums 


Priekseja panela 
displeja paradljas 
uzaicinajums 
pievienot prieksejo 
paneli 


Tas var nozlmet, ka prieksejais panelis nav pievienots vai ir 
pievienots nepareizi. Parliecinieties, ka ciesi pievienojat plati, 
sekojot talak sniegtajiem noradljumiem. 

1 levietojiet priekseja paneja parklaja ieliktnus ierlces 
augsdajas rievas. 








2 Ciesi piespiediet priekseja panela parklaja prieksejos sturus. 
Parliecinieties, ka tas pieguj ierlcei. 

3 Parliecinieties, ka visi taustini brlvi kustas. 
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problema 


iespejamais celonis un atrisinajums 


Prieksejd panel! 
paradas nepareiza 
valoda 


HP Officejet ir uzstddlta nepareiza valoda vai valsts/ regions. To 
parasti uzstdda, pirmo reizi uzstddot HP Officejet. Tomer, lai sos 
uzstddljumus mainltu jebkurd brldl, sekojiet siem norddljumiem: 

1 Nospiediet Setup (uzstadTsana). 

2 Vispirms nospiediet 6, tad 3. 

Tadejadi jus izvelaties Preferences (prieksroclbas) un Set 
Language & Country/Region (valodas un valsts/regiona 
uzstadTsana). 

Pec tarn prieksejd paneja displeja paradas sads 
uzaicindjums: 

Press 1 1 for English? (nospiediet 1 1 anglu valodai) 
Ja velaties nomainlt valodu uz angju valodu, izmantojot 
ciparu taustinus ievadiet 1 1, vai skatiet valodas, izmantojot 
i vai ► . Jus varat an gaidlt, displeja pec piecam sekundem 
paradlsies nakosci pieejama valoda. Kad ieraugdt velamo 
valodu, izmantojot taustinus, ievadiet tas divu ciparu numuru. 

3 Kad paradas uzaicinajums apstiprinat valodu, nospiediet 1, 
lai apstiprinatu un 2, lai neapstiprinatu. 

Paradas uzaicindjums attieclbd uz visiem izveletds valodas 
valstlm/ regioniem. Jus varat apskatlt valstis/ regionus, 
izmantojot i vai ► . 

4 Izmantojiet taustinus, lai ievadltu velamds valsts/regiona divu 
ciparu numuru. 

5 Kad paradas uzaicindjums, nospiediet 1, lai apstiprinatu un 
2, lai neapstiprinatu. 

6 Jus varat apstiprinat valodu un valsti/ regionu, izdrukdjot 
pastesta atskaiti: 

a. Nospiediet Setup (uzstadTsana). 

b. Vispirms nospiediet 1, tad 4. 

Tadejadi jus izvelaties Print Report (drukdt atskaiti) un tad 
Self-Test Report (pastesta atskaite). 


Prieksejd paneja 
displeja parddljds 
uzaicindjums 
izlldzindt drukas 
kasetnes 


Katrreiz, kad ieliekat jaunu drukas kasetni, HP Officejet jums iesaka 
izlldzindt drukas kasetnes. Papildus informdciju skatTt drukas 
kasetnu izlidzinasana lappuse 92. 


Manu HP Off ice jet 
nevar ieslegt 


Ja HP Officejet nevar ieslegt, pdrliecinieties, ka visi savienojumi no 
elektrlbas kontakta lldz HP Officejet ir ciesi savienoti un dazas 
sekundes pagaidiet, lai HP Officejet iesledzas. Bez tarn, ja 
HP Officejet ir pieslegts pagarindtdjam, pdrliecinieties, ka tas ir 
ieslegts. 
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iespejamais celonis un atrisinajums 



HP Officejet 
drukasanas darbus 
veic neapmierinosi 



Vispirms parbaudiet, vai drukas kasetne nav beigusies tinte. Lai to 
izdarltu, skatTt pastesta atskaites izdrukasana lappuse 86. 

Tomer, pirms tam parbaudiet drukas kasetni, lai parliecinatos, ka 
esat pareizi nonemusi tas iepakojumu. Esiet uzmanTgi un 
nepieskarieties zelta krcisas kontaktiem un tintes sprauslam, 
pdrliecinieties, ka, uzmanTgi velkot roza izcilni, esat nonemusi lentu. 




Ja nolemjat, ka jums nepieciesams drukas kasetni nomainit, skatiet 
drukas kasetnu nomaina lappuse 89. 



Priekseja paneja 
displeja paradljas 
zinojums par paplra 
sastregumu vai 
nobloketu slldrami. 



Ja priekseja paneja displeja paradas zinojums par paplra 
sastregumu vai bloketu slldrami, HP Officejet, iespejams, iekjuvis 
kads iepakojuma materials. Lai apskatltu drukas kasetnes un 
iznemtu iepakojuma materialu vai ko citu, kas tur iestredzis, atveriet 
drukas slldramja piekluves durtinas. 
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Mans USB kabelis nav 
pievienots 



Visvienkarsak savienot datoru ar HP Officejet ir izmantojot USB 
kabeli. Vienkarsi iespraudiet vienu USB kabeja galu sava datora un 
otru galu sava HP Officejet. Jus varat izmantot jebkuru sava datora 
USB portu. 




papildus instalesanas traucejummeklesanas palldzlba 

Papildus informaciju par iespejamam instalesanas problemdm jus varat skatTt 
Read Me (lasimani) faila. Windows vide jus varat pieklut Read Me (lasimani) 
failam no Start (sakt) taustina uzdevumu josla - izvelieties Programs 
(prog ram mas), Hewlett-Packard, HP Officejet 4200 Series, View the Readme 
File (skatTt lasimani failu). Macintosh OS 9 vai OS X vide jus varat piekjut 
lasimani failam, divreiz noklikskinot uz ikonas, kas atrodas HP Officejet 
programmaturas CD-ROM augseja llmena mape. 

Lasimani fails sniedz plasaku informaciju, ieskaitot: 

• Datora atgriesana stavokll, no kura var parinstalet HP Officejet, izmantojot 
parinstalesanas iespejas. 

• Parinstalesanas iespejas izmantosana Windows 98 vide, lai atjaunotu 
pazuduso Composite USB System Driver (jauktais USB sistemas draiveris). 

Si problema var rasties, ja aparatura tiek uzstadlta pirms programmaturas 
instalesanas. Pec parinstalesanas veiksanas veiciet sava datora 
atsaknesanu un instalejiet HP Officejet programmaturu pirms HP Officejet 
pievienosanas datoram. 

Papildus informacija ir pieejama arl HP interneta majas lapci: 

www.hp.com/ support 
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faksa uzstadlsanas traucejummeklesana 

Skatiet so sadaju, lai atrisinatu problemas, kas var rasties HP Officejet faksa 
uzstadlsanas laika. 

Informaciju par to, ka uzstadlt savu HP Officejet faksu, skatTt faksa uzstadlsana 
lappuse 1 25. 

Informaciju par problemdm, kas rodas HP Officejet faksa darblbas laika, un to 
atrisindsanu skatTt hp officejet 4200 series traucejummeklesanas sadaju ekrdna 
hp image zone help (hp image zone palidziba), kas tika piegadata ar jusu 
programmaturu. 



problema 



iespejamais celonis un atrisinajums 



Man ir problemas ar 
faksu sutTsanu un 



sanemsanu 



Parliecinieties, ka HP Officejet 

y/ 1 -LINE" portu savienojdt artelefona kontaktu, izmantojot kabeli, 
kas piegdddts kopa ar jusu HP Officejet.* Sis 2 vadu kabelis 
atskiras no izplatTtdkd 4 vadu kabeja, ko birojd, iespejams, 
izmantojdt ieprieks. Apskatiet kabeja galu un salldziniet to ar 
diviem apaksd redzamajiem kabeja veidiem: 





2 vadu kabelis 
OJ i ... 4 vadu kabelis 

2 vadu kavehs, kas pieqadats A ... , 

i - •- i_in r\LL- - i 4 vadu kabela qals, kas visticamak 

kopa ar iusu HP Otticeiet ,_ ■ r / 

radis problemas taksa darbiba, ja to 

savienos ar HP Officejet 

* Si iespejamd problema/risindjums attiecas uz valstTm/regioniem, kurcis 
kopa ar HP Officejet piegddci 2 vadu telefona kabeli: ArgentTna, 
Australia, BrazTlija, Kancida, Ole, Kma, Kolumbija, Griekija, Indija, 
Indonezija, Irija, Japana, Koreja, LatTnamerika, Malaizija, Meksika, 
FilipTnas, Polija, Portugale, Krievija, Sauda Arabija, Singapura, Spanija, 
Taivdna, Taizeme, ASV, Venecuela un Vjetnama. 

Ja jus izmantojdt 4 vadu kabeli, atvienojiet to, atrodiet 2 vadu 
kabeli un pievienojiet to pie HP Officejet (pie "1-LINE" porta). 
Papildus informaciju par si kabeja pievienosanu skatTt faksa 
uzstadlsana lappuse 125. 

PiezTme: Ja 2 vadu kabelis nav pietiekosi gars, jums tas ir jdpagarina, 
iegdddjoties Imijas uzmavu un izmantojot 4 vadu kabeli. Jums ir 
nepieciesama uzmava, kuras vienu galu var savienot ar 2 vadu kabeli 
un otru galu ar4 vadu kabeli. Pievienojiet vienu 2 vadu kabeja galu no 
HP Officejet "1-LINE" porta lTdz uzmavai, tad pievienojiet 4 vadu 
kabeli no otra uzmavas gala lTdz telefona sienas kontaktam. 
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Man ir problemas ar 
faksu sutTsanu un 
sanemsanu 
(turpinajums) 



Pdrliecinieties, ka savu HP Officejet esat pareizi pievienojusi pie 
telefona sienas kontakta un, ka an viss parejais aprlkojums un 
pakalpojumi, kas pieslegti pie vienas llnijas ar HP Officejet, ir 
pareizi pieslegti. 

Lai pievienotu pie sienas kontakta, izmantojiet 1-LINE portu 
HP Officejet aizmugure, lai pievienotu citu aprlkojumu, piemeram, 
datora modemu vai automatisko atbildetaju, lietojiet 2-EXT portu. 
Papildus informaciju un savienosanas shemas skatlt faksa 
uzstadisana lappuse 125. 

Telefona llnijas sadalltaja izmantosana var radlt problemas faksa 
darblba (Sadalltajs ir divu vadu savienotajs, ko iesprauz sienas 
kontakta) Pameginiet atvienot sadalltdju un HP Officejet pievienot 
nepastarpinati pie telefona sienas kontakta. 

Pievienojot telefonu un sagaidot nepartraukto signalu, parbaudiet 
vai telefona sienas kontakta darbojas telefona llnija. 

Telefona llnijas ar sliktu skanas kvalitati (troksni) var radlt 
problemas faksa darblba. Lai parbaudltu telefona llnijas skanas 
kvalitati, pie sienas kontakta piesledziet telefonu un klausieties 
statisko vai citu skanu. Ja jus dzirdat troksni, izsledziet sava 
HP Officejet Error Correction Mode (kjumju labosanas rezlms) 
(ECM) iezlmi un velreiz pameginiet nosutlt faksu. Informaciju skatlt 
kjumju labosanas rezims lappuse 73. Par problem u ar llnijas 
troksni pazinojiet arl savam telefonpakalpojumu sniedzejam. 

lespejams, tiek izmantots cits aprlkojums, kas pieslegts pie vienas 
llnijas ar HP Officejet. Piemeram, jGs nevarat izmantot savu 
HP Officejet faksa sGtlsanai, ja ir pacelts pievienotais telefons vai, ja 
izmantojat datora modemu, lai sGtTtu e-pastu vai pieklGtu internetam. 

Ja izmantojat ciparu abonenta llniju (DSL), parliecinieties, ka esat 
pieslegusi DSL filtru, citadi jus nespesiet veiksmTgi veikt faksa 
darbus. legustiet DSL filtru no sava DSL pakalpojuma sniedzeja. 
Filtrs likvide ciparu signalu, kas bloke jusu HP Officejet sakarus ar 
talruna llniju. Papildus informaciju par DSL filtra pievienosanu skatlt 
faksa sutlsana no DSL llnijas lappuse 1 26. 

Parbaudiet sava HP Officejet priekseja panela displeju, vai taja 
neparddds kjumju zinojums. Kamer ierlces klumes stdvoklis netiek 
noversts, jus nevarat sanemt vai nosutlt faksus. Informaciju par 
kjumju stavokja noversanu skatlt hp officejet 4200 series 
traucejummeklesanas sadaju ekrana hp image zone help 
(hp image zone palldziba), kas tika piegadata kopa ar jusu datoru. 

Ja jus izmantojat PBX vai ISDN parveidotaju, pdrliecinieties, ka 
HP Officejet ir savienots ar faksam vai telefonam paredzeto portu. 

Atcerieties, dazas ISDN sistemas piejauj portu konfiguresanu 
attieclgajam telefona aprlkojumam, piemeram, vienu portu jus 
varat paredzet telefonam un 3. grupas faksam un vel vienu 
dazadam citcim ierlcem Ja fakss ir pievienots faksa/telefona 
portam un problemas neizzud, pameginiet izmantot dazadam 
citam ierlcem paredzeto portu (tas iespejams nosaukts par "multi- 
combi" vai tamlldzlgi). 
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Es nevaru sanemt 
faksus, bet varu 
nosutlt 



Rings to Answer (zvani lldz atbildei) iezlrni jusu biroja var arl 
neuzstadlt un uz zvaniem netiks atbildets pec vajadzlga zvanu 
skaita. Pa pi Id us informaciju skatlt kd izveleties pareizo faksa 
uzstadisanu jusu biro jam lappuse 1 28. 

Ja jus izmantojat balss pasta pakalpojumu, kas pieslegts pie vienas 
llnijas ar faksu, jums faksi ir jasanem manuali (tie netiks sanemti 
automatiski). Infromaciju par faksa uzstadisanu, ja izmantojat balss 
pasta pakalpojumu, skatlt faksa uzstddisana lappuse 1 25. 
Informaciju par faksu manualu sanemsanu skatiet faksa manudla 
sanemsana no telefona lappuse 51 . 

Ja pie vienas telefona llnijas ar jusu HP Officejet ir pieslegts datora 
modems, parliecinieties, ka modema programmatura nav uzstadlta, 
lai sanemtu faksus automatiski. Ja si modema automatiskcis 
sanemsanas iespeja ir ieslegta, ta partvers telefona llniju un 
sanems visus ienakosos faksus, nejaujot jusu HP Officejet sanemt 
faksa zvanus. 

Ja pie vienas llnijas ar jusu HP Officejet ir pieslegts automatiskais 
atbildeta js, jums var rasties viena no slm problemam: 

- jGsu izejosais zinojums var but par garu vai par skalu, lai jusu 
HP Officejet varetu noteikt faksa signal us un sutTtaja fakss var 
atvienoties. 

- Jusu automatiskajam atbildetajam var nebut pietiekosi ilgs 
klusums pec zinojuma, lai Jautu HP Officejet noteikt faksa 
signalus. Si problema ir izplatltaka ar ciparu automatiskajiem 
atbildetajiem. 

Sis darblbas var palldzet noverst minetas problemas: 

a. Atvienojiet automatisko atbildetaju un meginiet sanemt faksu. Ja 
izdodas sanemt faksu, visticamak so problemu radlja 
automatiskais atbildeta js. 

b. Pievienojiet atpakaj automatisko atbildetaju un ierakstiet jaunu 
izejoso zinojumu. Centieties so zinojumu padarlt pec iespejas 
Tsciku (ne vairak ka 10 sekundes) un ierakstot runat klusi un 
mierTgi. Velreiz meginiet sanemt faksu. 

Ja jusu faksa numuram ir Tpasa zvana shema (izmantojot balss/ 
faksa zvanu izskirsanas pakalpojumu), parliecinieties, ka jusu 
HP Officejet Answer Ring Pattern (atbildes zvana shema) iezlme ir 
uzstadlta pareizi. Piemeram, ja telefonpakalpojumu sniedzejs jusu 
faksa numuram ir piesklris dubulta zvana shemu, parliecinieties, ka 
Answer Ring Pattern (atbildes zvana shema) uzstadTjuma ir izvelets 
Double Rings (dubults zvans). Informaciju par si uzstadTjuma 
nomainlsanu skatlt atbildes zvanu shemas maina (balss/faksa 
zvanu izskirsana) lappuse 71 . 

Atcerieties, ka HP Officejet neatpazlst dazas zvanu shemas, 
piemeram, zvanus ar mainTgu, Tsu un garu zvana shemu. Ja jums 
rodas problemas ar sada veida zvana shemu, paludziet savam 
telefonpakalpojumu sniedzejam jums pieskirt nemainTgu zvana 
shemu. 
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Es nevaru sanemt 
faksus, bet varu 
nosutlt 

(turpinajums) 


• Ja jus izmantojat balss/faksa zvanu izskirsanas pakalpojumu, 
parliecinieties, ka jusu HP Officejet Answer Ring Pattern (atbildes 
zvana shema) iezlme ir uzstadlta uz All Rings (visi zvani). 
Informaciju skatlt atbildes zvanu shemas maina (balss/faksa zvanu 
izskirsana) lappuse 71 . 

• Ja jusu HP Officejet ir kopeja telefona llnija ar cita veida telefona 
ierTcem, piemeram, automatisko atbildetaju vai datora modemu, 
faksa signala llmenis var samazindties, radot faksa sanemsanas 
problemas. 

Lai uzzinatu, vai problemu izraisa cita ierlce, no telefona llnijas 
atvienojiet visas ierlces, iznemot HP Officejet, un meginiet sanemt 
faksu. Ja fakss tiek sanemts veiksmTgi, tad problemu izraisa viena 
vai vairakas ierlces; pa meginiet tas pievienot atpakaj pa viena i, 
katrreiz meginot sanemt faksu, lldz atklajat, kura ierlce izraisa 
problemu. 


Es nevaru nosutlt 
faksus, bet varu 
sanemt 


• Ja faksa numura izsauksanai izmantojat atro sastadlsanu, 
iespejams, ka HP Officejet numuru sastada pcirak atri vai pcirak 
agri. Lai atrisinatu so problemu, izpildiet vienu no slm darblbdm: 

- Meginiet faksa numuru ievadlt ar roku, izmantojot HP Officejet 
prieksejo paneli vai pievienoto telefonu. Informaciju skatlt faksa 
nosutlsana izmantojot pdrraudzitu savienojumu lappuse 46 vai 
manudla faksa nosutlsana no telefona lappuse 46. 

- levadiet velreiz atras sastadlsanas uzstadljumu, ievietojot 
pauzes. Informaciju skatlt individudlu dtrds sastadlsanas 
numuru izveidosana lappuse 62. 

• Ja jusu talruna llnija ir aprlkota ar PBX sistemu, parliecinieties, ka 
pirms faksa numura ievadlsanas jus ievadiet izejosas llnijas 
numuru. 

• Sanemeja faksa aparatam var rasties problemas. Lai to parbaudltu, 
meginiet piezvanlt uz faksa numuru un paklausieties faksa signalus. 
Ja jus nedzirdat faksa signalus, sanemeja faksa aparats, 
iespejams, nav ieslegts vai pieslegts, vai arl sanemeja telefona 
llnija jaucas balss pasta pakalpojums. 


Mans automatiskais 
atbildetajs ieraksta 
faksa signalus 


• Ja jums pie faksa zvanu llnijas ir pieslegts automatiskais atbildetajs, 
jums tas japiesledz nepastarpinati pie HP Officejet (vai, ja 
nepieciesams, izmantojot nepastarpinati pieslegtu datora 
modemu), ka aprakstlts faksa uzstddisana lappuse 1 25. Ja jus to 
nepiesledzat ieteiktaja veida, jusu automatiskais atbildetajs, 
iespejams, ierakstls faksa signalus. 


Kops piesledzu 
HP Officejet, telefona 
llnija: es dzirdu 
statisku skanu 


• Ja jus savu HP Officejet pievienojat no "1-LINE" porta pie telefona 
sienas kontakta, neizmantojot telefona kabeli, kas tika piegadats 
kopa ar jusu HP Officejet, iespejams, telefona llnija jus dzirdesiet 
statisku skanu un nevaresiet veikt faksa darbus.* Sis Tpasais 2 vadu 
telefona kabelis atskiras no plasak izplatlta 4 vadu kabeja, kas, 
iespejams, jau atrodas jusu biroja. Papildus informaciju skatlt Man 
ir problemas ar faksu sutTsanu un sanemsanu lappuse 1 54. 
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Kops piesledzu 
HP Officejet, telefona 
llnija es dzirdu 
statisku skanu 
(turpinajums) 


* Si iespejama problema/risinajums attiecas uz valstlm/regioniem, kuras 
kopa ar HP Officejet piegada 2 vadu telefona kabeli: Argentina, Australija, 
Brazllija, Kanada, Clle, Klna, Kolumbija, Griekija, Indija, Indonezija, Irija, 
Japcina, Koreja, Latlnamerika, Malaizija, Meksika, Filipinos, Polija, 
Portugale, Krievija, Sauda Arabija, Singapura, Spanija, Taivana, Taizeme, 
ASV, Venecuela un Vjetnama. 

• Telefona llnijas sadalltaja izmantosana var ietekmet jusu telefona 
llnijas skanas kvalitati, izraisot statisko skanu. Pameginiet atvienot 
sadalltdju un HP Officejet pievienot nepastarpinati pie telefona 
sienas kontakta. 



darblbas traucejummeklesana 

hp officejet 4200 series traucejummeklesanas sadala hp image zone help (hp 
image zone palidzlbd) ietver traucejummeklesans padomus atiiedba uz 
visizplatTtakajiem jautajumiem par jusu HP Officejet. 

Lai pieklutu traucejummeklesanas informacijai no Windows datora, dodieties uz 
HP Director (HP virzosa ierice), noklikskiniet Help (palldziba) un izvelieties 
Troubleshooting and Support (traucejummeklesana un atbalsts). 
Traucejummeklesanai var pieklut, izmantojot an palldzlbas taustinu, kas 
paradas dazos klumju zinojumos. 

Lai pieklutu traucejummeklesanas informacijai no Macintosh (OS X) datora, 
"Dock" josla noklikskiniet HP Director (HP virzosa ierice) ikonu, no HP Director 
izvelnes izvelieties HP Help (HP palldziba), izvelieties hp image zone help 
(hp image zone palldziba) un Help Viewer (palldzlbas apskate) lodzina 
noklikskiniet hp officejet 4200 series troubleshooting (traucejummeklesana). 

Lai piekjutu traucejummeklesanas informacijai no Macintosh OS 9 
operetajsistemas, darbvirsma noklikskiniet HP Director (HP virzosa ierice) 
dodieties uz Help (palldziba) izvelni un izvelieties hp image zone help (hp image 
zone palldziba). Noklikskiniet hp officejet 4200 troubleshoot. 

Ja jums ir pieejams internets, palldzlbu jus varat iegut HP majas lapa: 

www.hp.com/ support 

Majas lapa ir atrodamas atbildes arl uz biezak uzdotajiem jautajumiem. 
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Skaitliskie termini 

1 0 x 1 5 cm fotopaplrs bez 
apmales 
paplra ievietosana, 21 
4x6collu(10x 15 cm) 
fotopaplrs bez apmales 
ietilpinasana lappuse, 31 

A 

abonenta identifikacijas kods, 

55 
aploksnes 

ievietosana, 20 
apsveikumu kartinas, 22 
atbalsta pakalpojumi, 101 
atbildes rezTms, 47 
atbildes zvanu shema, 71 
atbildiet zvanu gaidlsanas 

zvaniem, 54 
atcelt 

drukasana, 80 

fakss, 76 

ieplanotais fakss, 45 
kopesana, 36 
skenesana, 38 
atinstalesana no Macintosh 

datora, 149 
atjaunot rupnlcas noklusetas 

vertlbas, 97 
atkartota instalesana uz 

Macintosh datora, 149 
atmina 

faksu atkartota izdrukasana, 
76 

atmina noglabato faksu 

atkartota izdrukasana, 76 
atskaites 

fakss, automatisks, 58 
fakss, manuals, 60 
pastests, 86 
automatiskais atbildetajs 
uzstadlsana ar balss/faksa 

llniju, 138 
uzstadlsana ar balss/faksa/ 
datora (PC) modema 
llniju, 139 
automatiskais dokumenta 
padeves mehanisms, 4 



automatiskais dokumentu 
padeves mehanisms 
paplra ietilplba, 112 

automatiskas faksa atskaites, 
58 

A 

atrais kopesanas uzstadljums, 
28 

citras sastadlsanas numuri 
atjauninat, 64 
faksa nosutlsana, izmantojot 

atro sastadlsanu, 42 
izdzesana, 65 
parskats, 62 
pievienot, 62, 63 
atrums 

kopesana, 28 
priekseja paneja 

pdrvietosanas, 98 
priekseja panela 
uzaicinajuma aizture, 99 
atrums bodos, 73 

B 

balss pasts 

uzstadlsana ar balss/faksa 

llniju, 141 
uzstadlsana ar balss/faksa/ 
datora (PC) modema 
llniju, 142 
balss/faksa zvanu izskirsana, 
71 

bloket numurus, 74 
blokets slldramis, 152 

C 

CD-ROM, 147 
ciparu attela veidosanas 
parraudzlsana, 149 

D 

Datora (PC) modems 

uzstadlsana ar balss/faksa 

llniju, 135 
uzstadlsana ar balss/faksa/ 

automatiska atbildetaja 

llniju, 139 



uzstadlsana ar faksa liniju, 
134 

datums, uzstadlsana, 68 
declaration of conformity 

(European Union), 120 

(U.S.), 122, 123 
drukasana, 77 

atcelt, 80 

atmina noglabatie faksi, 76 
faksa atskaites, 58 
no programmaturas, 77, 78 
nokluseto uzstadljumu 

mainTsana, 78 
pasreizejo uzstadljumu 

mainTsana, 79 
pastesta atskaite, 86 
drukasana neapmierinosa, 

152 

drukasanas dialoglodzins 
izejas opciju panel is, 80 
izkartojuma panel is, 80 
kopiju un lappusu panelis, 
79 

paplra veida/kvalitates 
panelis, 80 
drukasanas kjume, 152 
drukasanas uzstadljumi, 78 
drukas kasetne, 151 
drukas kasetne, tuksa, 152 
drukas kasetnes 

darblbas, 89 

izlldzinasana, 92 

kontaktu tlrlsana, 95 

nomaina, 89 

pastesta atskaite, 86 

pasutTsana, 81 

tintes llmena pdrbaude, 86 

tlrlsana, 95 
drukas kasetnes izlldzinasana, 

92, 151 
drukas kasetnu nomaina, 89 
drukas robezu specifikacijas, 
112 

E 

environment 

energy consumption, 115 
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faksa nosutTsana velak, 43 
faksa pallgs nedarbojas, 149 
faksa registreta sanemsana, 53 
faksa sutTsana, 40 
faksa uzstadTsana 

traucejummeklesana, 154 
fakss, 39, 96 

aiznemts, 71 

apstiprinat, 40 

atbilde zvaniem, izmantojot 
klausuli, 54 

atbildes rezTma 
uzstadlsana, 47 

atbildes zvanu shema, 71 

atcelt, 76 

atcelt ieplanoto, 45 
atcelt parsutTsanu, 70 
atkdrtot aiznemta vai 

neatbildosa numura 

izsauksanu, 71 
atkartota izdrukasana, 76 
atra sastadlsana, 42 
atras sastadlsanas numuri, 

atjauninat, 64 
atras sastadlsanas numuri, 

izdzest, 65 
atras sastadlsanas numuri, 

pievienot, 62, 63 
atseviskas faksa llnijas 

uzstadlsana, 131 
atskaites, 58 

automatiska reducesana, 72 
automatiska sanemsana, 47 
balss/faksa zvanu 

izskirsana, 71 
balss/faksa zvanu 

izskirsanas llnijas 

uzstadlsana, 132 
biroja apnkojuma 

uzstadlsana, 127 
datums un laiks, 68 
DSL llnijas uzstadlsana, 126 
faksa atrums, 73 
faksa nosutTsana, izmantojot 

izsaukuma atkartosanu, 

43 

faksa specifikacijas, 113 
fotografijas, 42 
galvene, 55 
ieplanosana, 43 
impulsu numura izsauksana, 
69 

ISDN llnijas uzstadlsana, 
127 



izskirtspeja, 65 

klumju labosanas rezlms 

(ECM), 73 
kontrasts, 65 

kopejas balss/faksa llnijas 

uzstadlsana, 133 
krasaina faksa sutTsana, 42 
lieko faksa numuru 

blokesana, 74 
manuala nosutTsana no 

klausules, 46, 54 
manuala nosutTsana no 

telefona, 46 
manuala sanemsana, 47 
manuala sanemsana no 

klausules, 53, 54 
manuala sanemsana no 

telefona, 51 
neatbild, 71 
noklusetas vertTbas, 67 
nosutTt manuali, 46 
numura noteicejs, 74 
padant gaisaku vai 

tumsaku, 66 
papTra izmers, 24, 69 
parraudzTts savienojums, 46 
parsutTsana, 70 
pauze, 56 

PBX sistemas uzstadTsana, 

127 
problemas ar 

automatiska jiem 

atbildetajiem, 157 
problemas ar faksu sutTsanu 

un/vai sanemsanu, 154, 

155, 156, 157 
problemas ar statisku skanu 

telefona Imija, 157 
registreta sanemsana, 53 
sanemsana, 50 
sanemt manuali, 51, 52, 53 
sanemt manuali no priekseja 

paneja, 52 
simboli, 56 
ska) urns, 69, 70 
sutTsana, 40 
sutTt no atminas, 45 
teksta ievadTsana, 56 
tonu numura izsauksana, 69 
uzstadTsana, 125 
uzstadTsana ar balss/faksa/ 

automatiska atbildetaja 

Imiju, 138 
uzstadTsana ar balss/faksa/ 

balss pasta Imiju, 141 



uzstadTsana ar balss/faksa/ 
datora (PC) modema 
Imiju, 135 
uzstadTsana ar balss/faksa/ 
datora (PC) modema/ 
automatiska atbildetaja 
Imiju, 139 
uzstadTsana ar balss/faksa/ 
datora (PC) modema/ 
balss pasta Imiju, 142 
uzstadTsana ar faksa/ 
datora (PC) modema 
Imiju, 134 
vienkarsa faksa sutTsana, 41 
zvani lldz atbildei, 50 
faksu parsutTsana 
atcelt, 70 
uzstadTjumi, 70 
faksu sanemsana, 50, 51, 52 
FCC requirements, 117 
FCC statement, 118 
fiziskas specifikacijas, 114 
fotografijas 
fakss, 42 

ietilpinasana lappuse, 31 
kopiju uzlabosana, 36 
fotopapTrs 

ievietosana, 21 

G 

garantija, 107 
ilgums, 107 
pakalpojumi, 107 
pazinojums, 108 
steidzama, 107 
uzlabojumi, 107 

H 

HP Director (HP virzosa ierTce), 3 
HP Officejet 

apkope, 83 

biroja apnkosana, 127 

dajas, 4 

izvelnes, 8 

parskats, 3 

prieksejais panelis, 5 

sagatavojiet sutTsana i, 104 

sutiet atpakaj, 108 
HP pateretaju atbalsts, 101 

ieslegsana, 151 
ietilpinasana lappuse, 31 
ievietosana 

aploksnes, 20 

fotopapTrs, 21 
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paplrs, 19 
impulsu numura izsauksana, 69 
individualie atras sastddlsanas 

numuri, 62 
instalesana neizdodas, 147 
instalesana pabeigta, 148 
izskirtspeja, 65 

fakss, 65 
izsaukuma atkartosana faksa 

nosutTsanai, 43, 71 
izvelnes parskats, 8 

K 

kasetnes 

darblbas, 89 

izlldzinasana, 92 

kontaktu tlrlsana, 95 

nomaina, 89 

pastesta atskaite, 86 

pasutTsana, 81 

tintes llmena parbaude, 86 

tlrlsana, 95 
klumju labosanas rezlms 

(ECM), 73 
klausule 

faksa sanemsana, 53 

faksa sutTsana, 46 

izmantosana, 54 

zvanu gaidlsana, 54 
kontrasts, fakss, 65 
kopesana, 27 

atcelt, 36 

atrums, 28 

fotografijas, uzlabosana, 36 
ietilpinasana lappuse, 31 
izbalejis originals, 33 
kopiju ska its, 30 
kvalitate, 28 

legala (Legal) vai vestules 

(Letter) izmera, 33 
melnbalta, 29 
noklusetie uzstadljumi, 28 
palielinasana, 31 
paplra izmers, 24 
paplra veids, 23, 24 
samazinat, 33 
uzlabot tekstu, 34 
kopiju samazinasana/ 

palielinasana 
ietilpinasana lappuse, 31 
mainlt izmeru, lai ietilpinatu 

vestules (Letter) izmera 

lapa, 33 
kopiju ska its 
kopesana, 30 



krasaina 

fotografiju uzlabosana, 36 
krasains 

faksi, 42 
krasas 

intensitate, 33 
kvalitate 

kopesana, 28 

L 

labakais 

kopesanas uzstadljums, 28 
laiks, uzstadlsana, 68 
lappuses uzstadljumu 

dialoglodzins, 78 
liekais faksa numurs, 74 

M 

manudlas faksa atskaites, 60 
modems. SkotTt datora (PC) 
modems 

N 

neparadas registracijas 

lodzins, 149 
nezindmas klumes zinojums, 

148 

noklusetie uzstadljumi 

atjaunot rupnlcas noklusetas 

vertlbas, 97 
drukasana, 78 
fakss, 67 
kopesana, 28 
nomaina, 96 
normalais kopesanas 
uzstadljums, 28 
noteikumu zinas, 117 
obligatais modela 
identifikaci jas numurs, 
117 

numura noteicejs, 74 
P 

pastesta atskaite, 86 
padarlt gaisaku 

faksi, 66 
padarlt tumsakas 

kopijas, 33 
padarlt tumsaku 

faksi, 66 

fotografijas, 36 
palldzlba, 1 

paplra padeves ietilplbas, 111 
paplra sastregums, 152 
paplra specifikacijas, 111 
paplrs 



citu veidu ievietosana, 22 
fotografijas ievietosana, 21 
iestregumu noversana, 25 
ieteicamie, 17 
ieteicamie kopesanas veidi, 
23 

ievietosana, 15 
ievietosana padeve, 19 
izmers, uzstadljums faksam, 
69 

izmers, uzstadljums 
kopesana i, 24 

legcila (Legal) vai vestules 
(Letter) izmera kopija, 33 

nevelamie paplri, 18 

originala ievietosana, 26 

paplra izmeri, 112 

pasutTsana, 81 

veids, uzstadlt, 24 
parraudzTts savienojums, 46 
partraukt 

drukasana, 80 

fakss, 76 

ieplanotais fakss, 45 

kopesana, 36 

skenesana, 38 
parvietosanas atrums, 98 
pasutTsana 

apdrukajamie materiali, 81 

citi izej materiali, 82 

drukas kasetnes, 81 
pateretaju atbalsts, 101 

arpus ASV, 102 

Australija, 104 

garantija, 107 

kontaktinformacija, 101 

majas lapa, 101 

Ziemejamerika, 102 
priekseja panela displejs, 150 

uzstadlt valodu, 151 
priekseja panela pievienosana, 
150 

prieksejais panelis, 4 
izvelnes, 8 
parskats, 5 

parvietosanas atrums, 98 
teksta ievadlsana, 56 
uzaicinajuma aizture, 99 
programmatura, 147 

drukat no, 77 
programmaturas atkartota 

instalesana, 148 
programmaturas instalesana, 
147 
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R 

reducet faksu ietilpinasanu 

lappuse, 72 
regulatory notices 

Canadian statement, 118 
declaration of conformity 

(European Union), 120 
declaration of conformity 

(U.S.), 122, 123 
European Economic Area, 

120 

FCC requirements, 117 
FCC statement, 118 
German statement, 120 
Korea statement, 121 
notice to users in Canada, 
119 

rupnlcas noklusetas vertlbas, 
atjaunosana, 97 

S 

sagrupeti atras sastadlsanas 

numuri, 63 
sarkans X USB lodzina, 147 
simboli, 56 

sistemas minimalas praslbas, 
147 

ska I urns, faksa noregulesana, 
69,70 

skanas, faksa noregulesana, 

69, 70 
skenesana, 37 
atcelt, 38 

augsta izskirtspeja, 37 
no priekseja paneja, 38 
skenera specif ikacija, 113 
skenera vaka balta josla, 

notlriet, 84 
stikls, tlrlsana, 83 
stravas specifikacijas, 114 
sutiet atpakal savu HP Officejet, 
108 

sutiet savu HP Officejet, 104 
svarTgakas ikonas, 147 

T 

taustini, teksta ievadlsana, 56 
tehniska apkope, 83 
arpuses tlrlsana, 85 
atjaunot rupnlcas noklusetas 

vertlbas, 97 
drukas kasetnes kontaktu 

tlrlsana, 95 
drukas kasetnu 
izlldzinasana, 92 



drukas kasetnu nomaina, 89 
notlriet skenera vaka balto 

joslu, 84 
pasapkopes troksni, 99 
pastesta atskaite, 86 
parvietosands atruma 

uzstadlsana, 98 
stikla tlrlsana, 83 
tintes llmena parbaude, 86 
tint drukas kasetnes, 95 
tehniska informacija 
automatiska dokumentu 

padeves mehanisma 

paplra ietilplba, 112 
drukas robezu 

specifikacijas, 112 
faksa specifikacijas, 113 
fiziskas specifikacijas, 114 
paplra izmeri, 112 
paplra padeves ietilplbas, 

111 

paplra specifikacijas, 111 
skenera specifikacija, 113 
stravas specifikacijas, 114 
vides specifikacijas, 114 
teksts 

ievadlsana, izmantojot 

taustinus, 56 
uzlabot kopijas, 34 
telefona kabeja nomaina, 96 
telefona kabelis, 96 
telefona llnija ar vairakiem 

numuriem, 71 
telefona numuri, pateretaju 
atbalsts, 101 

tinte 

llmena pdrbaude, 86 
tintes kasetne, 151 
tintes kasetnes. skatlt drukas 

kasetnes 
tintes kasetnu izlldzinasana, 

151 
tlrlsana 
arpuse, 85 

balta josla uz skenera vaka, 
84 

drukas kasetnes, 95 

drukas kasetnes kontakti, 95 

stikls, 83 
tonu numura izsauksana, 69 
traucejummeklesana 

aparaturas uzstadlsana, 
150 



aparaturas uzstadlsana un 
programmaturas 
instalesana, 145 
darblba, 158 
faksa uzstadlsana, 154 
programmaturas 

instalesana, 147 
uzstadlsana, 145 
troksni, pasapkope, 99 
trukst ikonas, 148 
trukst svarTgakas ikonas, 148 
tuksa drukas kasetne, 152 
tuksa tintes kasetne, 152 

U 

USB kabeja pievienosana, 153 
USB kabela uzstadlsana, 153 
USB kabelis, 147, 153 
uzaicinajuma aizture, 
uzstadlsana, 99 
uz limes 

ievietosana, 22 
uzstadlsana 

fakss, 125 
uzstadlsana, fakss, 125 
uzstadljumi 

atbildes rezlms, 47 

faksa atrums, 73 

valsts un valoda, 151 
uzstadlt 

valodu un valsti, 151 

V 

valodas uzstadlsana, 151 
valsts uzstadlsana, 151 
vide 

aizsardzlba, 114 
inkjet izej materia I u 

otrreizejas parstrades 

prog ram ma, 116 
materia I u droslbas datu 

saraksti, 115 
otrreizejas parstrades 

prog ram ma, 116 
ozona razosana, 114 
paplra paterins, 115 
sintetiskie materiali, 115 
vides produktus parzinosa 

prog ram ma, 114 
vides specifikacijas, 114 

Z 

zvani lldz faksa atbildei, 50 
zvanu gaidlsana, 54 
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